COMMERCIAL LIGHTING DEVICES

¥ LED STRIPS AND DRIVERS ¥
Led 2835 - 24V - CRI>94 -1P20

24V Flexible adhesive led strips

* High CRI Ra>94

* 120 led 2835 for 23W/m with possible cut every 6 led / 5cm

* 60 led 2835 for 14,4W/m with possible cut every 6 led / 10cm
* 30 led 2835 for 6W/m with possible cut every 6 led / 10cm

* Fitted with high resistant 3M VHB adhesive tape

* Pcb in reinforced copper for better heat dissipation

* Available in 3000K, 4000K & 5000K

* Supplied in 5m roll with connecting cable
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VOLTAGE DIMMABLE CLASS 2 LED DRIVER Gy, ”
LISTED

E465183

E96L24DC-KO dimmable voltage LED driveris
class 2 rated and designed to operate with any
standard MLV/Incandescent TRIAC (Leading edge)
dimmer switch. Encased in a low profile aluminum
enclosure that includes 2 knock-outs to enable easy
installation makes it the perfect choice for under
cabinet lights, tape lights and various LED fixtures
installations. Our electrical specification includes Auto
Reset, over current and short circuit protection.
Efficiency of 90% and higher allows the driver to
operate at low temperatures.

- Dimmable with any standard MLV/Incandescent TRIAC-
(Leading edge) dimmer switch

- Dim down to 1%

+ 40W, 75W & 96W available

- Super compact Aluminum Case.

- Class 2

- UL 8750

«Nema 3R - Outdoor Use

- Auto-Reset Protection for short circuits & over-voltage.
«FCC 15 part 2

LED Profile Lights, LED Fixtures, Drivers & Dimmer Switches
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