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FIXED
DOWNLIGHTS

SKY        
1W  IP44

p.23 SELENE  
1.5W  IP65

p.25 BLACK 2   
1.5W  IP44

p.27 BLACK 6   
4.5W  IP44

BLACK 10    
10W  IP44

p.29 p.31 KOL        
4.5W  IP44

KORINE R10        
10W  IP20

p.33

p.37TAG        
7.5W  IP44

HERO 20   
20W  IP40

p.35 p.39 JUNO 10   
10W  IP20

p.41 JUNO 20   
20W  IP20

JUNO 40   
40W  IP20

p.43 p.45

LOREN 10        
10W  IP20

p.47 LOREN 20        
20W  IP20

p.49 LOREN 40        
40W  IP20

p.51 HAP 120   
2x10W  IP40

NAP 10 
10W  IP44

HAP 110   
10W  IP40

p.54

p.59

p.53 HAP 130   
3x10W  IP40

NAP 20  
20W  IP44

p.55

p.61p.57HAP140  
4x10W  IP40

FLEXUS 6  
4.5W  IP20

p  . 63 FLEXUS 10       
10W  IP20

p.65
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DOWNLIGHTS
RECESSED OPTIC

BYE       
0.75W  IP44

p.81 BABA R2   
1.5W  IP44

p.83 BABA Q2   
1.5W  IP44

TASK 2  
1.5W  IP44

p.83

p.73

BABA R6   
4.5W  IP44

TASK 10  
10W  IP44

p.85

p.75

BABA Q6   
4.5W  IP44

JIMBO 2  
1.5W  IP44

p.87

p.77

NEIL        
7.5W  IP44

JIMBO 10     
10W  IP44

TIO UGR  
7.5W  IP40

RAUL UGR        
10W  IP40

p.91

p.79

p.69 p.71

BABA R10        
10W  IP20

p.89 CORE 20   
20W  IP40

p.93

FRANNY10   
10W  IP20

    p.67FRANNY 6  
4.5W  IP20

p.66
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RAÙL TRIMLESS    
10W  IP40

p.105p.99

p.107

p.101

p.107

p.103

p.109 p.111 p.115p.113

p.117 p.119 p.121

p.129

p.123

p.131 p.132

TRIMLESS
DOWNLIGHTS

ZERINO  
0.75W  IP44

NONE R2 
1.5W  IP44

ZERO R2 
1.5W  IP44

NONE R10
10W  IP44

ZERO Q2 
1.5W  IP44

NONE Q10
10W  IP44

ZERO R6 
4.5W  IP44

ZERO Q6 
4.5W  IP44

HOLE 
7.5W  IP44

ZERO R10  
10W  IP20

MOON Q10   
10W  IP40

MOON QX120        
2x10W  IP40

MOON QX130        p.120 
3x10W  IP40

MOON R20    
20W  IP40

MOON Q20     
20W  IP40

MILO 10 
10W  IP20

MILO X120        
2x10W  IP20

MILO X130        
3x10 W  IP20p.127

TIO TRIMLESS       p.125 
7.5W  IP40

SEXUS  10  UGR   
10W  IP20

SEXUS  6  UGR        p.133 
4.5W  IP20

SEXUS 10         p.136
10W  IP20p.135

SEXUS 6       p.134 
4.5W  IP20

ZOE 6  
4.5W  IP20

ZOE 10        
10W  IP20

p.95 p.97
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MINILEDA QX130  
3x3W  IP20

MINILEDA QX120   
2x3W  IP20

MINILEDA Q10       
3W  IP20

MINILEDA R10        
3W  IP20

ADJUSTABLE
DOWNLIGHTS

DAHLIA  
1.5W  IP44

JOEL 6  
4.5W  IP44

MINE 6 
4.5W  IP20

p.141

p.151 p.157ADAN 
4.5W  IP65

p.149

p.143

TIO        
7W  IP40

RAUL 10   
10W  IP40

p.153

p.145

p.155

p.146

MINE 10   
10W  IP20

p.159

p.147

MINE 20   
20W  IP20

MINE 30   
30W  IP20

 p .161  p .163 LOLLO 10     
10W  IP20

p.165 LOLLO X120    
2x10W  IP20

LOLLO X320    
2x30W  IP20

LEDA QX130      
3x10W  IP20

p.167

p.177

p.185

LOLLO X130   
3x10W  IP20

LOLLO X330   
3x30W  IP20

    p .169

 p .178

LOLLO 20
20W  IP20

p.171

LOLLO X220   
2x20W  IP20

p .173 LOLLO X230   
3x20W  IP20

LEDA Q10 
10W  IP20

LOLLO 30
30W  IP20

LEDA QX120   
2x10W  IP20

p.174

p .181

p.175

p.183

ANDREW     
0.75W  IP44

p.139

LEDA R10
10W  IP20

p.179

PLEXUS 6 UGR   
4.5W  IP20

p.187 PLEXUS 6
4.5W  IP20

p.188 PLEXUS 10 UGR 
10W  IP20 p .189

PLEXUS 10  
10W  IP20

 p   .190
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STEPLIGHTS

UMA        
1W  IP44

p.197SOREL  
1.5W  IP65

BEAN     
1.5W  IP67

p.195p.193 BANG 
1.5W  IP20

p.199 DAGO 2  
1.5W  IP44

p.201 DAGO 6  
4.5W  IP44

KIRSTEN   
5W  IP65

p.203

p.205 BRAD     
5W  IP65

p.207

10



CEILING AND WALL MOUNTED 
LUMINAIRES

ART     
7.5W  IP65

p.213 ARIK 6      
4.5W  IP44

SWAN 10  
10W  IP20

KELLER D  
2x7.5W  IP65

p.221

p.231

p.219

ARIK 10    
10W  IP44

SWAN X120
2x10W  IP20

p   . 223 p.233

SWAN X130  
3x10W  IP20

 p .235

KOINE 6    
4.5W  IP44

KOINE 10   
10W  IP44

SASABUNE  
10W  IP65

p.225 p.227

p.215

CUBE 20/30     
20-30W  IP20

KELLER S  
7.5W  IP65

  p.229

 p.217

MARUPE 12
4.5-9W  IP44

p.237 GAGA 
2x10W  IP40

p.239 HULA 
6W  IP65

p.241 CADMO 6   
4.5-9W  IP65

p.243

BULL MONOPOINT    
10W-30W  IP20 p.211
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BULL PENDANT       
10-30W  IP20

PENDANTS

p.245

LINEAR SYSTEM

GES TRACK     
15A  IP20

p.247 XTSC TRACK   
15A  IP20

p.248
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TRACK
PROJECTORS

BULL 10     
10W  IP20

BULL 10 FOCUS 
10W  IP20

BULL 10 
PRECISION 
10W  IP20

p.253
p.249

p.259

p.261

BULL 20      
20W  IP20

BULL 20 FOCUS    
20W  IP20

BULL 20/30 
PRECISION
20-30W  IP20

p.255
p.251

BULL 40     
40W  IP20

p.257
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ELIA R10  
10W  IP20

LAD R6  
4.5W  IP20

JOS R2  
1.5W  IP20

p.269p.263 LAD R10 WW    
10W  IP20

JOS R10   
10W  IP20 p.273

p.267

ELIA R6   
4.5W  IP20

p.275 p.276 ELIJAH R6
4.5W  IP20

p.277 ELIJAH R10
10W  IP20

ELO R6
4.5W  IP20

LAD R10
10W  IP20

JOS R6     
4.5W  IP20

ELO R10
10W  IP20

p.278 p.279

p.271p  .265

p.280

SEMI-RECESSED
PROJECTORS
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SURFACE
PROJECTORS

BULL 10 LAY    
10W  IP20

 p.289 BULL 20 LAY   
20W  IP20

p.291

BULL 40 LAY  
40W  IP20

p.293 SASHA 110D
6.5W  IP20

SASHA 130U
3x6.5W  IP20

MINISASHA 110U
3W  IP20

SASHA 120D
2x6.5W  IP20

SASHA 150U
5x6.5W  IP20

ELIA S10
10W  IP20

ELIJAH S6
4.5W  IP20

ELIJAH S10
10W  IP20

p.322

LAD S6
4.5W  IP20

p.331

JOS S2
1.5W  IP20

p.325ELO S6
4.5W  IP20

LAD S10
10W  IP20

JOS S6
4.5W  IP20

ELO S10
10W  IP20

LAD S10 WW
10W  IP20

JOS S10
10W  IP20

MINISASHA 130U
3x3W  IP20

SASHA 130D
3x6.5W  IP20

TULIP
10W  IP20

SASHA 150D
5x6.5W  IP20

SASHA 110U
6.5W  IP20

MINISASHA 110D
3W  IP20

BULL 10 DOUBLE
2x10W  IP20

MINISASHA 130D
3x3W  IP20

PUFF
2W  IP20

ELIA S6
4.5W  IP20

SASHA 120U
2x6.5W  IP20

p.303

p.311

p.299

p.304

p.313 p.320 p.321

p.323

p.333

p.327p.324

p.335

p.329

p.301

p.305

p.315

p.307 p.309 p.310

p.295

p.283

p.297

p.317 p.319

p.287BULL 10 BASE
10W  IP20

p.281 BULL 20 BASE      
20W  IP20

  p.285 BULL 40 BASE
40W  IP20
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LV TRACK      
RD

LAD X10     
10W  IP20

p.347

p.343

LV TRACK      
SD

LAD X6     
4.5W  IP20

p.346

p.341JOS X2     
1.5W  IP20

LV TRACK      
TD

LAD X10 WW  
10W  IP20

 p.337

p.348

 p.344JOS X6     
4.5W  IP20

p.338

LV TRACK      
SS

JOS X10   
10W  IP20

LEONARD 36 
5W  IP20 p.364

ESME P X10 
10W  IP20 p.355

ELO X6     
4.5W  IP20

ELO X10   
10W  IP20

p.353 p.354

ESME P X30 
30W  IP20

ESME P X20

p.357

20W  IP20 p.356

ESME P X40
40W  IP20 p.358

ELIA X10  
10W  IP20

ELIA X6    
4.5W  IP20

p   . 350  p.349

ELIJAH X6      
4.5W  IP20 p.351

BEN 36     
15W  IP20

MAGGY 72 
p.369

DAVID 36       
10W  IP20 p.366

PRINCE 36
10W  IP20 p.367

p.368

LEONARD 72
10W  IP20 p.371

ESME X10 
10W  IP20

MAGGY 36 
p.363

ESME X20 
20W  IP20 p.360p.359

ESME X30 
30W  IP20

ESME X40
p.361 40W  IP20 p.362

DAVID 72
20W  IP20

p.372 PRINCE 72
20W  IP20

BEN 72
30W  IP20p.373

p.374

LINEAR
SYSTEM

ELIJAH X10 
10W  IP20 p.352

p.345

p.   339
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IP RATED
DOWNLIGHTS

LOTUS 2 
1.5W  IP67

TYTUS    
1W  IP67

MAE 2 
1.5W  IP67

PUCK      
1W  IP67

JUPITER     
7.5W  IP67

SLOT 6     
4.5W  IP67

WOTAN 5 
5W  IP67

ZETAN 10 
10W  IP67

p.389

p.377

p.387

p.375

p.401 p.403

p.407

p.418

LOTUS 6 
4.5W  IP67

TYZAN   
1W  IP67

WOTAN 10
10W  IP67

TYRONE 6 
4.5W  IP67

p.391

p.379

p.409

p.419

BABUS 2 
1.5W  IP67

ALPHA 2 
1.5W  IP67

WOTAN 20 
20W  IP67

TYRONE 10 
10W  IP67

p.393

p.381

p.411

p.420

BABUS 6
4.5W  IP67

ALPHA 10
10W  IP67

VENUS
7.5W  IP67

BATAN 5
5W  IP67

p.395

  p   .383

p.405

p.413

ZERUS 2
1.5W  IP67

BETA 2
1.5W  IP67

ERIS
7.5W  IP67

SLOT 10
10W  IP67

BATAN 10
10W  IP67

p.397

p.385

p.402 p.404

p.415

ZERUS 6
4.5W  IP67

ZETAN 5
5W  IP67

p.399

p.417

FLY 6
4.5W  IP67

p.421 FLY 10
10W  IP67

p.422

17



BREE        
7.5W  IP67

TYLA 
1W  IP67

JAN 2  
1.5W  IP67

p.431p.425 TERA 2  
1.5W  IP67

BUNGA  
1.5W  IP67

p.435p.429

TERA 6  
4.5W  IP67

p.437 p.439 DESERT 5
5W  IP67

p.441 DESERT 10
10W  IP67

KING
4.5W  IP67

DESERT 20
20W  IP67

FATBOY 2
1.5W  IP67

JAN 10     
10W  IP67

JENA 2
1.5W  IP67

MAL 10
10W  IP67

GLASS 10
10W  IP67

JENA 6
4.5W  IP67

GLASS 6
4.5W  IP67

MAL 20
20W  IP67

AIR 6
4.5W  IP67

MINIAIR
1.5W  IP67

p.443

p.459

p.445

p.433p.427

p.447

p.451

p.462

UPLIGHTS
PATHLIGHTS

p.449

p.461

p.453 p.457p.455

DIG 10
10W  IP67

DIG 6
4.5W  IP67

p.464p.463
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MAHALO   
7.5W  IP65

YAGA      
1.5W  IP65

p .   471 p.473

BRUTUS 10  
10W  IP65

 p.479 BRUTUS 20
20W  IP65

p.480 CLIO 10  
10W  IP65

OLU 6 POLE   
4.5W  IP65

OLU 2  
1.5W  IP65

p.481
p.485

p.467

CLIO 20  
20W  IP65

MAHALO POLE   
7.5W  IP65

OLU 6 
4.5W  IP65

p.483
p.487

p.469

IP RATED
PROJECTORS

ZOOM 
1.5W  IP65

p.475 ZOOM 10
10W  IP65

p.477

MAUNA 10 
10W  IP67

p.489MAUNA 6
4.5W  IP67

p.488
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BOLLARDS

DRIVERS

ELLE 2 
1.5W  IP65

CCPRO10-A  
10W

CV2496A        
96W

p.491 ELLE 6 
4.5W  IP65

CCPRO40-A  
40W

DCVI.B1/B2
13/26W

p.493

p.499 p.500

SIGN 
5W  IP65

DUSK 
8.2W  IP67

p.495 p.497

p.499 p.500
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Beach Avenue

Mathers II

Designer: Aaron MacKenzie-Moore

Products used: Zero R6, Zero Q6, Baba R6, 
Moon R10, Moon Q10, Milo 10, Milo X120

Photography by: Ema Peter Photography

Designer: HB Design

Products used: Adan, Mine 10
New Build, 11,600sqft

Photography by: Ema Peter Photography
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Whistler Res.

BNP Paribas Bank

Cantina Mercatto

Product used: Jena 6

Designer: Provencher Roy

Products used: Maggy 36 with David 36

Photography by: David Boyer Photographe

Designer: Studio Munge

Products used: Bull 10 Precision

Photography by: Caroline Aksich
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SKY
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

250mA (V
f
 2.9V)

Power
Pouissance
Potencia

0.75W

Photometric diagrams

20°

F701

40°

F702

30

60

30

60

FIXED DOWNLIGHTS

XX XXSK

SK X X X XX
Finishing
Finitions 
Acabados

Shape
Forma
Forme

1

2

1

5

2

White
Blanc
Blanco

Aluminum
Aluminium
Aluminio

Round
Rond
Redondo

Black
Noir
Negro

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

27
30
35
42
CU

2700K

3000K

3500K

4200K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

4

6

C

3
Gold
Or
Oro

Bronze
Bronce

Custom
Personnalisée
Personalizado

Chrome
Cromo

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

40°

20°

CS1008
Recessing box
Boîtier d’encastrement 
Caja de empotrar

20mm
(0.78”)

40mm
(1.57”)

Optionals - Accessoires - Accesorios

T-Bar Installation

IC Housings

IC064RO1015
Recessed Box for 
Insulated Ceiling 
with 15mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1015
Mounting Plate
with 15mm Hole

C

B

A

MP-R015
Mounting Plate
with 15mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 15mm (0.59”) 

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 15mm (0.59”)  

AT064RO1015
Air Tight Recessed 
Box for Insulated 
Ceiling with 
15mm Hole

C

B

A

CCT         Flux      CRI
2700K
3000K
3500K
4200K

81 lm 93

93

93

93

81 lm

100 lm

107 lm

IP44
15mm

F
(0.59”)

20mm
(0.78”)

20mm
(0.78”)

23mm
(0.90”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

CCPRO10-A
Min. 1
Max. 12

250mA

Static White Phase / 0-10V (Dual Dimming)

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO40-A
Min. 1
Max. 18
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SELENE
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación
500mA (V

f
 2.9V)

Power
Pouissance
Potencia
1.5W

30mm
(1.18”)

38mm
(1.5”)

38mm
(1.5”)

Photometric diagrams

10°

F001

25°

F002 F003

60°

30

60

30

60

30

60

FIXED DOWNLIGHTS

XX XXSP

SP X X X XX
Finishing
Finitions 
Acabados

Shape
Forma
Forme

1

2

1 5

9

C

2

White
Blanc
Blanco

Aluminum
Aluminium
Aluminio

Round
Rond
Redondo

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

4

6

3
Gold
Or
Oro

Bronze
Bronce

Chrome
Cromo

X Beam angle
Angle de faisceau 
Ángulo del haz

1
2

0
25°

60°

10°

CS1001
Recessing box
Boîtier d’encastrement 
Caja de empotrar

CS1006
Recessing box
Boîtier d’encastrement 
Caja de empotrar

33mm
(1.3”)

50mm
(1.97”)

33mm
(1.3”)

60mm (2.36”)
80mm
(3.15”)

Optionals
Accessoires
Accesorios

T-Bar Installation

IC Housings

IC064RO1030
Recessed Box for 
Insulated Ceiling 
with 30mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1030
Mounting Plate
with 30mm Hole

C

B

A

MP-R030
Mounting Plate
with 30mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 30mm (1.18”) 

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 30mm (1.18”)  

AT064RO1030
Air Tight Recessed 
Box for Insulated 
Ceiling with 
30mm Hole

C

B

A

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

IP44
30mm

F
(1.18”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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BLACK 2
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

IP44
30mm

F
(1.18”)

FIXED DOWNLIGHTS

Photometric diagrams

20˚

F405

35˚

F406 F407

45˚

30

60

30

60

30

60

36mm 
(1.41”)

35mm 
(1.37”)

X XXBK1

BK1 X XX X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
40
CU

2700K

3000K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

M
S

W
35°

20°

45°

T-Bar Installation

IC Housings

IC064RO1030
Recessed Box for 
Insulated Ceiling 
with 30mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1030
Mounting Plate
with 30mm Hole

C

B

A

MP-R030
Mounting Plate
with 30mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 30mm (1.18”) 

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 30mm (1.18”)  

AT064RO1030
Air Tight Recessed 
Box for Insulated 
Ceiling with 
30mm Hole

C

B

A

CCT         Flux      CRI
2700K
3000K
4000K

128 lm 93

93

93

133 lm

154 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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BLACK 6
design: Lapo Grassellini

FIXED DOWNLIGHTS

T-Bar Installation

IC Housings

IC064RO1045
Recessed Box for 
Insulated Ceiling 
with 45mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1045
Mounting Plate
with 45mm Hole

C

B

A

MP-R045
Mounting Plate
with 45mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 45mm (1.77”) 

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 45mm (1.77”)  

AT064RO1045
Air Tight Recessed 
Box for Insulated 
Ceiling with 
45mm Hole

C

B

A

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

52mm 
(2.04”)

65mm 
(2.55”)

IP44
45mm

F
(1.77”)

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

X XXBK2

BK2 X XX X E
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

M
S

45°

25°

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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BLACK 10
design: Lapo Grassellini

FIXED DOWNLIGHTS

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

62mm 
(2.44”)

87mm 
(3.42”)

Photometric diagrams

36˚

F971

46˚

F972 F973

60˚

30

60

30

60

30

60

IP44
55mm

F
(2.16”)

T-Bar Installation

IC Housings

IC064RO1055
Recessed Box for 
Insulated Ceiling 
with 55mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1055
Mounting Plate
with 55mm Hole

C

B

A

MP-R055
Mounting Plate
with 55mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 55mm (2.17”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 55mm (2.17”)

AT064RO1055
Air Tight Recessed 
Box for Insulated 
Ceiling with 
55mm Hole

C

B

A

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

X 9XXBK3

BK3 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

M
S

46°

36°

W 60°

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Please consult factory for 
driver options

Turnable White
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KOL
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación
500mA (V

f
 8.7V)

Power
Pouissance
Potencia
4.5W

FIXED DOWNLIGHTS

62mm 38mm

38mm

(2.45”) (1.5”)

(1.5”) IP44
30mm

F
(1.18”)

Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

L001

CS1002
Recessing box
Boîtier d’encastrement 
Caja de empotrar

CS1006
Recessing box
Boîtier d’encastrement 
Caja de empotrar

33mm
(1.3”)

60mm (2.36”)
80mm
(3.15”)

80mm
(3.15”) 33mm

(1.3”)

Optionals - Accessoires - Accesorios

T-Bar Installation

IC Housings

IC064RO1030
Recessed Box for 
Insulated Ceiling 
with 30mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1030
Mounting Plate
with 30mm Hole

C

B

A

MP-R030
Mounting Plate
with 30mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 30mm (1.18”) 

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 30mm (1.18”)  

AT064RO1030
Air Tight Recessed 
Box for Insulated 
Ceiling with 
30mm Hole

C

B

A

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

X X EX XXPW Shape
Forme
Forma

Finishing
Finitions 
Acabados

1 1

4

2 2

5

3

6

9

C

Round
Rond
Redondo

White
Blanc
Blanco

Gold
Or
Oro

Square
Carrè
Cuadrado

Aluminum
Aluminium
Aluminio

Black
Noir
Negro

Chrome
Cromo

Bronze
Bronce

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Beam angle
Angle de faisceau 
Ángulo del haz

1
2

25°

45°

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto PW X X X XX E

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

DCVI.B.1
24VDC Constant 
Voltage to Constant 
Current Converter
0-10V / Phase / Dim to 
Warm Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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TAG
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

7.5W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

FIXED DOWNLIGHTS

61mm
(2.40”)

50mm

50mm
(1.97”)

(1.97”)

IP44
45mm

F
(1.77”)

XX XXTA

TA X X XX 9 X
Finishing
Finitions 
Acabados

Shape
Forma
Forme

11

5

C

2

White
Blanc
Blanco

Round
Rond
Redondo

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

24
27
30
35
40
CU

2400K

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

T-Bar Installation

IC Housings

IC064RO1045
Recessed Box for 
Insulated Ceiling 
with 45mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1045
Mounting Plate
with 45mm Hole

C

B

A

MP-R045
Mounting Plate
with 45mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 45mm (1.77”) 

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 45mm (1.77”)  

AT064RO1045
Air Tight Recessed 
Box for Insulated 
Ceiling with 
45mm Hole

C

B

A

Low luminance louvre -  Filtre basse luminace 
      Filtro de baja luminancia L001

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

560 lm

580 lm

95+

98+

98+

98+

98+

610 lm

625 lm

640 lm

DLM.100
Min. 1
Max. 12

DLM.60
Min. 1
Max. 7

DLM.30
Min. 1
Max. 3

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Static White 0-10V/Phase

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+
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KORINE R10
design: J. Allen

Supply current
Courant d’alimentation
Corriente de alimentación
500mA (V

f
 18V)

Power
Pouissance
Potencia
10W

FIXED DOWNLIGHTS

IP20
51mm

F
(2”)

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

X XXKOR

KOR X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

58mm
(2.28”)

76mm
(2.99”)

Photometric diagrams
F973

60°

30

60

15°

T971

60

30

T407

30°

30

60

F407

45˚

30

60

2
3
4

1
30°

45°

60°

15°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory Please consult factory for 

driver options

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Turnable White

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

T-Bar Installation

IC Housings

IC064RO1051
Recessed Box for 
Insulated Ceiling 
with 51mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1051
Mounting Plate
with 51mm Hole

C

B

A

MP-R051
Mounting Plate
with 51mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 51mm (2”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 51mm (2”) 

AT064RO1051
Air Tight Recessed 
Box for Insulated 
Ceiling with 
51mm Hole

C

B

A
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HERO 20
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación
500mA (V

f
 36V)

Power
Pouissance
Potencia
20W

Photometric diagrams

24°

F974

32°

F975 F976

50°

30

60

30

60

30

60

FIXED DOWNLIGHTS

74mm

74mm102mm (2.91”)

(2.91”)(4.02”)

IP40
65mm

F
(2.56”)

XX XXH2

H2 X X XX 9 X
Finishing
Finitions 
Acabados

Shape
Forma
Forme

11

5

C

2

White
Blanc
Blanco

Round
Rond
Redondo

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
32°

50°

24°

L0H2Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

White
Blanc
Blanco

Black
Noir
Negro

L0H2B

T-Bar Installation

IC Housings

IC086RO2065
Recessed Box for 
Insulated Ceiling 
with 65mm Hole

RO2065
Mounting Plate
with 65mm Hole

C

B

A

MP-R065
Mounting Plate
with 65mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 65mm (2.56”) 

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 65mm (2.56”)    

AT086RO2065
Air Tight Recessed 
Box for Insulated 
Ceiling with 
65mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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JUNO 10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

FIXED DOWNLIGHTS

68mm85mm
(2.67”)(3.35”)

IP20
60mm

F
(2.36”)

T-Bar Installation

IC Housings

IC064RO1060
Recessed Box for 
Insulated Ceiling 
with 60mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1060
Mounting Plate
with 60mm Hole

C

B

A

MP-R060
Mounting Plate
with 60mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 60mm (2.36”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 60mm (2.36”) 

AT064RO1060
Air Tight Recessed 
Box for Insulated 
Ceiling with 
60mm Hole

C

B

A

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

X XXJU1

JU1 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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JUNO 20
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación
500mA (V

f
 36V)

Power
Pouissance
Potencia
20W

98mm113mm

Photometric diagrams

23°

F901

35°

F902 F903

52°

30

60

30

60

30

60

FIXED DOWNLIGHTS

(3.86”)(4.45”)

IP20
90mm

F
(3.54”)

X XXJU2

JU2 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
35°

52°

23°

T-Bar Installation

IC Housings

IC086RO2090
Recessed Box for 
Insulated Ceiling 
with 90mm Hole

RO2090
Mounting Plate
with 90mm Hole

C

B

A

MP-R090
Mounting Plate
with 90mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 90mm (3.54”) 

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 90mm (3.54”) 

AT086RO2090
Air Tight Recessed 
Box for Insulated 
Ceiling with 
90mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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JUNO 40
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

1050mA (V
f
 36V)

Power
Pouissance
Potencia

40W

145mm
147mm

Photometric diagrams

11°

F904

19°

F905 F906

42°

30

60

30

60

30

60

FIXED DOWNLIGHTS

(5.71”)
(5.79”)

IP20
130mm

F
(5.12”)

X XXJU4

JU4 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
19°

42°

11°

T-Bar Installation

IC Housings

IC127RO4130
Recessed Box for 
Insulated Ceiling 
with 130mm Hole

RO4130
Mounting Plate
with 130mm Hole

C

B

A

MP-R130
Mounting Plate
with 130mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 130mm (5.12”)     

A - 304.8mm (12”)
B - 203.2mm (8”)
C - 130mm (5.12”)

AT127RO4130
Air Tight Recessed 
Box for Insulated 
Ceiling with 
130mm Hole

C

B

A

203.2mm
(8”)

304.8mm (12”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

3400 lm 93

93

93

93

3660 lm

3780 lm

3900 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

1050mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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LOREN 10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

65mm
97mm

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

FIXED DOWNLIGHTS

(2.56”)
(3.82”)

IP20
58x58mm

F
(2.28”x2.28”)

T-Bar Installation

IC Housings

IC064QO1058
Recessed Box for 
Insulated Ceiling 
with 58mm Hole

101.6mm
(4”)

152.4mm (6”)

QO1058
Mounting Plate
with 58mm Hole

C

B

A

C

B

A

MP-Q058
Mounting Plate
with 58mm Hole A - 609.6mm (24”)

B - 101.6mm (4”)
C - 58mm (2.28”) 
   x 58mm (2.28”) 

A - 152.4 mm (6”)
B - 152.4 mm (6”)
C - 58mm (2.28”)     
   x 58mm (2.28”) 

AT064QO1058
Air Tight Recessed 
Box for Insulated 
Ceiling with 
58mm Hole

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

X XXLR1

LR1 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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LOREN 20
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 36V)

Power
Pouissance
Potencia

20W

Photometric diagrams

23°

F901

35°

F902 F903

52°

30

60

30

60

30

60

FIXED DOWNLIGHTS

98mm
122mm

(3.8”)
(4.8”)

IP20
90x90mm

F
(3.54”x3.54”)

X XXLR2

LR2 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
35°

52°

23°

T-Bar Installation

IC Housings

IC086QO2090
Recessed Box for 
Insulated Ceiling 
with 90mm Hole

QO2090
Mounting Plate
with 90mm Hole

C

B

A

C

B

A

MP-Q090
Mounting Plate
with 90mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 90mm (3.54”) 
   x 90mm (3.54”)  

A - 203.2 mm (8”)
B - 203.2 mm (8”)
C - 90mm (3.54”) 
   x 90mm (3.54”)  

AT086QO2090
Air Tight Recessed 
Box for Insulated 
Ceiling with 
90mm Hole

152.4mm
(6”)

203.2mm (8”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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LOREN 40
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

1050mA (V
f
 36V)

Power
Pouissance
Potencia

40W

Photometric diagrams

11°

F904

19°

F905 F906

42°

30

60

30

60

30

60

FIXED DOWNLIGHTS

132mm145mm

(5.2”)(5.71”)

IP20
120x120mm

F
(4.72”x4.72”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

3400 lm 93

93

93

93

3660 lm

3780 lm

3900 lm

T-Bar Installation

IC Housings

IC127QO3120
Recessed Box for 
Insulated Ceiling 
with 120mm Hole

QO3120
Mounting Plate
with 120mm Hole

C

B

A

C

B

A

MP-Q120
Mounting Plate
with 120mm Hole A - 609.6mm (24”)

B - 152.4mm (6”)
C - 120mm (4.72”)         

 x 120mm (4.72”)      

A - 203.2 mm (8”)
B - 203.2 mm (8”)
C - 120mm (4.72”)         

 x 120mm (4.72”)          

AT127QO3120
Air Tight Recessed 
Box for Insulated 
Ceiling with 
120mm Hole

203.2mm
(8”)

304.8mm (12”)

X XXLR4

LR4 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
19°

42°

11°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

1050mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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HAP 110
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación
500mA (V

f
 18V)

Power
Pouissance
Potencia
10W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

FIXED DOWNLIGHTS

65mm
103mm

(2.56”)
(4.06”)

IP40
57x57mm

F
(2.24”x2.24”)

L0H1BLow luminance louvre
Filtre basse luminace 
Filtro de baja luminancia Black

Noir
Negro

T-Bar Installation

IC Housings

QO1058
Mounting Plate
with 58mm Hole

C

B

A

C

B

A

MP-Q058
Mounting Plate
with 58mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 58mm (2.28”)         
   x 58mm (2.28”) 

A - 152.4 mm (6”)
B - 152.4 mm (6”)
C - 58mm (2.28”)         
   x 58mm (2.28”) 

IC086QO2058
Recessed Box for 
Insulated Ceiling 
with 58mm Hole

AT086QO2058
Air Tight Recessed 
Box for Insulated 
Ceiling with 
58mm Hole

152.4mm
(6”)

203.2mm (8”)

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

X XXHP11

HP11 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory Please consult factory for 

driver options

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Turnable White
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HAP 120
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2 x 18V)

Power
Pouissance
Potencia

2 x 10W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

115mm103mm
(4.53”)(4.06”)

IP40
108x57mm

F
(4.25”x2.24”)

2 x L0H1BLow luminance louvre
Filtre basse luminace 
Filtro de baja luminancia Black

Noir
Negro

T-Bar Installation

IC Housings

IC086XO2108
Recessed Box for 
Insulated Ceiling 
with 108x57mm Hole

XO2108
Mounting Plate
with 108x57mm Hole

C

B

A

MP-X108
Mounting Plate
with 108x57mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 108mm (4.25”)         
   x 57mm (2.24”)  

A - 203.2 mm (8”)
B - 203.2 mm (8”)
C - 108mm (4.25”)         
   x 57mm (2.24”)     

AT086XO2108
Air Tight Recessed 
Box for Insulated 
Ceiling with 
108x57mm Hole

152.4mm
(6”)

203.2mm (8”)

C

B

A

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux(x2)   CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

X XXHP12

HP12 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

FIXED DOWNLIGHTS

Please consult factory for 
driver options

CCPRO10-A x2
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

CCPRO10-A x2
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

Turnable White
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HAP 130
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 3 x 18V)

Power
Pouissance
Potencia

3 x 10W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

FIXED DOWNLIGHTS

165mm103mm
(6.5”)(4.06”)

IP40
158x57mm

F
(6.22”x2.24”)

3 x L0H1BLow luminance louvre
Filtre basse luminace 
Filtro de baja luminancia Black

Noir
Negro

T-Bar Installation

IC Housings

IC127XO3158
Recessed Box for 
Insulated Ceiling 
with 158x57mm Hole

XO3158
Mounting Plate
with 158x57mm Hole

C

B

A

MP-X158
Mounting Plate
with 158x57mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 158mm (6.22”)         
   x 57mm (2.24”)  

A - 304.8mm (12”)
B - 203.2mm (8”)
C - 158mm (6.22”)         
  x 57mm (2.24”)       

AT127XO3158
Air Tight Recessed 
Box for Insulated 
Ceiling with 
158x57mm Hole

203.2mm
(8”)

304.8mm (12”)

C

B

A

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux(x3)   CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

X XXHP13

HP13 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

3 x DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Please consult factory for 
driver options

CCPRO10-A x3
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

CCPRO10-A x3
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

Turnable White
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HAP 140
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 4 x 18V)

Power
Pouissance
Potencia

4 x 10W

215mm
103mm

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

FIXED DOWNLIGHTS

(8.46”)
(4.06”)

IP40
208x57mm

F
(8.19”x2.24”)

4 x L0H1BLow luminance louvre
Filtre basse luminace 
Filtro de baja luminancia Black

Noir
Negro

T-Bar Installation

IC Housings

IC127XO3208
Recessed Box for 
Insulated Ceiling 
with 208x57mm Hole

XO3208
Mounting Plate
with 208x57mm Hole

C

B

A

MP-X208
Mounting Plate
with 208x57mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 208mm (8.19”)         
   x 57mm (2.24”)  

A - 304.8mm (12”)
B - 203.2mm (8”)
C - 208mm (8.19”)         
   x 57mm (2.24”)  

AT127XO3208
Air Tight Recessed 
Box for Insulated 
Ceiling with 
208x57mm Hole

203.2mm
(8”)

304.8mm (12”)

C

B

A

X XXHP14

HP14 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux(x4)   CRI

CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95

977 lm

1016 lm

1055 lm

725 lm

952 lm

2 x DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Please consult factory for 
driver options

CCPRO10-A x4
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A x2
Min. 1
Max. 1

CCPRO10-A x4
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A x2
Min. 1
Max. 1

Turnable White
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NAP 10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

FIXED DOWNLIGHTS

59mm
(2.32”) 74mm

(2.91”)

Photometric diagrams
F974

30

60

WALL WASHER

IP44
65mm

F
(2.56”)

T-Bar Installation

IC Housings

IC064RO1065
Recessed Box for 
Insulated Ceiling 
with 65mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1065
Mounting Plate
with 65mm Hole

C

B

A

MP-R065
Mounting Plate
with 65mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 65mm (2.56”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 65mm (2.56”)    

AT064RO1065
Air Tight Recessed 
Box for Insulated 
Ceiling with 
65mm Hole

C

B

A

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

X XXNA1

NA1 X XX 9
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

9 Beam angle
Angle de faisceau 
Ángulo del haz

9 Wall Washer24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory Please consult factory for 

driver options

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Turnable White
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NAP 20
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 36V)

Power
Pouissance
Potencia

20W

FIXED DOWNLIGHTS

74mm

98mm

Photometric diagrams
F974

30

60

WALL WASHER

(2.91”)

(3.86”) IP44
65mm

F
(2.56”)

T-Bar Installation

IC Housings

IC086RO2065
Recessed Box for 
Insulated Ceiling 
with 65mm Hole

RO2065
Mounting Plate
with 65mm Hole

C

B

A

MP-R065
Mounting Plate
with 65mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 65mm (2.56”)      

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 65mm (2.56”)    

AT086RO2065
Air Tight Recessed
Box for Insulated 
Ceiling with 
65mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

X XXNA2

NA2 X XX 9
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

9 Beam angle
Angle de faisceau 
Ángulo del haz

9 Wall Washer27
30
35
40

2700K

3000K

3500K

4000K

CU Custom
Personnalisée
Personalizado

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

61



57
62



FX6 X X  XX X

FX6

F

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

FLEXUS 6
design: Rod&Todd

40mm
(1.57”)

50mm
(1.96”)

50mm
(1.96”)

IP20

S
M
W

N
24°

36°

60°

15°

L601
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FX1 X X  XX 9  X

F

FLEXUS 10
design: Rod&Todd

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

54mm
(2.12”)

60mm
(2.36”)

60mm
(2.36”)

FX1 9

S
M
W

N
24°

36°

60°

15°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

IP20

L101
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FN6 X X  XX X

FN6

F

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

FRANNY 6
design: Rod&Todd

IP20

S
M
W

N
24°

36°

60°

15°

64mm
(2.51”)

50mm
(1.96”)

50mm
(1.96”)

L601

RECESSED OPTICS DOWNLIGHTS
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FN1 X X  XX 9  X

F

FRANNY 10
design: Rod&Todd

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

FN1 9

S
M
W

N
24°

36°

60°

15°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

IP20

78mm
(3.07”)

60mm
(2.36”)

60mm
(2.36”)

L101

RECESSED OPTICS DOWNLIGHTS
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TIO UGR
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

7.5W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

RECESSED OPTICS DOWNLIGHTS

+/-30°

358°

94mm

85mm (3.35”)

(3.7”)

IP40
80mm

F
(3.15”)

X XXTU1

TU1 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

24
27
30
35
40
CU

2400K

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

T-Bar Installation

IC Housings

IC064RO1080
Recessed Box for 
Insulated Ceiling 
with 80mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1080
Mounting Plate
with 80mm Hole

C

B

A

MP-R080
Mounting Plate
with 80mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 80mm (3.15”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 80mm (3.15”)  

AT064RO1080
Air Tight Recessed 
Box for Insulated 
Ceiling with 
80mm Hole

C

B

A

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

560 lm

580 lm

95+

98+

98+

98+

98+

610 lm

625 lm

640 lm

DLM.100
Min. 1
Max. 12

DLM.60
Min. 1
Max. 7

DLM.30
Min. 1
Max. 3

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Static White 0-10V/Phase

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+
D 20+55°

(Elliptical)
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RAÙL 10 UGR
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

+/-30°
358°

106mm

85mm (3.35”)

RECESSED OPTICS DOWNLIGHTS

(4.17”)

IP40
80mm

F
(3.15”)

L0H1Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

White
Blanc
Blanco

Black
Noir
Negro

L0H1B

X XXRU1

RU1 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm 98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

T-Bar Installation

IC Housings

RO1080
Mounting Plate
with 80mm Hole

C

B

A

MP-R080
Mounting Plate
with 80mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 80mm (3.15”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 80mm (3.15”)  C

B

A

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

IC086RO2080
Recessed Box for 
Insulated Ceiling 
with 90mm Hole

AT086RO2080
Air Tight Recessed 
Box for Insulated 
Ceiling with 
90mm Hole

152.4mm
(6”)

203.2mm (8”)

D 20+55°
(Elliptical)

Please consult factory for 
driver options

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Turnable White
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TASK 2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

IP44
30mm

F
(1.18”)

RECESSED OPTICS DOWNLIGHTS

Photometric diagrams

5˚

F400

30

60

36mm 
(1.41”)

66mm 
(2.59”)

T-Bar Installation

IC Housings

IC064RO1030
Recessed Box for 
Insulated Ceiling 
with 30mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1030
Mounting Plate
with 30mm Hole

C

B

A

MP-R030
Mounting Plate
with 30mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 30mm (1.18”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 30mm (1.18”)  

AT064RO1030
Air Tight Recessed 
Box for Insulated 
Ceiling with 
30mm Hole

C

B

A

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

X 5XXTS

TS X XX 5
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

Beam angle
Angle de faisceau 
Ángulo del haz

5 5°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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TASK 10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP44
60mm

F
(2.36”)

70mm 
(2.75”)

96mm 
(3.77”)

RECESSED OPTICS DOWNLIGHTS

Photometric diagrams

10˚

F001

30

60

T-Bar Installation

IC Housings

IC064RO1060
Recessed Box for 
Insulated Ceiling 
with 60mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1060
Mounting Plate
with 60mm Hole

C

B

A

MP-R060
Mounting Plate
with 60mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 60mm (2.36”) 

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 60mm (2.36”) 

AT064RO1060
Air Tight Recessed 
Box for Insulated 
Ceiling with 
60mm Hole

C

B

A

X 19XXTW

TW X XX 9 1
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

Beam angle
Angle de faisceau 
Ángulo del haz

1 10°

Tunable White
2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

952 lm

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

TW
CU

Tunable White

Custom
Personnalisée
Personalizado

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Please consult factory for 
driver options

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

500mA

Turnable White
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JIMBO 2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

IP44
51mm

F
(2”)

57mm 
(2.24”)

60mm 
(2.36”)

Adjustable optics
Optique réglable
Óptica ajustable

10-55°

RECESSED OPTICS DOWNLIGHTS

T-Bar Installation

IC Housings

IC064RO1051
Recessed Box for 
Insulated Ceiling 
with 51mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1051
Mounting Plate
with 51mm Hole

C

B

A

MP-R051
Mounting Plate
with 51mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 51mm (2”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 51mm (2”) 

AT064RO1051
Air Tight Recessed 
Box for Insulated 
Ceiling with 
51mm Hole

C

B

A

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

X XXJBS

JSB X XX
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

10-55°

Adjustable optics
Optique réglable
Óptica ajustable

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 20
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JIMBO 10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP44
51mm

F
(2”)

57mm 
(2.24”)

83mm 
(3.26”)

Adjustable optics
Optique réglable
Óptica ajustable

10-55°

RECESSED OPTICS DOWNLIGHTS

X 9XXJBW

JBW X XX 9
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

10-55°

Adjustable optics
Optique réglable
Óptica ajustable

Tunable White
2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

952 lm

T-Bar Installation

IC Housings

IC064RO1051
Recessed Box for 
Insulated Ceiling 
with 51mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1051
Mounting Plate
with 51mm Hole

C

B

A

MP-R051
Mounting Plate
with 51mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 51mm (2”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 51mm (2”) 

AT064RO1051
Air Tight Recessed 
Box for Insulated 
Ceiling with 
51mm Hole

C

B

A

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

TW
CU

Tunable White

Custom
Personnalisée
Personalizado

Please consult factory for 
driver options

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

500mA

Turnable White
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BYE
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

250mA (V
f
 2.9V)

Power
Pouissance
Potencia

0.75W

Photometric diagrams

20°

F701

40°

F702

30

60

30

60

RECESSED OPTICS DOWNLIGHTS

25mm
38mm

(0.98”)
(1.49”) IP44

20mm
F

(0.79”)

CSYY01
Recessing box
Boîtier d’encastrement 
Caja de empotrar

22mm
(0.87”)

50mm
(1.97”)

30mm
(1.18”)

Optionals - Accessoires - Accesorios

X XXBY1

BY1 X X XX
Finishing
Finitions 
Acabados

1

2

5

White
Blanc
Blanco

Aluminum
Aluminium
Aluminio

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35
42
CU

2700K

3000K

3500K

4200K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

4

6

C

3
Gold
Or
Oro

Bronze
Bronce

Custom
Personnalisée
Personalizado

Chrome
Cromo

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

40°

20°

T-Bar Installation

IC Housings

IC064RO1020
Recessed Box for 
Insulated Ceiling 
with 20mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1020
Mounting Plate
with 20mm Hole

C

B

A

MP-R020
Mounting Plate
with 20mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 20mm (0.79”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 20mm (0.79”) 

AT064RO1020
Air Tight Recessed 
Box for Insulated 
Ceiling with
20mm Hole

C

B

A

CCT         Flux      CRI
2700K
3000K
3500K
4200K

81 lm 93

93

93

93

81 lm

100 lm

107 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 13

250mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 20
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6
8

BABA R2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

BABA Q2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

Optionals
Accessoires 
Accesorios

CS1006
Recessing box
Boîtier d’encastrement 
Caja de empotrar

Photometric diagrams

10°

F010

25°

F011 F012

60°

30

60

30

60

30

60

Photometric diagrams

10°

F013

25°

F014 F015

60°

30

60

30

60

30

60

45mm61mm

33mm
(1.3”)

60mm (2.36”)
80mm
(3.15”)

RECESSED OPTICS DOWNLIGHTS

36mm
55mm

(1.42”)
(2.17”)

(1.77”)(2.4”)

IP44
30mm

F
(1.18”)

IP44
40x40mm

F
(1.57”x1.57”)

T-Bar Installation

IC Housings

IC064QO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

QO1040
Mounting Plate
with 40mm Hole

C

B

A

C

B

A

MP-Q040
Mounting Plate
with 40mm Hole A - 609.6mm (24”)

B - 101.6mm (4”)
C - 40mm (1.57”)         
   x 40mm (1.57”)    

A - 152.4 mm (6”)
B - 152.4 mm (6”)
C - 40mm (1.57”)         
   x 40mm (1.57”)  

AT064QO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

T-Bar Installation

IC Housings

IC064RO1030
Recessed Box for 
Insulated Ceiling 
with 30mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1030
Mounting Plate
with 30mm Hole

C

B

A

MP-R030
Mounting Plate
with 30mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 30mm (1.18”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 30mm (1.18”)  

AT064RO1030
Air Tight Recessed 
Box for Insulated 
Ceiling with 
30mm Hole

C

B

A
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XX XXBS

BS X X X XX
Finishing
Finitions 
Acabados

Shape
Forma
Forme

11

5

C

2

White
Blanc
Blanco

Round
Rond
Redondo

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

1
2

0
25°

60°

10°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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BABA R6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

36mm
88mm

RECESSED OPTICS DOWNLIGHTS

(1.42”)
(3.47”) IP44

30mm
F

(1.18”)

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari CS1006

Recessing box
Boîtier d’encastrement 
Caja de empotrar

33mm
(1.3”)

60mm (2.36”)
80mm
(3.15”)

Optionals - Accessoires - Accesorios

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

X XXBW1

BW1 X X XX E
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X EBeam angle
Angle de faisceau 
Ángulo del haz

2
1

45°

25°

IC Housings

IC064RO1030
Recessed Box for 
Insulated Ceiling 
with 30mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1030
Mounting Plate
with 30mm Hole

C

B

A

MP-R030
Mounting Plate
with 30mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 30mm (1.18”) 

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 30mm (1.18”)  

AT064RO1030
Air Tight Recessed 
Box for Insulated 
Ceiling with 
30mm Hole

C

B

A

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm 98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

*

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

95+

85



71
86



BABA Q6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

45mm
94mm

RECESSED OPTICS DOWNLIGHTS

(1.77”)
(3.71”) IP44

40x40mm

F
(1.57”x1.57”)

X XXBW2

BW2 X X XX E
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X EBeam angle
Angle de faisceau 
Ángulo del haz

2
1

45°

25°

T-Bar Installation

IC Housings

IC064QO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

QO1040
Mounting Plate
with 40mm Hole

C

B

A

C

B

A

MP-Q040
Mounting Plate
with 40mm Hole A - 609.6mm (24”)

B - 101.6mm (4”)
C - 40mm (1.57”) 
   x 40mm (1.57”)  

A - 152.4 mm (6”)
B - 152.4 mm (6”)
C - 40mm (1.57”)      
   x 40mm (1.57”)   

AT064QO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

* DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

C Custom
Personnalisée
Personalizado
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BABA R10
design: J. Allen

RECESSED OPTICS DOWNLIGHTS

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

X XXBW4

BW4 X XX 9 X
Finishing
Finitions 
Acabados

1

C

White
Blanc
Blanco

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

2
3
4

1
30°

45°

60°

15°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

Photometric diagrams
T407

30°

F973

60°

30

60

15°

T971

60

30

30

60

F407

45˚

30

60

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

T-Bar Installation

IC Housings

IC064RO1051
Recessed Box for 
Insulated Ceiling 
with 51mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1051
Mounting Plate
with 51mm Hole

C

B

A

MP-R051
Mounting Plate
with 51mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 51mm (2”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 51mm (2”) 

AT064RO1051
Air Tight Recessed 
Box for Insulated 
Ceiling with 
51mm Hole

C

B

A

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP20F
51mm

(2”)58mm
(2.28”)

100mm
(3.93”)

5 Black
Noir
Negro

Please consult factory for 
driver options

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Turnable White
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NEIL
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

7.5W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

RECESSED OPTICS DOWNLIGHTS

50mm
86mm

(1.97”)
(3.39”) IP44

45mm
F

(1.77”)

X XXNL

NL X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

24
27
30
35
40
CU

2400K

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

T-Bar Installation

IC Housings

IC064RO1045
Recessed Box for 
Insulated Ceiling 
with 45mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1045
Mounting Plate
with 45mm Hole

C

B

A

MP-R045
Mounting Plate
with 45mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 45mm (1.77”) 

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 45mm (1.77”)  

AT064RO1045
Air Tight Recessed 
Box for Insulated 
Ceiling with 
45mm Hole

C

B

A

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

560 lm

580 lm

95+

98+

98+

98+

98+

610 lm

625 lm

640 lm

DLM.100
Min. 1
Max. 12

DLM.60
Min. 1
Max. 7

DLM.30
Min. 1
Max. 3

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Static White 0-10V/Phase

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+
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CORE 20
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 36V)

Power
Pouissance
Potencia

20W

84mm
136mm

Photometric diagrams

24°

F974

32°

F975 F976

50°

30

60

30

60

30

60

RECESSED OPTICS DOWNLIGHTS

L0H2Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

White
Blanc
Blanco

Black
Noir
Negro

L0H2B

(3.31”)
(5.35”)

IP40
75mm

F
(2.95”)

X XXC2

C2 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
32°

50°

24°

T-Bar Installation

IC Housings

IC086RO2075
Recessed Box for 
Insulated Ceiling 
with 75mm Hole

RO2075
Mounting Plate
with 75mm Hole

C

B

A

MP-R075
Mounting Plate
with 75mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 75mm (2.95”)  

A - 204.2mm (8”)
B - 204.2mm (8”)
C - 75mm (2.95”)      

AT086RO2075
Air Tight Recessed 
Box for Insulated 
Ceiling with 
75mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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ZE6 X XX X

ZE6

ZQH001

ZQH001.BMK

F

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

ZOE 6
design: Rod&Todd

IP20

S
M
W

N
24°

36°

60°

15°

Hole Cut:
55mm (2.16”)

Accessories - Accessoires - Accesorios

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Hole Cut:
45mm (1.77”)

64mm
(2.51”)

44mm
(1.73”)

L601

TRIMLESS DOWNLIGHTS
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ZE1 X XX 9  X

ZE1 9

ZQC003

ZQC003.BMK

F

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

ZOE 10
design: Rod&Todd

IP20

S
M
W

N
24°

36°

60°

15°

Hole Cut:
70mm (2.75”)

Accessories - Accessoires - Accesorios

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Hole Cut:
60mm (2.36”)

78mm
(3.07”)

59mm
(2.32”)

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

L101

TRIMLESS DOWNLIGHTS
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NONE R2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

IP44F30mm 
(1.18”)

66mm 
(2.59”)

Photometric diagrams

5˚

F400

30

60

TRIMLESS DOWNLIGHTS

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

Accessories - Accessoires - Accesorios

X 5XXNRS

NRS X XX 5
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

Beam angle
Angle de faisceau 
Ángulo del haz

5 5°

T-Bar Installation

IC Housings

IC064RO1045
Recessed Box for 
Insulated Ceiling 
with 45mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1045
Mounting Plate
with 45mm Hole

C

B

A

MP-R045
Mounting Plate
with 45mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 45mm (1.77”) 

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 45mm (1.77”)  

AT064RO1045
Air Tight Recessed 
Box for Insulated 
Ceiling with 
45mm Hole

C

B

A

ZQC001
Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Hole Cut:
45mm 
(1.77”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18

Hole Cut:
34mm 
(1.34”)

ZQC001.BMK
Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

99



100



NONE R10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP44F
59mm 
(2.32”)

95mm 
(3.74”)

TRIMLESS DOWNLIGHTS

Photometric diagrams

10˚

F001

30

60

ZQC003

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

T-Bar Installation

IC Housings

IC064RO1070
Recessed Box for 
Insulated Ceiling 
with 70mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1070
Mounting Plate
with 70mm Hole

C

B

A

MP-R070
Mounting Plate
with 70mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 70mm (2.76”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 70mm (2.76”)   

AT064RO1070
Air Tight Recessed 
Box for Insulated 
Ceiling with 
70mm Hole

C

B

A

Accessories - Accessoires - Accesorios

Hole Cut:
70mm 
(2.76”)

X 9 1XXNRW

NRW X XX 9 1
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

Beam angle
Angle de faisceau 
Ángulo del haz

1 10°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

TW
CU

Tunable White

Custom
Personnalisée
Personalizado

Tunable White
2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

952 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Optionals - Accessoires - Accesorios

Please consult factory for 
driver options

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

500mA

Turnable White

Hole Cut:
70mm (2.76”)

ZQC003.BMK
Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero
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NONE Q10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP44F
75mm 
(2.95”)

96mm 
(3.77”)

TRIMLESS DOWNLIGHTS

Photometric diagrams

10˚

F001

30

60

ZQC004

T-Bar Installation

IC Housings

IC086QO2080
Recessed Box for 
Insulated Ceiling with 
80mm Hole

QO2080
Mounting Plate
with 80mm Hole

C

B

A

C

B

A

MP-Q080
Mounting Plate
with 80mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 80mm (3.15”)         

 x 80mm (3.15”)        

A - 203.2 mm (8”)
B - 203.2 mm (8”)
C - 80mm (3.15”)         
   x 80mm (3.15”)       

AT086QO2080
Air Tight Recessed Box 
for Insulated Ceiling with 
80mm Hole

152.4mm
(6”)

203.2mm (8”)

Accessories - Accessoires - Accesorios

X 9 1XXNQW

NQW X XX 9 1
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

Beam angle
Angle de faisceau 
Ángulo del haz

1 10°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

TW
CU

Tunable White

Custom
Personnalisée
Personalizado

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Hole Cut:
80mm (3.15”)

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Tunable White
2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

952 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Optionals - Accessoires - Accesorios

Please consult factory for 
driver options

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

500mA

Turnable White
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ZERINO
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

250mA (V
f
 2.9V)

Power
Pouissance
Potencia

0.75W

ZQC00K

Photometric diagrams

20°

F701

40°

F702

30

60

30

60

19mm
38mm

TRIMLESS DOWNLIGHTS

(0.75”)
(1.49”) IP44F

X XXZK1

ZK1 X X XX
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
42
CU

2700K

3000K

3500K

4200K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

40°

20°

CCT         Flux      CRI
2700K
3000K
3500K
4200K

81 lm 93

93

93

93

81 lm

100 lm

107 lm

Accessories - Accessoires - AccesoriosT-Bar Installation

IC Housings

IC064RO1030
Recessed Box for 
Insulated Ceiling 
with 30mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1030
Mounting Plate
with 30mm Hole

C

B

A

MP-R030
Mounting Plate
with 30mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 30mm (1.18”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 30mm (1.18”)  

AT064RO1030
Air Tight Recessed 
Box for Insulated 
Ceiling with 
30mm Hole

C

B

A

Hole Cut:
30mm 
(1.18”)

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Hole Cut:
23mm 
(0.90”)

ZQC00K.BMK
Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

CCPRO10-A
Min. 1
Max. 12

250mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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ZERO R2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

Power
Pouissance
Potencia

1.5W

ZERO Q2
design: Roberto Mantovani 500mA (V

f
 2.9V) 1.5W

ZQC001
Plasterboard recessing frame
Boîtier d’encastrement pour plaques de plâtre
Cajetín para placas de yeso

ZQC002
Plasterboard recessing frame
Boîtier d’encastrement pour plaques de plâtre
Cajetín para placas de yeso

30mm
(1.18”)

55mm
(2.17”)

32mm
(1.26”)

55mm
(2.17”)

Photometric diagrams

10°

F010

25°

F011 F012

60°

30

60

30

60

30

60

Photometric diagrams

10°

F013

25°

F014 F015

60°

30

60

30

60

30

60

TRIMLESS DOWNLIGHTS

IP44F

IP44F

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

Accessories - Accessoires - Accesorios

Accessories - Accessoires - Accesorios

T-Bar Installation

IC Housings

IC064RO1045
Recessed Box for 
Insulated Ceiling 
with 45mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1045
Mounting Plate
with 45mm Hole

C

B

A

MP-R045
Mounting Plate
with 45mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 45mm (1.77”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 45mm (1.77”)  

AT064RO1045
Air Tight Recessed 
Box for Insulated 
Ceiling with 
45mm Hole

C

B

A

Hole Cut:
45mm (1.77”)

Hole Cut:
35mm 
(1.38”)

Hole Cut:
34mm 
(1.34”)

ZQC001.BMK
Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

T-Bar Installation

IC Housings

IC064QO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

QO1040
Mounting Plate
with 40mm Hole

C

B

A

C

B

A

MP-Q040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)         
   x 40mm (1.57”)  

A - 152.4 mm (6”)
B - 152.4 mm (6”)
C - 40mm (1.57”)         
   x 40mm (1.57”)   

AT064QO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole
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XX XXZS

ZS X X X XX
Finishing
Finitions 
Acabados

Shape
Forma
Forme

11

52

C

White
Blanc
Blanco

Round
Rond
Redondo

Black
Noir
Negro

Square
Carrè
Cuadrado

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

1
2

0
25°

60°

10°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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ZERO R6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

TRIMLESS DOWNLIGHTS

87mm
(3.43”) 30mm

(1.18”)
IP44F

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

Hole Cut:
45mm 
(1.77”)

Hole Cut:
34mm 
(1.34”)

ZQC001

ZQC001.BMK

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

Accessories - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

T-Bar Installation

IC Housings

IC064RO1045
Recessed Box for 
Insulated Ceiling 
with 45mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1045
Mounting Plate
with 45mm Hole

C

B

A

MP-R045
Mounting Plate
with 45mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 45mm (1.77”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 45mm (1.77”)  

AT064RO1045
Air Tight Recessed 
Box for Insulated 
Ceiling with 
45mm Hole

C

B

A

X XXZW1

ZW1 X X XX E
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X EBeam angle
Angle de faisceau 
Ángulo del haz

2
1

45°

25° 24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Optionals - Accessoires - Accesorios

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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ZERO Q6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

TRIMLESS DOWNLIGHTS

32mm
(1.26”)

87mm
(3.43”) IP44F

ZQC002
Accessories - Accessoires - Accesorios

T-Bar Installation

IC Housings

IC064QO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

QO1040
Mounting Plate
with 40mm Hole

C

B

A

C

B

A

MP-Q040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)         
   x 40mm (1.57”)  

A - 152.4 mm (6”)
B - 152.4 mm (6”)
C - 40mm (1.57”)         
   x 40mm (1.57”)   

AT064QO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

X XXZW2

ZW2 X X XX E
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X EBeam angle
Angle de faisceau 
Ángulo del haz

2
1

45°

25° 24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

Hole Cut:
35mm 
(1.38”)

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Optionals - Accessoires - Accesorios

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

111



97
112



TRIMLESS DOWNLIGHTS

ZERO R10
design: J. Allen

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP20F

98mm
(3.85”)

50mm
(1.96”)

ZQC005
Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Hole Cut:
60mm 
(2.36”)

90mm (3.54”)

Accessories - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

X XXZR1

ZR1 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

2
3
4

1
30°

45°

60°

15°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

Photometric diagrams
T407

30°

F973

60°

30

60

15°

T971

60

30

30

60

F407

45˚

30

60

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

ZQC005.BMK
Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

Hole Cut:
55mm 
(2.16”)

90mm (3.54”)

T-Bar Installation

IC Housings

IC064RO1060
Recessed Box for 
Insulated Ceiling 
with 60mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1060
Mounting Plate
with 60mm Hole

C

B

A

MP-R060
Mounting Plate
with 60mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 60mm (2.36”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 60mm (2.36”) 

AT064RO1060
Air Tight Recessed 
Box for Insulated 
Ceiling with 
60mm Hole

C

B

A

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory Please consult factory for 

driver options

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Turnable White
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HOLE
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

7.5W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

TRIMLESS DOWNLIGHTS

44mm
(1.73”)

86mm
(3.39”) IP44F

X XXHH

HH X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

24
27
30
35
40
CU

2400K

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

T-Bar Installation

IC Housings

IC064RO1055
Recessed Box for 
Insulated Ceiling 
with 55mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1055
Mounting Plate
with 55mm Hole

C

B

A

MP-R055
Mounting Plate
with 55mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 55mm (2.17”) 

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 55mm (2.17”)

AT064RO1055
Air Tight Recessed 
Box for Insulated 
Ceiling with 
55mm Hole

C

B

A

Accessories - Accessoires - Accesorios

Hole Cut:
55mm 
(2.17”)

Hole Cut:
48mm 
(1.88”)

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

ZQH001
Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

ZQH001.BMK
Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

560 lm

580 lm

95+

98+

98+

98+

98+

610 lm

625 lm

640 lm

DLM.100
Min. 1
Max. 12

DLM.60
Min. 1
Max. 7

DLM.30
Min. 1
Max. 3

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Static White 0-10V/Phase

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+
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MOON Q10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

MQC002

110mm
(4.33”) 53mm

(2.09”)

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

TRIMLESS DOWNLIGHTS

IP40F

Accessories - Accessoires - AccesoriosL0H1Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

L0H1B L0H1C

X XXMQ1

MQ1 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

IC Housings

IC064QO1058
Recessed Box for 
Insulated Ceiling 
with 58mm Hole

101.6mm
(4”)

152.4mm (6”)

QO1058
Mounting Plate
with 58mm Hole

C

B

A

C

B

A

MP-Q058
Mounting Plate
with 58mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 58mm (2.28”)         
   x 58mm (2.28”) 

A - 152.4 mm (6”)
B - 152.4 mm (6”)
C - 58mm (2.28”)         
   x 58mm (2.28”) 

AT064QO1058
Air Tight Recessed 
Box for Insulated 
Ceiling with 
58mm Hole

Hole Cut:
58mm 
(2.28”)

Hole Cut:
58mm 
(2.28”)

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm 98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

Please consult factory for 
driver options

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Turnable White
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MOON QX120
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2 x 18V)

Power
Pouissance
Potencia

2 x 10W

MQX12Q

103mm
(4.06”)

103mm
(4.06”)

53mm
(2.09”)

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

TRIMLESS DOWNLIGHTS

IP40F

Accessories - Accessoires - Accesorios2 x L0H1Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

2 x L0H1B 2 x L0H1C

X XXMQX12

MQX12 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

T-Bar Installation

IC Housings

IC086XO2108
Recessed Box for 
Insulated Ceiling 
with 108x57mm Hole

XO2108
Mounting Plate
with 108x57mm Hole

C

B

A

MP-X108
Mounting Plate
with 108x57mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 108mm (4.25”)         
   x 57mm (2.24”)  

A - 203.2 mm (8”)
B - 203.2 mm (8”)
C - 108mm (4.25”)         
   x 57mm (2.24”)     

AT086XO2108
Air Tight Recessed 
Box for Insulated 
Ceiling with 
108x57mm Hole

152.4mm
(6”)

203.2mm (8”)

C

B

A

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux(x2)   CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Hole Cut:
57mm x 110mm
(2.24” x 4.33”)

Hole Cut:
57mm x 110mm
(2.24” x 4.33”)

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

MQX12Q.WF
Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

Optionals - Accessoires - Accesorios

Please consult factory for 
driver options

CCPRO10-A x2
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

CCPRO10-A x2
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

Turnable White
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TRIMLESS DOWNLIGHTS

MOON QX130
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 3 x 18V)

Power
Pouissance
Potencia
3 x 10W

MQX13Q

154mm
(6.06”)

103mm
(4.06”)

53mm
(2.09”)

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

IP40F

T-Bar Installation

IC Housings

IC127XO3161
Recessed Box for 
Insulated Ceiling 
with 161x57mm Hole

XO3161
Mounting Plate
with 161x57mm Hole

C

B

A

MP-X161
Mounting Plate
with 161x57mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 161mm (6.34”)         
   x 57mm (2.24”)  

A - 304.8mm (12”)
B - 203.2mm (8”)
C - 161mm (6.34”)         
   x 57mm (2.24”) 

AT127XO3161
Air Tight Recessed 
Box for Insulated 
Ceiling with 
161x57mm Hole

203.2mm
(8”)

304.8mm (12”)

C

B

A

Accessories - Accessoires - Accesorios3 x L0H1Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

3 x L0H1B 3 x L0H1C

X XXMQX13

MQX13 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux(x3)   CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

3 x DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Hole Cut:
57mm x 161mm
(2.24” x 6.34”)

Hole Cut:
57mm x 161mm
(2.24” x 6.34”)

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

MQC001.WF
Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

Please consult factory for 
driver options

CCPRO10-A x3
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

CCPRO10-A x3
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

Turnable White
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MOON R20
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 36V)

Power
Pouissance
Potencia

20W

74mm
(2.91”)

136mm
(5.35”)

Photometric diagrams

24°

F974

32°

F975 F976

50°

30

60

30

60

30

60

TRIMLESS DOWNLIGHTS

IP40F

X XXMR2

MR2 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
32°

50°

24°

Accessories - Accessoires - Accesorios

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

L0H2Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

L0H2B L0H2C

Hole Cut:
90mm 
(3.54”)

T-Bar Installation

IC Housings

IC086RO2090
Recessed Box for 
Insulated Ceiling 
with 90mm Hole

RO2090
Mounting Plate
with 90mm Hole

C

B

A

MP-R090
Mounting Plate
with 90mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 90mm (3.54”)      

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 90mm (3.54”) 

AT086RO2090
Air Tight Recessed 
Box for Insulated 
Ceiling with 
90mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

MQC003
Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

90mm (3.54”)

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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MQC004

MOON Q20
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 36V)

Power
Pouissance
Potencia

20W

75mm
(2.95”)

133mm
(5.24”)

Photometric diagrams

24°

F974

32°

F975 F976

50°

30

60

30

60

30

60

TRIMLESS DOWNLIGHTS

IP40F

Accessories - Accessoires - Accesorios

X XXMQ2

MQ2 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
32°

50°

24°

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

L0H2Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

L0H2B L0H2C

Hole Cut:
80mm 
(3.15”)

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

T-Bar Installation

IC Housings

IC086QO2080
Recessed Box for 
Insulated Ceiling with 
80mm Hole

QO2080
Mounting Plate
with 80mm Hole

C

B

A

C

B

A

MP-Q080
Mounting Plate
with 80mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 80mm (3.15”)         

 x 80mm (3.15”)        

A - 203.2 mm (8”)
B - 203.2 mm (8”)
C - 80mm (3.15”)         
   x 80mm (3.15”)       

AT086QO2080
Air Tight Recessed Box 
for Insulated Ceiling with 
80mm Hole

152.4mm
(6”)

203.2mm (8”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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TIO TRIMLESS
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

7.5W

TRIMLESS DOWNLIGHTS

+/-30°

358°

94mm
(3.7”)

74mm (2.91”)

IP40F

X XXTT1

TT1 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

24
27
30
35
40
CU

2400K

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S

D

46°

60°

20+55°
(Elliptical)

36°

101.6mm
(4”)

152.4mm (6”)

T-Bar Installation

IC Housings

IC064RO1090
Recessed Box for 
Insulated Ceiling 
with 90mm Hole

RO1090
Mounting Plate
with 90mm Hole

C

B

A

MP-R090
Mounting Plate
with 90mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 90mm (3.54”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 90mm (3.54”) 

AT064RO1090
Air Tight Recessed 
Box for Insulated 
Ceiling with 
90mm Hole

C

B

A

Accessories - Accessoires - Accesorios

Hole Cut:
90mm 
(3.54”)

Hole Cut:
79mm 
(3.11”)

MQC003

MQC003.BMK

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

30

60

A113

20+55° (Elliptical)

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

560 lm

580 lm

95+

98+

98+

98+

98+

610 lm

625 lm

640 lm

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+

DLM.100
Min. 1
Max. 12

DLM.60
Min. 1
Max. 7

DLM.30
Min. 1
Max. 3

Static White 0-10V/Phase
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RAÙL 10 TRIMLESS
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

+/-30°
358°

105mm
(4.14”)

74mm (2.91”)

TRIMLESS DOWNLIGHTS

IP40F

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

101.6mm
(4”)

152.4mm (6”)

T-Bar Installation

IC Housings

IC064RO1090
Recessed Box for 
Insulated Ceiling 
with 90mm Hole

RO1090
Mounting Plate
with 90mm Hole

C

B

A

MP-R090
Mounting Plate
with 90mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 90mm (3.54”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 90mm (3.54”) 

AT064RO1090
Air Tight Recessed 
Box for Insulated 
Ceiling with 
90mm Hole

C

B

A

Accessories - Accessoires - Accesorios

Hole Cut:
90mm 
(3.54”)

Hole Cut:
79mm 
(3.11”)

MQC003

MQC003.BMK

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

L0H1Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

L0H1B L0H1C

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

X XXRT1

RT1 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S

D

46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

20+55°
(Elliptical)

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

30

60

A113

20+55° (Elliptical)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Optionals - Accessoires - Accesorios

Please consult factory for 
driver options

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Turnable White

127



113
128



MILO 10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

MLX11Q

45°

358°

70mm
(2.76”)

70mm (2.76”)

90mm
(3.54”)

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

TRIMLESS DOWNLIGHTS

IP20F

T-Bar Installation

IC Housings

IC064QO1077
Recessed Box for 
Insulated Ceiling 
with 77mm Hole

101.6mm
(4”)

152.4mm (6”)

QO1077
Mounting Plate
with 77mm Hole

C

B

A

C

B

A

MP-Q077
Mounting Plate
with 77mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 77mm (3.03”)         
   x 77mm (3.03”)

A - 152.4 mm (6”)
B - 152.4 mm (6”)
C - 77mm (3.03”)         
   x 77mm (3.03”)

AT064QO1077
Air Tight Recessed 
Box for Insulated 
Ceiling with 
77mm Hole

Accessories - Accessoires - Accesorios
L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Hole Cut:
77mm 
(3.03”)

Hole Cut:
74mm 
(2.91”)

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

X XXML1

ML1 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

MLX11Q.WF
Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

D 20+55°
(Elliptical)

Please consult factory for 
driver options

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Turnable White
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MILO X120
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2 x 18V)

Power
Pouissance
Potencia

2 x 10W

MLX12Q

90mm
(3.54”)

137mm (5.39”)

70mm
(2.76”)

358° 358°

45° 45°

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

TRIMLESS DOWNLIGHTS

IP20F

T-Bar Installation

IC Housings

IC086XO2144
Recessed Box for 
Insulated Ceiling 
with 144x77mm Hole

XO2144
Mounting Plate
with 144x77mm Hole

C

B

A

MP-X144
Mounting Plate
with 144x77mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 144mm (5.67”)         
   x 77mm (3.03”)  

A - 203.2 mm (8”)
B - 203.2 mm (8”)
C - 144mm (5.67”)         
   x 77mm (3.03”)  

AT086XO2144
Air Tight Recessed 
Box for Insulated 
Ceiling with 
144x77mm Hole

152.4mm
(6”)

203.2mm (8”)

C

B

A

Accessories - Accessoires - Accesorios2 x L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux(x2)   CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

Hole Cut:
77mm x 144mm
(3.03” x 5.67”)

Hole Cut:
74mm x 141mm
(2.91” x 5.55”)

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

X XXMLX12

MLX12 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

MLX12Q.WF
Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

D 20+55°
(Elliptical)

Please consult factory for 
driver options

CCPRO10-A x2
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

CCPRO10-A x2
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

Turnable White
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TRIMLESS DOWNLIGHTS

MILO X130
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 3 x 18V)

Power
Pouissance
Potencia

3 x 10W

MLX13Q

358° 358° 358°

90mm
(3.54”)

70mm
(2.76”)

203mm (7.99”)

45° 45° 45°

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

IP20F

T-Bar Installation

IC Housings

IC127XO3211
Recessed Box for 
Insulated Ceiling 
with 211x77mm Hole

XO3211
Mounting Plate
with 211x77mm Hole

C

B

A

MP-X211
Mounting Plate
with 211x77mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 211mm (8.31”)         
   x 77mm (3.03”)  

A - 304.8mm (12”)
B - 203.2mm (8”)
C - 211mm (8.31”)       
   x 77mm (3.03”) 

AT127XO3211
Air Tight Recessed 
Box for Insulated 
Ceiling with 
211x77mm Hole

203.2mm
(8”)

304.8mm (12”)

C

B

A

Accessories - Accessoires - Accesorios3 x L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux(x3)   CRI

CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95

977 lm

1016 lm

1055 lm

725 lm

952 lm

Hole Cut:
77mm x 211mm
(3.03” x 8.31”)

Hole Cut:
74mm x 207mm
(2.91” x 8.15”)

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

X XXMLX13

MLX13 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

3 x DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

MLX13Q.WF
Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

D 20+55°
(Elliptical)

Please consult factory for 
driver options

CCPRO10-A x3
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

CCPRO10-A x3
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

Turnable White
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SXU6 X XX X

SXU6

ZQSU001

ZQSU001.BMK

F

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

SEXUS 6 UGR
design: Rod&Todd

IP20

S
M
W

N
24°

36°

60°

15°

Hole Cut:
75mm (2.95”)

Accessories - Accessoires - Accesorios

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Hole Cut:
45mm (1.77”)

59mm
(2.32”)

62mm
(2.44”)

+/- 20°
360°

L601
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SX6 X XX X

SX6

ZQS001

ZQS001.BMK

F

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

SEXUS 6
design: Rod&Todd

IP20

S
M
W

N
24°

36°

60°

15°

Hole Cut:
60mm (2.36”)

Accessories - Accessoires - Accesorios

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Hole Cut:
50mm (1.96”)

49mm
(1.92”)

46mm
(1.81”)

+/- 20°
360°

L601
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SX1 X XX 9  X

SXU1 9

ZQSU002

ZQSU002.BMK

F

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

SEXUS 10 UGR
design: Rod&Todd

IP20

S
M
W

N
24°

36°

60°

15°

Hole Cut:
75mm (2.95”)

Accessories - Accessoires - Accesorios

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Hole Cut:
66mm (2.59”)

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

65mm
(2.55”)

72mm
(2.83”)

+/- 20°
360°

L101
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SX1 X XX 9  X

SX1 9

ZQS002

ZQS002.BMK

F

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

SEXUS 10
design: Rod&Todd

IP20

S
M
W

N
24°

36°

60°

15°

Hole Cut:
70mm (2.75”)

Accessories - Accessoires - Accesorios

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Hole Cut:
61mm (2.40”)

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

60mm
(2.36”)

59mm
(2.32”)

+/- 20°
360°

L101

136
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ANDREW
design: Andrea Chiaramonti

Supply current
Courant d’alimentation
Corriente de alimentación

250mA (V
f
 2.9V)

Power
Pouissance
Potencia

0.75W

Photometric diagrams

20°

F701

40°

F702

30

60

30

60

29mm
(1.14”)

23mm
(0.90”)

+/-25° +/-25°

ADJUSTABLE DOWNLIGHTS

29mm
(1.14”)

IP44
25mm
(0.98”)

F

CSAN01
Recessing box
Boîtier d’encastrement 
Caja de empotrar

27mm
(1.06”)

35mm
(1.38”)

50mm
(1.97”)

Optionals - Accessoires - Accesorios

CCT         Flux      CRI
2700K
3000K
3500K
4200K

71 lm 93

93

93

93

75 lm

86 lm

91 lm

T-Bar Installation

IC Housings

IC064RO1025
Recessed Box for 
Insulated Ceiling 
with 25mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1025
Mounting Plate
with 25mm Hole

C

B

A

MP-R025
Mounting Plate
with 25mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 25mm (0.98”) 

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 25mm (0.98”) 

AT064RO1025
Air Tight Recessed 
Box for Insulated 
Ceiling with 
25mm Hole

C

B

A

XX XXAJ

AJ X X X XX
Finishing
Finitions 
Acabados

Shape
Forma
Forme

1

2

1

5

2

White
Blanc
Blanco

Aluminum
Aluminium
Aluminio

Round
Rond
Redondo

Black
Noir
Negro

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

27
30
35
42
CU

2700K

3000K

3500K

4200K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

4

6

C

3
Gold
Or
Oro

Bronze
Bronce

Custom
Personnalisée
Personalizado

Chrome
Cromo

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

40°

20°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 12

250mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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DAHLIA
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

48mm (1.89”) 48mm (1.89”)

30mm
(1.18”)

+/- 25°+/- 25°

ADJUSTABLE DOWNLIGHTS

IP44
40mm

F
(1.57”)

CS1005
Recessing box
Boîtier d’encastrement 
Caja de empotrar

80mm
(3.15”)

43mm
(1.69”)

70mm (2.76”)

Optionals - Accessoires - Accesorios

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

1
2
3

0
25°

60°

10°

XX XXSJ

SJ X X X XX
Finishing
Finitions 
Acabados

Shape
Forma
Forme

1

2

1

5

2

White
Blanc
Blanco

Aluminum
Aluminium
Aluminio

Round
Rond
Redondo

Black
Noir
Negro

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

4

6

C

3
Gold
Or
Oro

Bronze
Bronce

Custom
Personnalisée
Personalizado

Chrome
Cromo

X Beam angle
Angle de faisceau 
Ángulo del haz

10+55°
(Elliptical)

Photometric diagrams

10°

F001

25°

F002 F003

60°

30

60

30

60

30

60

30

60

A114

10+55° (Elliptical)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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MINILEDA R10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

350mA (V
f
 8.7V)

Power
Pouissance
Potencia

3W

ADJUSTABLE DOWNLIGHTS

CCT         Flux      CRI
2700K
3000K
3500K
4200K

267 lm 93

93

93

93

279 lm

292 lm

309 lm

IP20F55mm
(2.16”)

360˚

+/-45˚

64mm (2.51”)

105mm 
(4.2”)

T-Bar Installation

IC Housings

RO1055
Mounting Plate
with 55mm Hole

C

B

A

MP-R055
Mounting Plate
with 55mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 55mm (2.17”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 55mm (2.17”)C

B

A

X XXMLDR

MLDR X XX X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
42
CU

2700K

3000K

3500K

4200K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

40°

18°

Photometric diagrams

18˚

F005

40˚

F006

30

60

30

60

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

IC086RO2055
Recessed Box for 
Insulated Ceiling 
with 55mm Hole

AT086RO2055
Air Tight Recessed 
Box for Insulated 
Ceiling with 
55mm Hole

152.4mm
(6”)

203.2mm (8”)

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

CCPRO10-A
Min. 1
Max. 3

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6
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MINILEDA Q10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

350mA (V
f
 8.7V)

Power
Pouissance
Potencia

3W

ADJUSTABLE DOWNLIGHTS

IP20F

64mm (2.51”)

360˚

64

+/-45˚ 58x58mm
(2.28”x2.28”)

CCT         Flux      CRI
2700K
3000K
3500K
4200K

267 lm 93

93

93

93

279 lm

292 lm

309 lm

X XXMLDQ

MLDQ X XX X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
42
CU

2700K

3000K

3500K

4200K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

40°

18°

Photometric diagrams

18˚

F005

40˚

F006

30

60

30

60

T-Bar Installation

IC Housings

QO1058
Mounting Plate
with 58mm Hole

C

B

A

C

B

A

MP-Q058
Mounting Plate
with 58mm Hole A - 609.6mm (24”)

B - 101.6mm (4”)
C - 58mm (2.28”) 
   x 58mm (2.28”) 

A - 152.4 mm (6”)
B - 152.4 mm (6”)
C - 58mm (2.28”)     
   x 58mm (2.28”) 

IC086QO2058
Recessed Box for 
Insulated Ceiling 
with 58mm Hole

AT086QO2058
Air Tight Recessed 
Box for Insulated 
Ceiling with 
58mm Hole

152.4mm
(6”)

203.2mm (8”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

CCPRO10-A
Min. 1
Max. 3

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

105mm 
(4.2”)
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MINILEDA QX120
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

350mA (V
f
 2 x 8.7V)

Power
Pouissance
Potencia

2 x 3W

IP20F

113mm (4.44”)

64mm 
(2.51”)

105x58mm
(4.13”x2.28”)

360˚

+/-45˚

T-Bar Installation

IC Housings

IC086XO2105
Recessed Box for 
Insulated Ceiling 
with 105x58mm Hole

XO2105
Mounting Plate
with 105x58mm Hole

C

B

A

MP-X105
Mounting Plate
with 105x58mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 105mm (4.13”) 
   x 58mm (2.28”)  

A - 203.2 mm (8”)
B - 203.2 mm (8”)
C - 105mm (4.13”)         
   x 58mm (2.28”)   

AT086XO2105
Air Tight Recessed 
Box for Insulated 
Ceiling with 
105x58mm Hole

152.4mm
(6”)

203.2mm (8”)

C

B

A

CCT         Flux(x2)   CRI
2700K
3000K
3500K
4200K

267 lm 93

93

93

93

279 lm

292 lm

309 lm

Photometric diagrams

18˚

F005

40˚

F006

30

60

30

60

X XXMLDQX12

MLDQX12 X XX X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
42
CU

2700K

3000K

3500K

4200K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

40°

18°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

ADJUSTABLE DOWNLIGHTS

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

CCPRO10-A
Min. 1
Max. 1

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

105mm 
(4.2”)
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MINILEDA QX130
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

350mA (V
f
 3 x 8.7V)

Power
Pouissance
Potencia

3 x 3W

ADJUSTABLE DOWNLIGHTS

IP20F

162mm (6.37”)

105mm 
(4.2”) 64mm 

(2.51”)

154x58mm
(6.06”x2.28”)

360˚

+/-45˚

T-Bar Installation

IC Housings

IC086XO2154
Recessed Box for 
Insulated Ceiling 
with 154x58mm Hole

XO2154
Mounting Plate
with 154x58mm Hole

C

B

A

MP-X154
Mounting Plate
with 154x58mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 154mm (6.06”) 
   x 58mm (2.28”)  

A - 203.2 mm (8”)
B - 203.2 mm (8”)
C - 154mm (6.06”) 
   x 58mm (2.28”)  

AT086XO2154
Air Tight Recessed 
Box for Insulated 
Ceiling with 
154x58mm Hole

152.4mm
(6”)

203.2mm (8”)

C

B

A

CCT         Flux(x3)   CRI
2700K
3000K
3500K
4200K

267 lm 93

93

93

93

279 lm

292 lm

309 lm

X XXMLDQX13

MLDQX13 X XX X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
42
CU

2700K

3000K

3500K

4200K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

40°

18°

Photometric diagrams

18˚

F005

40˚

F006

30

60

30

60

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

CCPRO10-A
Min. 1
Max. 1

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 2
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ADAN
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

CS1005
Recessing box
Boîtier d’encastrement 
Caja de empotrar

80mm
(3.15”)

43mm
(1.69”)

70mm (2.76”)

ADJUSTABLE DOWNLIGHTS

63mm
(2.49”)

+/- 25°+/- 25°

48mm (1.89”) 48mm (1.89”)

IP44
40mm

F
(1.57”)

Optionals - Accessoires - Accesorios

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

E

2
1

45°

25°

XX XXPJ

PJ X X X XX E
Finishing
Finitions 
Acabados

Shape
Forma
Forme

1

2

1

5

2

White
Blanc
Blanco

Aluminum
Aluminium
Aluminio

Round
Rond
Redondo

Black
Noir
Negro

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

4

6

C

3
Gold
Or
Oro

Bronze
Bronce

Custom
Personnalisée
Personalizado

Chrome
Cromo

X Beam angle
Angle de faisceau 
Ángulo del haz

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

3 10+55°
(Elliptical)

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

30

60

A114

10+55° (Elliptical)
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JOEL 6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

CS1005
Recessing box
Boîtier d’encastrement 
Caja de empotrar

80mm
(3.15”)

43mm
(1.69”)

70mm (2.76”)

ADJUSTABLE DOWNLIGHTS

IP44
40mm

F
(1.57”)

Optionals - Accessoires - Accesorios

LJL6E01
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

E

2
1

45°

25°

XX XXJL6

JL6 X X X XX E
Finishing
Finitions 
Acabados

Shape
Forma
Forme

1

2

1

5

2

White
Blanc
Blanco

Aluminum
Aluminium
Aluminio

Round
Rond
Redondo

Black
Noir
Negro

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

4

6

C

3
Gold
Or
Oro

Bronze
Bronce

Custom
Personnalisée
Personalizado

Chrome
Cromo

X Beam angle
Angle de faisceau 
Ángulo del haz

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

+/- 25˚ +/- 25˚

48mm (1.89”)48mm (1.89”)

77mm
(3.03”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

D 10+55°
(Elliptical)

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

30

60

A114

10+55° (Elliptical)
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TIO
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

7.5W

ADJUSTABLE DOWNLIGHTS

69mm
(2.72”)

65mm (2.56”)

+/- 30°+/- 30°

358° 358°

65mm (2.56”)

IP40
60mm

F
(2.36”)

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

T-Bar Installation

IC Housings

IC064RO1060
Recessed Box for 
Insulated Ceiling 
with 60mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1060
Mounting Plate
with 60mm Hole

C

B

A

MP-R060
Mounting Plate
with 60mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 60mm (2.36”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 60mm (2.36”) 

AT064RO1060
Air Tight Recessed 
Box for Insulated 
Ceiling with 
60mm Hole

C

B

A

XXT XX

T X X XX 9 X
Finishing
Finitions 
Acabados

Shape
Forma
Forme

11

C

2

White
Blanc
Blanco

Round
Rond
Redondo

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

24
27
30
35
40
CU

2400K

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S

D

46°

60°

36°

20+55°
(Elliptical)

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

30

60

A113

20+55° (Elliptical)

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

560 lm

580 lm

95+

98+

98+

98+

98+

610 lm

625 lm

640 lm

DLM.100
Min. 1
Max. 12

DLM.60
Min. 1
Max. 7

DLM.30
Min. 1
Max. 3

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Static White 0-10V/Phase

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+

5 Black
Noir
Negro
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RAÙL 10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

80mm
(3.15”)

65mm (2.56”)

+/- 30°+/- 30°
358° 358°

65mm (2.56”)

ADJUSTABLE DOWNLIGHTS

IP40
60mm

F
(2.36”)

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux     CRI

CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95

977 lm

1016 lm

1055 lm

725 lm

952 lm

T-Bar Installation

IC Housings

IC064RO1060
Recessed Box for 
Insulated Ceiling 
with 60mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1060
Mounting Plate
with 60mm Hole

C

B

A

MP-R060
Mounting Plate
with 60mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 60mm (2.36”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 60mm (2.36”) 

AT064RO1060
Air Tight Recessed 
Box for Insulated 
Ceiling with 
60mm Hole

C

B

A

L0H1Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

L0H1B L0H1C

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

XX XXR1

R1 X X XX 9 X
Finishing
Finitions 
Acabados

Shape
Forma
Forme

11

5

C

2

White
Blanc
Blanco

Round
Rond
Redondo

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S

D

46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

20+55°
(Elliptical)

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

30

60

A113

20+55° (Elliptical)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Please consult factory for 
driver options

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Turnable White
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MINE 6
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

IP20F

68mm 
(2.67”)

58mm (2.28”)

ADJUSTABLE DOWNLIGHTS

51mm
(2”)

45˚

358˚

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

T-Bar Installation

IC Housings

IC064RO1051
Recessed Box for 
Insulated Ceiling 
with 51mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1051
Mounting Plate
with 51mm Hole

C

B

A

MP-R051
Mounting Plate
with 51mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 51mm (2”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 51mm (2”) 

AT064RO1051
Air Tight Recessed 
Box for Insulated 
Ceiling with 
51mm Hole

C

B

A

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

X XXMN6

MN6 X XX X E
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

M
D

S
45°

25°

E

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

20+55°
(Elliptical)

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

30

60

A113

20+55° (Elliptical)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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MINE 10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

88mm
(3.46”)

45°

358°

77mm (3.03”)

ADJUSTABLE DOWNLIGHTS

IP20
70mm

F
(2.76”)

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

T-Bar Installation

IC Housings

IC064RO1070
Recessed Box for 
Insulated Ceiling 
with 70mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1070
Mounting Plate
with 70mm Hole

C

B

A

MP-R070
Mounting Plate
with 70mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 70mm (2.76”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 70mm (2.76”)   

AT064RO1070
Air Tight Recessed 
Box for Insulated 
Ceiling with 
70mm Hole

C

B

A

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

M
W

S

D

46°

60°

36°

X XXMN1

MN1 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

20+55°
(Elliptical)

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

30

60

A113

20+55° (Elliptical)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Please consult factory for 
driver options

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Turnable White
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MINE 20
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 36V)

Power
Pouissance
Potencia

20W

Photometric diagrams

23°

F901

35°

F902 F903

52°

30

60

30

60

30

60

45°

358°

123mm (4.84”)

128mm
(5.03”)

ADJUSTABLE DOWNLIGHTS

IP20
110mm

F
(4.33”)

X XXMN2

MN2 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
35°

52°

23°

T-Bar Installation

IC Housings

IC086RO2110
Recessed Box for 
Insulated Ceiling 
with 110mm Hole

RO2110
Mounting Plate
with 110mm Hole

C

B

A

MP-R110
Mounting Plate
with 110mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 110mm (4.33”)      

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 110mm (4.33”)   

AT086RO2110
Air Tight Recessed 
Box for Insulated 
Ceiling with 
110mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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MINE 30
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

700mA (V
f
 36V)

Power
Pouissance
Potencia

30W

Photometric diagrams

23°

F901

35°

F902 F903

52°

30

60

30

60

30

60

45°

358°

123mm (4.84”)

138mm
(5.43”)

ADJUSTABLE DOWNLIGHTS

IP20
110mm

F
(4.33”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

2380 lm 93

93

93

93

2560 lm

2645 lm

2730 lm

T-Bar Installation

IC Housings

IC086RO2110
Recessed Box for 
Insulated Ceiling 
with 110mm Hole

RO2110
Mounting Plate
with 110mm Hole

C

B

A

MP-R110
Mounting Plate
with 110mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 110mm (4.33”)      

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 110mm (4.33”)   

AT086RO2110
Air Tight Recessed 
Box for Insulated 
Ceiling with 
110mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

X XXMN3

MN3 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
35°

52°

23°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

700mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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LOLLO 10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

45°

358°

78mm
(3.07”)

78mm (3.07”)

90mm
(3.54”)

ADJUSTABLE DOWNLIGHTS

IP20
70x70mm

F
(2.76”)

T-Bar Installation

IC Housings

IC064QO1070
Recessed Box for 
Insulated Ceiling 
with 70mm Hole

101.6mm
(4”)

152.4mm (6”)

QO1070
Mounting Plate
with 70mm Hole

C

B

A

C

B

A

MP-Q070
Mounting Plate
with 70mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 70mm (2.76”)         
   x 70mm (2.76”)    

A - 152.4 mm (6”)
B - 152.4 mm (6”)
C - 70mm (2.76”)         
   x 70mm (2.76”)    

AT064QO1070
Air Tight Recessed 
Box for Insulated 
Ceiling with 
70mm Hole

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari DCVI.B.1

24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

M
W

S

D

46°

60°

36°

X XXLL1

LL1 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

20+55°
(Elliptical)

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

30

60

A113

20+55° (Elliptical)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Please consult manufactory 
for driver option

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Turnable White Phase / 0-10V (Dual Dimming)
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LOLLO X120
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2 x 18V)

Power
Pouissance
Potencia

2 x 10W

78mm
(3.07”)

45°
358° 358°

45°

90mm
(3.54”)

145mm (5.71”)

ADJUSTABLE DOWNLIGHTS

IP20
70x135mm

F
(2.76”x5.31”)

T-Bar Installation

IC Housings

IC086XO2135
Recessed Box for 
Insulated Ceiling 
with 135x70mm Hole

XO2135
Mounting Plate
with 135x70mm Hole

C

B

A

MP-X135
Mounting Plate
with 135x70mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 135mm (5.31”)         
   x 70mm (2.76”)  

A - 203.2 mm (8”)
B - 203.2 mm (8”)
C - 135mm (5.31”)         
   x 70mm (2.76”)  

AT086XO2135
Air Tight Recessed 
Box for Insulated 
Ceiling with 
135x70mm Hole

152.4mm
(6”)

203.2mm (8”)

C

B

A

2 x L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux(x2)   CRI

CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95

977 lm

1016 lm

1055 lm

725 lm

952 lm

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

M
W

S

D

46°

60°

36°

X XXLLX12

LLX12 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

20+55°
(Elliptical)

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

30

60

A113

20+55° (Elliptical)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Please consult factory for 
driver options

CCPRO10-A x2
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

CCPRO10-A x2
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

Turnable White
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LOLLO X130
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 3 x 18V)

Power
Pouissance
Potencia

3 x 10W

45°
358°

78mm
(3.07”)

358° 358°
45° 45°

90mm
(3.54”)

210mm (8.26”)

ADJUSTABLE DOWNLIGHTS

IP20
200x70mm

F
(7.87”x2.76”)

T-Bar Installation

IC Housings

IC127XO3200
Recessed Box for 
Insulated Ceiling 
with 200x70mm Hole

XO3200
Mounting Plate
with 200x70mm Hole

C

B

A

MP-X200
Mounting Plate
with 200x70mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 200mm (7.87”)         
   x 70mm (2.76”)  

A - 304.8mm (12”)
B - 203.2mm (8”)
C - 200mm (7.87”)         
   x 70mm (2.76”)  

AT127XO3200
Air Tight Recessed 
Box for Insulated 
Ceiling with 
200x70mm Hole

203.2mm
(8”)

304.8mm (12”)

C

B

A

3 x L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari 3 x DCVI.B.1

24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux(x3)   CRI

CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95

977 lm

1016 lm

1055 lm

725 lm

952 lm

M
W

S

D

46°

60°

36°

X XXLLX13

LLX13 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

20+55°
(Elliptical)

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

30

60

A113

20+55° (Elliptical)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Please consult factory for 
driver options

CCPRO10-A x3
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

CCPRO10-A x3
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

Turnable White
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LOLLO 20
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 36V)

Power
Pouissance
Potencia

20W

Photometric diagrams

23°

F974

35°

F975 F976

52°

30

60

30

60

30

60

45°

358°

130mm
(5.12”)

128mm
(5.03”)

130mm (5.12”)

ADJUSTABLE DOWNLIGHTS

IP20
115x115mm

F
(4.53”x4.53”)

X XXLL2

LL2 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
35°

52°

23°

T-Bar Installation

IC Housings

IC086QO2115
Recessed Box for 
Insulated Ceiling 
with 115mm Hole

QO2115
Mounting Plate
with 115mm Hole

C

B

A

C

B

A

MP-Q115
Mounting Plate
with 115mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 115mm (4.53”)         
   x 115mm (4.53”)  

A - 203.2 mm (8”)
B - 203.2 mm (8”)
C - 115mm (4.53”)         
   x 115mm (4.53”)

AT086QO2115
Air Tight Recessed 
Box for Insulated 
Ceiling with 
115mm Hole

152.4mm
(6”)

203.2mm (8”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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LOLLO X220
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2 x 36V)

Power
Pouissance
Potencia

2 x 20W

45°

358°

130mm
(5.12”)

128mm
(5.03”)

242mm (9.52”)

358°

45°

ADJUSTABLE DOWNLIGHTS

Photometric diagrams

23°

F974

35°

F975 F976

52°

30

60

30

60

30

60

IP20
120x230mm

F
(4.72”x9.05”)

CCT         Flux(x2)   CRI
2700K
3000K
3500K
4000K

1700 lm 93

93

93

93

1830 lm

1890 lm

1950 lm

T-Bar Installation

IC Housings

IC127XO3230
Recessed Box for 
Insulated Ceiling 
with 230x120mm Hole

XO3230
Mounting Plate
with 230x120mm Hole

C

B

A

MP-X230
Mounting Plate
with 230x120mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 230mm (9.05”)         
   x 120mm (2.72”)  

A - 304.8mm (12”)
B - 203.2mm (8”)
C - 230mm (9.05”)         
   x 120mm (2.72”)  

AT127XO3230
Air Tight Recessed 
Box for Insulated 
Ceiling with 
230x120mm Hole

203.2mm
(8”)

304.8mm (12”)

C

B

A

X XXLLX22

LLX22 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
35°

52°

23°

2 x DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A x2
Min. 1
Max. 1
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ADJUSTABLE DOWNLIGHTS

LOLLO X230
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 3 x 36V)

Power
Pouissance
Potencia

3 x 20W

358° 358° 358°

45° 45° 45°

130mm
(5.12”)

128mm
(5.03”)

352mm (13.85”)

Photometric diagrams

23°

F974

35°

F975 F976

52°

30

60

30

60

30

60

IP20
120x340mm

F
(4.72”x13.38”)

CCT         Flux(x3)   CRI
2700K
3000K
3500K
4000K

1700 lm 93

93

93

93

1830 lm

1890 lm

1950 lm

T-Bar Installation

IC Housings

IC181XO4340
Recessed Box for 
Insulated Ceiling 
with 340x120mm Hole

XO4340
Mounting Plate
with 340x120mm Hole

C

B

A

MP-X340
Mounting Plate
with 340x120mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 340mm (13.38”)         
   x 120mm (2.72”) 

A - 457.2mm (18”)
B - 304.8mm (12”)
C - 340mm (13.38”)         
   x 120mm (2.72”)  

AT181XO4340
Air Tight Recessed 
Box for Insulated 
Ceiling with 
340x120mm Hole

304.8mm
(12”)

457.2mm (18”)

C

B

A

X XXLLX23

LLX23 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
35°

52°

23°

3 x DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A x3
Min. 1
Max. 1
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LOLLO 30
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

700mA (V
f
 36V)

Power
Pouissance
Potencia

30W

Photometric diagrams

23°

F974

35°

F975 F976

52°

30

60

30

60

30

60

45°

358°

130mm
(5.12”)

138mm
(5.43”)

130mm (5.12”)

ADJUSTABLE DOWNLIGHTS

IP20
115x115mm

F
(4.53”x4.53”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

2380 lm 93

93

93

93

2560 lm

2645 lm

2730 lm

X XXLL3

LL3 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
35°

52°

23°

T-Bar Installation

IC Housings

IC086QO2115
Recessed Box for 
Insulated Ceiling 
with 115mm Hole

QO2115
Mounting Plate
with 115mm Hole

C

B

A

C

B

A

MP-Q115
Mounting Plate
with 115mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 115mm (4.53”)         
   x 115mm (4.53”)  

A - 203.2 mm (8”)
B - 203.2 mm (8”)
C - 115mm (4.53”)         
   x 115mm (4.53”)

AT086QO2115
Air Tight Recessed 
Box for Insulated 
Ceiling with 
115mm Hole

152.4mm
(6”)

203.2mm (8”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

700mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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LOLLO X320
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

700mA (V
f
 2 x 36V)

Power
Pouissance
Potencia

2 x 30W

45°

358°

130mm
(5.12”)

138mm
(5.43”)

242mm (9.52”)

358°

45°

ADJUSTABLE DOWNLIGHTS

Photometric diagrams

23°

F974

35°

F975 F976

52°

30

60

30

60

30

60

IP20
120x230mm

F
(4.72”x9.05”)

CCT         Flux(x2)   CRI
2700K
3000K
3500K
4000K

2380 lm 93

93

93

93

2560 lm

2645 lm

2730 lm

T-Bar Installation

IC Housings

IC127XO3230
Recessed Box for 
Insulated Ceiling 
with 230x120mm Hole

XO3230
Mounting Plate
with 230x120mm Hole

C

B

A

MP-X230
Mounting Plate
with 230x120mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 230mm (9.05”)         
   x 120mm (2.72”)  

A - 304.8mm (12”)
B - 203.2mm (8”)
C - 230mm (9.05”)         
   x 120mm (2.72”)  

AT127XO3230
Air Tight Recessed 
Box for Insulated 
Ceiling with 
230x120mm Hole

203.2mm
(8”)

304.8mm (12”)

C

B

A

X XXLLX32

LLX32 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
35°

52°

23°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

700mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A x2
Min. 1
Max. 1
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ADJUSTABLE DOWNLIGHTS

LOLLO X330
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

700mA (V
f
 3 x 36V)

Power
Pouissance
Potencia

3 x 30W

Photometric diagrams

23°

F974

35°

F975 F976

52°

30

60

30

60

30

60

358° 358° 358°

45° 45° 45°

130mm
(5.12”)

138mm
(5.43”)

352mm (13.85”)

IP20
120x340mm

F
(4.72”x13.38”)

CCT         Flux(x3)   CRI
2700K
3000K
3500K
4000K

2380 lm 93

93

93

93

2560 lm

2645 lm

2730 lm

T-Bar Installation

IC Housings

IC181XO4340
Recessed Box for 
Insulated Ceiling 
with 340x120mm Hole

XO4340
Mounting Plate
with 340x120mm Hole

C

B

A

MP-X340
Mounting Plate
with 340x120mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 340mm (13.38”)         
   x 120mm (2.72”) 

A - 457.2mm (18”)
B - 304.8mm (12”)
C - 340mm (13.38”)         
   x 120mm (2.72”)  

AT181XO4340
Air Tight Recessed 
Box for Insulated 
Ceiling with 
340x120mm Hole

304.8mm
(12”)

457.2mm (18”)

C

B

A

X XXLLX33

LLX33 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
35°

52°

23°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

700mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A x3
Min. 1
Max. 1
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LEDA R10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

ADJUSTABLE DOWNLIGHTS

125mm
(4.92”)

360°

104mm (4.09”)

+/-90°

IP20
95mm

F
(3.74”)

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari DCVI.B.1

24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

X XXLDR

LDR X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

T-Bar Installation

IC Housings

RO1095
Mounting Plate
with 95mm Hole

C

B

A

MP-R095
Mounting Plate
with 95mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 95mm (3.74”)   

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 95mm (3.74”) C

B

A

IC086RO2095
Recessed Box for 
Insulated Ceiling 
with 95mm Hole

AT086RO2095
Air Tight Recessed 
Box for Insulated 
Ceiling with 
95mm Hole

152.4mm
(6”)

203.2mm (8”)

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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LEDA Q10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

ADJUSTABLE DOWNLIGHTS

125mm
(4.92”)

104mm
(4.09”)

360°

104mm (4.09”)

+/-90°

IP20
95x95mm

F
(3.74”x3.74”)

T-Bar Installation

IC Housings

IC064QO1095
Recessed Box for 
Insulated Ceiling 
with 95mm Hole

101.6mm
(4”)

152.4mm (6”)

QO1095
Mounting Plate
with 95mm Hole

C

B

A

C

B

A

MP-Q095
Mounting Plate
with 95mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 95mm (3.74”)         
  x 95mm (3.74”)      

A - 152.4 mm (6”)
B - 152.4 mm (6”)
C - 95mm (3.74”)         
   x 95mm (3.74”)  

AT064QO1095
Air Tight Recessed 
Box for Insulated 
Ceiling with 
95mm Hole

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari DCVI.B.1

24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

X XXLDQ

LDQ X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

181



161
182



Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2 x 18V)

Power
Pouissance
Potencia

2 x 10W

ADJUSTABLE DOWNLIGHTS

125mm
(4.92”)

360°

186mm (7.32”)

+/-90°

104mm
(4.09”)

LEDA QX120
design: Lapo Grassellini

IP20
175x95mm

F
(6.88”x3.74”)

T-Bar Installation

IC Housings

IC127XO3175
Recessed Box for 
Insulated Ceiling 
with 175x95mm Hole

XO3175
Mounting Plate
with 175x95mm Hole

C

B

A

MP-X175
Mounting Plate
with 175x95mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 175mm (6.88”)         
   x 95mm (3.74”)  

A - 304.8mm (12”)
B - 203.2mm (8”)
C - 175mm (6.88”)         
   x 95mm (3.74”)    

AT127XO3175
Air Tight Recessed 
Box for Insulated 
Ceiling with 
175x95mm Hole

203.2mm
(8”)

304.8mm (12”)

C

B

A

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios2 x L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Dim to Warm
1800K-3000K

CCT      Flux(x2)   CRI

CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95977 lm

1016 lm

1055 lm

725 lm

X XXLDQX12

LDQX12 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A x2
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

CCPRO10-A x2
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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LEDA QX130
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 3 x 18V)

Power
Pouissance
Potencia

3 x 10W

ADJUSTABLE DOWNLIGHTS

125mm
(4.92”)

104mm
(4.09”)

268mm (10.55”)

+/-90°

360°

IP20
255x95mm

F
(10.03”x3.74”)

T-Bar Installation

IC Housings

IC127XO3255
Recessed Box for 
Insulated Ceiling 
with 255x95mm Hole

XO3255
Mounting Plate
with 255x95mm Hole

C

B

A

MP-X255
Mounting Plate
with 255x95mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 255mm (10.03”)         
   x 95mm (3.74”)  

A - 304.8mm (12”)
B - 203.2mm (8”)
C - 255mm (10.03”)         
   x 95mm (3.74”)  

AT127XO3255
Air Tight Recessed 
Box for Insulated 
Ceiling with 
255x95mm Hole

203.2mm
(8”)

304.8mm (12”)

C

B

A

Dim to Warm
1800K-3000K

CCT      Flux(x3)   CRI

CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95977 lm

1016 lm

1055 lm

725 lm

3 x L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari 3 x DCVI.B.1

24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

X XXLDQX13

LDQX13 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A x3
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

CCPRO10-A x3
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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PLX6 X XX X

PLXU6

F

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

PLEXUS 6 UGR
design: Rod&Todd

IP20

S
M
W

N
24°

36°

60°

15°

57mm
(2.24”)

65mm
(2.55”)

+/- 20°
360°

L601
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PLX6 X X  XX X

PLX6

F

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

PLEXUS 6
design: Rod&Todd

IP20

S
M
W

N
24°

36°

60°

15°

46mm
(1.81”)

55mm
(2.16”)

55mm
(2.16”)

+/- 20°
360°

+/- 20°
360°

L601
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PLXU1 X XX 9  X

F

PLEXUS 10 UGR
design: Rod&Todd

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

PLXU1 9

S
M
W

N
24°

36°

60°

15°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

IP20

72mm
(2.83”)

+/- 20°

360°

75mm
(2.95”)

L101
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PLX1 X X  XX 9  X

F

PLEXUS 10
design: Rod&Todd

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

PLX1 9

S
M
W

N
24°

36°

60°

15°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

IP20

60mm
(2.36”)

+/- 20°

360°

+/- 20°

360°

65mm
(2.55”)

65mm
(2.55”)
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BEAN
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

IP67F

XX XXEA

EA X XX X
Finishing
Finitions 
Acabados

Shape
Forma
Forme

B1

N

Z

C

White
Blanc
Blanco

Round
Rond
Redondo

Black
Noir
Negro

INOX
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27

35
30

40

2700K

3500K

3000K

4000K

Code Construction
Construction du code produit  
Construcción del código de producto

30mm 
(1.18”)

35mm 
(1.37”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

30mm
(1.18”)

Photometric diagrams
F007

30

60

STEPLIGHTS

CSLN01

K COR-TEN

Recessing box
Boîtier d’encastrement 
Caja de empotrar 55mm

(2.16”) 60mm (2.36”)

31mm
(1.22”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18

CS1006.CPW
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)
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SOREL
design: Roberto Mantovani

Photometric diagrams
F007

30

60

STEPLIGHTS

CS1001
Recessing box
Boîtier d’encastrement 
Caja de empotrar

CS1006
Recessing box
Boîtier d’encastrement 
Caja de empotrar33mm

(1.3”)

50mm
(1.97”)

33mm
(1.3”)

60mm (2.36”)80mm
(3.15”)

Optionals - Accessoires - Accesorios

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

38mm
(1.5”)

30mm
(1.18”)

IP65
30mm

F
(1.18”)

X 0 XXNP1

NP1 X 0 XX
Finishing
Finitions 
Acabados

1

2

5

9

White
Blanc
Blanco

Aluminum
Aluminium
Aluminio

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Color Temp.
Température couleur
Temperatura de color

27
30
40
CU

2700K

3000K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

4

6

C

3
Gold
Or
Oro

Bronze
Bronce

Custom
Personnalisée
Personalizado

Chrome
Cromo

CCT         Flux      CRI
2700K
3000K
4000K

128 lm 93

93

93

133 lm

154 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18

CS1006.CPW
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)
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UMA
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

350mA (V
f
 2.9V)

Power
Pouissance
Potencia

1W

50mm
(1.97”)

50mm
(1.97”)

30mm
(1.18”)

Photometric diagrams
F007

30

60

STEPLIGHTS

IP44
45 mm

F
(1.77”)

80mm
(3.15”)

43mm
(1.69”)

70mm (2.76”)

CS1005
Recessing box
Boîtier d’encastrement 
Caja de empotrar

Optionals - Accessoires - Accesorios

X 2 XXUM

UM X X 2 XX
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

4

3
Gold
Or
Oro

Chrome
Cromo

X Shape
Forma
Forme

1

2

Round
Rond
Redondo

Square
Carrè
Cuadrado

CCT         Flux      CRI
2700K
3000K
3500K
4000K

81 lm 93

93

93

93

81 lm

100 lm

107 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

6 Bronze
Bronce

CCPRO10-A
Min. 1
Max. 9

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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BANG
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

49mm
(1.92”)

49mm
(1.92”)

34mm
(1.34”)

STEPLIGHTS

IP20
30mm

F
(1.18”)

CS1006
Recessing box
Boîtier d’encastrement 
Caja de empotrar

33mm
(1.3”)

60mm (2.36”)
80mm
(3.15”)

Optionals - Accessoires - Accesorios

XX XXBA

BA X X X XX
Finishing
Finitions 
Acabados

Shape
Forma
Forme

11 1

5

C

2 2

White
Blanc
Blanco

Round
Rond
Redondo

Single
Unique
Único

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Double
Doble

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

4

3
Gold
Or
Oro

Chrome
Cromo

X Emission
Émission
Emisión

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18

CS1006.CPW
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)
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Photometric diagrams
F007

30

60

DAGO 2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

STEPLIGHTS

IP44
40x60mm

F
(1.57”x2.36”)

CS1007
Recessing box
Boîtier d’encastrement 
Caja de empotrar

145mm
(5.71”)

125mm
(4.92”)

80mm
(3.15”)

Optionals - Accessoires - Accesorios

X 2 XXDG2

DG2 X 2 XX
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

CCTCCT         Flux      
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

+ -

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18

44mm (1.73”)

70mm
(2.76”)

48mm
(1.89”)

78mm
(3.07”)



175
202



Photometric diagrams
F007

30

60

DAGO 6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

44mm
(1.73”)

70mm
(2.76”)

65mm
(2.56”)

95mm
(3.74”)

STEPLIGHTS

IP44
40x60 mm

F
(1.57”x2.36”)

CS1007
Recessing box
Boîtier d’encastrement 
Caja de empotrar

145mm
(5.71”)

125mm
(4.92”)

80mm
(3.15”)

Optionals - Accessoires - Accesorios

X 2 EXXDG6 Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto DG6 X 2 XX E

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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KIRSTEN
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

350mA (V
f
 14V) 

Power
Pouissance
Potencia

5W

115mm
(4.53”)40mm

(1.57”)

73mm
(2.87”)

Photometric diagrams
F007

30

60

STEPLIGHTS

IP65
100x60mm

F
(3.93”x2.36”)

XXXKR1

KR1 XX X
Finishing
Finitions 
Acabados

B White
Blanc
Blanco

Color Temp.
Température couleur
Temperatura de color

30
40
CU

3000K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K
C

N

COR-TEN

Custom
Personnalisée
Personalizado

Black
Noir
Negro

CCT         Flux      CRI
3000K
4000K

93

93

250 lm

285 lm

FXC503 (Indoor)

FXC503-OUT (Outdoor)

Recessing box
Boîtier d’encastrement 
Caja de empotrar

Recessing box
Boîtier d’encastrement 
Caja de empotrar

112mm
(4.40”)

54.4mm
(2.06”)

71.5mm
(2.81”)

53mm
(2.09”)

116mm
(4.56”)

74mm
(2.91”)

Optionals - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 4

205



179
206



BRAD
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

350mA (V
f
 14V) 

Power
Pouissance
Potencia

5W

84mm
(3.31”)

30mm
(1.18”)

91mm
(3.58”)

Photometric diagrams
F007

30

60

STEPLIGHTS

IP65F

CCT         Flux      CRI
3000K
4000K

93

93

250 lm

285 lm

XXXBD1

BD1 XX X
Finishing
Finitions 
Acabados

B White
Blanc
Blanco

Color Temp.
Température couleur
Temperatura de color

30
40
CU

3000K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K
C

N

COR-TEN

Custom
Personnalisée
Personalizado

Black
Noir
Negro

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 4
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design: Lapo Grassellini

IP20

Dimming
Triac or 0-10V

127mm (5”)

- Included With Assembly

CCT         Flux      CRI
2700K
3000K
3500K
4000K

2187 lm 98+

98+

98+

98+

2310 lm

2469 lm

2538 lm

10W 20W 30W

BULL PRECISION MONOPOINT

XX XXBPM

BPM X X XX 9 X
Finishing
Finitions 
Acabados

Power
Pouissance
Potencia

11
2

3
5

C

White
Blanc
Blanco

10W

20W

30W
Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
36°

52°

10°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

CU Custom
Personnalisée
Personalizado

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

977 lm

1016 lm

1055 lm

CCT      Flux     CRI

10W-30W
11mm 
(0.43”)

10W 20W
30W
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ART
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

7.5W

IP65F

86mm 
(3.38”)

59mm (2.32”)

X XXAT1

AT1 X XX 9 X
Finishing
Finitions 
Acabados

2

5

6

C

Aluminum 
Aluminium 
Aluminio

Black
Noir
Negro

Bronze
Bronce

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

24
27
30
35
40
CU

2400K

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

M

X

S

W
46°

36°

60°

120°

9

CEILING AND WALL MOUNTED LUMINAIRES

L0D1
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Photometric diagrams

36˚

F971

46˚

F972 F973

60˚

30

60

30

60

30

60

F036

30

60

120°

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

560 lm

580 lm

95+

98+

98+

98+

98+

610 lm

625 lm

640 lm

DLM.100
Min. 1
Max. 12

DLM.60
Min. 1
Max. 7

DLM.30
Min. 1
Max. 3

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Static White 0-10V/Phase

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+
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SASABUNE
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP65F

80mm 
3.14”)

86mm 
(3.38”)

X 9XXSB1

SB1 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

W
S

45°

25°

CEILING AND WALL MOUNTED LUMINAIRES

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

977 lm

1016 lm

1055 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

CU Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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KELLER S
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

7.5W

IP65F

70mm 
(2.75”)

112mm 
(4.40”)

60mm 
(2.36”)

59mm (2.32”)

X XXKE1

KE1 X XX 9 X
Finishing
Finitions 
Acabados

2

5

6

C

Aluminum 
Aluminium 
Aluminio

Black
Noir
Negro

Bronze
Bronce

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

24
27
30
35
40
CU

2400K

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

M
S

W
46°

36°

60°

9

CEILING AND WALL MOUNTED LUMINAIRES

L0D1
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Photometric diagrams

36˚

F971

46˚

F972 F973

60˚

30

60

30

60

30

60

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

560 lm

580 lm

95+

98+

98+

98+

98+

610 lm

625 lm

640 lm

DLM.100
Min. 1
Max. 12

DLM.60
Min. 1
Max. 7

DLM.30
Min. 1
Max. 3

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Static White 0-10V/Phase

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+
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KELLER D
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

2 X 7.5W

IP65F

118mm 
(4.64”)

112mm (4.40”)

60mm 
(2.36”)

59mm (2.32”)

X XXKE2

KE1 X XX 9 X
Finishing
Finitions 
Acabados

2

5

6

C

Aluminum 
Aluminium 
Aluminio

Black
Noir
Negro

Bronze
Bronce

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

24
27
30
35
40
CU

2400K

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X XBeam angle
Angle de faisceau 
Ángulo del haz

Beam angle
Angle de faisceau 
Ángulo del haz

M M
S S

W W
46° 46°

36° 36°

60° 60°

9

CCT         Flux(x2)   CRI
2400K
2700K
3000K
3500K
4000K

560 lm

580 lm

95+

98+

98+

98+

98+

610 lm

625 lm

640 lm

CEILING AND WALL MOUNTED LUMINAIRES

2 x L0D1
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Photometric diagrams

36˚

F971

46˚

F972 F973

60˚

30

60

30

60

30

60

DLM.100
Min. 1
Max. 6

DLM.60
Min. 1
Max. 3

DLM.30
Min. 1
Max. 1

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Static White 0-10V/Phase

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+
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ARIK 6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V) (CC)

Power
Pouissance
Potencia

4.5W

80mm
(3.15”)

80mm
(3.15”)

115mm
(4.53”)

CEILING AND WALL MOUNTED LUMINAIRES

F IP44

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

X6 EXX CCAW Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

45°

25°1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

AW 6 X X XX CC E

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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ARIK 10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V) (CC)

Power
Pouissance
Potencia

10W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

100mm
(3.93”)

100mm
(3.93”)

135mm
(5.31”)

CEILING AND WALL MOUNTED LUMINAIRES

F IP44

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

X XX CCAH Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

AH X X XX CC

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory Please consult factory for 

driver options

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Turnable White
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KOINE 6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V) (CC)

Power
Pouissance
Potencia

4.5W

95mm (3.74”)

145mm
(5.71”)

F IP44

CEILING AND WALL MOUNTED LUMINAIRES

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

X6 EXX CCKW Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

45°

25°1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

KW 6 X X XX CC E

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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KOINE 10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V) (CC)

Power
Pouissance
Potencia

10W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

CEILING AND WALL MOUNTED LUMINAIRES

95mm (3.74”)

145mm
(5.71”)

F IP44

X XX CCKH Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

KH X X XX CC

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Please consult factory for 
driver options

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Turnable White

120VAC On-Board Driver
Includes 5” Canopy
Phase or 0-10V Dimming

CC - Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

Drivers (On-Board)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory
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Supply current
Courant d’alimentation
Corriente de alimentación

500mA, 36V
700mA, 36V

Power
Pouissance
Potencia

20W
30W

Photometric diagrams

23°

F901

35°

F902 F903

52°

30

60

30

60

30

60

150mm
(5.90”)

150mm
(5.90”)

190mm
(7.48”)

CEILING AND WALL MOUNTED LUMINAIRES

CUBE 20/30
design: Roberto Mantovani

IP20F

X 9X XXCU Power
Pouissance
Potencia

Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
35°

52°

23°2 1
3

5

C

20W White
Blanc
Blanco30W

Black
Noir
Negro
Custom
Personnalisée
Personalizado

CU X X XX 9 X

CCT         Flux      CRI
2700K
3000K
3500K
4000K

2380 lm 93

93

93

93

2560 lm

2645 lm

2730 lm

20W

30W

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

500mA

700mA

20W

30W

Static White

Static White

Phase / 0-10V (Dual Dimming)

Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

CCPRO40-A
Min. 1
Max. 1
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SWAN 10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

CEILING AND WALL MOUNTED LUMINAIRES

+/-90°

360°

109mm
(4.29”)

109mm
(4.29”)

142mm
(5.59”)

IP20F

X XXSW1

SW1 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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SWAN X120
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2 x 18V)

Power
Pouissance
Potencia

2 x 10W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

CEILING AND WALL MOUNTED LUMINAIRES

+/-90°

360°

109mm
(4.29”)218mm

(8.58”)

142mm
(5.59”)

IP20F

2 x L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari DCVI.B.2

24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Dim to Warm
1800K-3000K

CCT      Flux(x2)   CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

X XXSWX12

SWX12 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A x2
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

CCPRO10-A x2
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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SWAN X130
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 3 x 18V)

Power
Pouissance
Potencia

3 x 10W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

CEILING AND WALL MOUNTED LUMINAIRES

+/-90°

360°

109mm
(4.29”)327mm

(12.87”)

142mm
(5.59”)

IP20FF

3 x L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

X XXSWX13

SWX13 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Dim to Warm
1800K-3000K

CCT      Flux(x3)   CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

3 x DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A x3
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

CCPRO10-A x3
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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MARUPE 12
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V) (CC)

500mA (V
f
 2x8.7V) (CC)

Power
Pouissance
Potencia

4.5W (single)
9W (double)

80mm
(3.15”)

80mm
(3.15”)

180mm
(7.08”)

CEILING AND WALL MOUNTED LUMINAIRES

F IP44

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

X 2 EX XX CCMW Emission
Émission  
Emisión

Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X XBeam angle
Angle de faisceau 
Ángulo del haz

Beam angle
Angle de faisceau 
Ángulo del haz

2 2
D D

1 1
45° 45°

Blind 
Borgne
Ciego

Blind 
Borgne
Ciego

25° 25°1 1

2 5

C

Single
Unique
Único

White
Blanc
Blanco

Double
Doble

Black
Noir
Negro

Custom
Personnalisée
Personalizado

MW X 2 X X X XX CC E

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

CCPRO10-A
Min. 1
Max. 1

500mA 500mA
4.5W 9W

Static White Static WhitePhase / 0-10V (Dual Dimming) Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 2

CCPRO10-A
Min. 1
Max. 1

250mA 400mA
4.5W 9W

Dim to Warm Dim to WarmPhase / 0-10V (Dual Dimming) Phase / 0-10V (Dual Dimming)

FCCPRO40-A
Min. 1
Max. 3

CCPRO40-A
Min. 1
Max. 3
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GAGA
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

2 x 10W

200mm
(7.87”)

140mm
(5.51”)

45mm
(1.77”)

CEILING AND WALL MOUNTED LUMINAIRES

500mA (V
f
 2 x 18V)

IP40

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux(x2)   CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

X XXGG1

GG1 X XX 9
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

9

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory Please consult manufactory 

for driver option

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

Turnable White Phase / 0-10V (Dual Dimming)
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HULA
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC      

Power
Pouissance
Potencia

6W

240mm
(9.44”)

142mm
(5.59”)

30mm
(1.18”)

CEILING AND WALL MOUNTED LUMINAIRES

IP65

X XXHL1

HL1 X XX
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
40
CU

2700K

3000K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

CCT         Flux      CRI
2700K
3000K
4000K

480 lm 98+

98+

98+

510 lm

560 lm

DLM.100
Min. 1
Max. 15

DLM.60
Min. 1
Max. 8

DLM.30
Min. 1
Max. 4

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Static White 0-10V/Phase

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+
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CADMO 6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

163mm
(6.41”)

147mm
(5.79”)

75mm
(2.95”)

CEILING AND WALL MOUNTED LUMINAIRES

IP65F

X X XXPXP Emission
Émission  
Emisión

Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X XBeam angle
Angle de faisceau 
Ángulo del haz

Beam angle
Angle de faisceau 
Ángulo del haz

F F
W W
D D

S S
40°

120°

40°

120°

Blind 
Borgne
Ciego

Blind 
Borgne
Ciego

18° 18°1 1

2 5

9
C

Single
Unique
Único

White
Blanc
Blanco

Double
Doble

Black
Noir
Negro

COR-TEN

Custom
Personnalisée
Personalizado

PXP X X XX X X

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

18°

F005 F006

40°

60

30

60

30

60

30

F035
Photometric diagrams

120°

CCT         Flux      CRI
2700K
3000K
3500K
4000K

384 lm 93

93

93

93

400 lm

433 lm

462 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

CCPRO10-A
Min. 1
Max. 2

500mA 500mA
4.5W 9W

Static White Static WhitePhase / 0-10V (Dual Dimming) Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 2

CCPRO10-A
Min. 1
Max. 1

250mA 400mA
4.5W 9W

Dim to Warm Dim to WarmPhase / 0-10V (Dual Dimming) Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO40-A
Min. 1
Max. 3

500mA (V
f
 8.7V) (CC)

500mA (V
f
 2x8.7V) (CC)

4.5W (single)
9W (double)
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PENDANT LUMINAIRES

BULL PRECISION PENDANT
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

120VAC
120VAC
120VAC

Power
Pouissance
Potencia

10W
20W
30W

6ft cable 
(Custom length available)

IP20

CCT         Flux      CRI
2700K
3000K
3500K
4000K

2187 lm 98+

98+

98+

98+

2310 lm

2469 lm

2538 lm

30W

Drivers
Alimentateurs 
Alimentadores

Integral
ELV or 0-10V (Dual Dimming)
- Remote located driver option available 

- Included With Assembly

10W 20W

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

*

XX XXBPP

BPP X X XX 9 X
Finishing
Finitions 
Acabados

Power
Pouissance
Potencia

11
2

5

C

3

White
Blanc
Blanco

10W

20W
Black
Noir
Negro

Custom
Personnalisée
Personalizado

30W

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
36°

52°

10°

* 10W Version Only

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

208mm 
(8.18”)

11mm 
(0.45”)

50mm (2”)
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GES TRACK
Single Circuit Track

Supply current
Courant d’alimentation
Corriente de alimentación

120VAC
15A

Accessories - Accessoires - Accesorios

2 - Black
3 - White

2 - Black
3 - White

2 - Black
3 - White

2 - Black
3 - White

2 - Black
3 - White

2 - Black
3 - White

Live End Feed

End Cap, Dead End Linear Coupler

Middle Live Feed L Live Feed T Live Feed
GES-11-X

GES-41-X GES-21-X

GES-14-X GES-34-X GES-40-X

LINEAR SYSTEM

XGES20

GES20 X X
Finishing
Finitions 
Acabados

3

2

White
Blanc
Blanco

Black
Noir
Negro

Code Construction
Construction du code produit  
Construcción del código de producto

X Length
Longitud 
Longueur

8
4

8’

4’

20.57mm
(0.81”)

34.92mm (1.375”)

Note

1220mm (4'), 
2440mm (8')

IP20F

SK-GES
SKB-30-X Ceiling Cup
SKB-34-X Aircraft Cable (5’, 9’, 15’) 
SKB-12 Track Clip
Suspension Kit
2 - Black
3 - White
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Supply current
Courant d’alimentation
Corriente de alimentación

120VAC
15A

Accessories - Accessoires - Accesorios

2 - Black
3 - White

2 - Black
3 - White

2 - Black
3 - White

2 - Black
3 - White

2 - Black
3 - White

2 - Black
3 - White

Live End Feed

End Cap, Dead End Linear Coupler

Middle Live Feed

L Live Feed

T Live Feed

XTSC-611-X
XTSC-612-X 
(Reverse Polarity)

XTSC-641-X XTSC-621-X
SK-XTS
SKB-30-X Ceiling Cup
SKB-34-X Aircraft Cable (5’, 9’, 15’) 
SKB-12 Track Clip
Suspension Kit
2 - Black
3 - White

XTSC-614-X XTSC-634-X
(Inside Polarity)
XTS-635-X
(Outside Polarity)

XTSC-636-X
(Outside Left Polarity)
XTSC-637-X 
(Inside Right Polarity)
XTSC-639-X 
(Outside Right Polarity)
XTSC-640-X 
(Inside Left Polarity)

LINEAR SYSTEM

XTSC TRACK
Three Circuit Pulse Control Track

XXTSC60

XTSC60 X X
Finishing
Finitions 
Acabados

3

2

White
Blanc
Blanco

Black
Noir
Negro

Code Construction
Construction du code produit  
Construcción del código de producto

X Length
Longitud 
Longueur

8
4

8’

4’

Note

1220mm (4'), 
2440mm (8')

IP20F

1 1/4”

1 1/4”
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BULL 10 FOCUS
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

120VAC

Power
Pouissance
Potencia

10W

Adjustable optics
Optique réglable
Óptica ajustable

10-55°

TRACK PROJECTORS

IP20

90mm (3.54”)

226mm 
(8.89”) 160mm 

(6.29”)

BUX2FL
Adjustable barn door flap
Volets orientables anti-éblouissement
Aletas direccionales

Optionals - Accessoires - Accesorios

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

977 lm

1016 lm

1055 lm

X 9 XXXBF1

BF1 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

No. Circuits
Nu. Circuiti

1
2

1 Circuit

3 Circuits

Code Construction
Construction du code produit  
Construcción del código de producto

10-55°

Adjustable optics
Optique réglable
Óptica ajustable

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

CU Custom
Personnalisée
Personalizado
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BULL 20 FOCUS
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

120VAC

Power
Pouissance
Potencia

20W

Adjustable optics
Optique réglable
Óptica ajustable

10-55°

TRACK PROJECTORS

IP20

90mm (3.54”)

261mm 
(10.27”) 195mm 

(7.67”)

BUX2FL
Adjustable barn door flap
Volets orientables anti-éblouissement
Aletas direccionales

Optionals - Accessoires - Accesorios

X 9 XXXBF2

BF2 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

No. Circuits
Nu. Circuiti

27 1
30 2
35
40
CU

2700K 1 Circuit

3000K 3 Circuits

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

10-55°

Adjustable optics
Optique réglable
Óptica ajustable

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm
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BULL 10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

10W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

60mm
(2.36”)

110mm
(4.33”)

165mm
(6.5”)

28mm
(1.10”)

40mm
(1.57”) 175mm

(6.88”)

TRACK PROJECTORS

120VAC

IP20

BUX1NA
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

BUX1FL
Adjustable barn door flap
Volets orientables anti-éblouissement
Aletas direccionales

Optionals - Accessoires - Accesorios

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

XX XXBU1

BU1 X X XX 9 X X
Body color
Couleur du corps 
Color del cuerpo

Color of the cylinder
Couleur du cylindre
Color del cilindro

1

C

5

White
Blanc
Blanco

Custom
Personnalisée
Personalizado

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X X9 Beam angle
Angle de faisceau 
Ángulo del haz

No. Circuits
Nu. Circuiti

M 2
W

S 1
46° 3 Circuits

60°

36° 1 Circuit24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado
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BULL 20
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

20W

90mm
(3.54”)

195mm
(7.67”)120mm

(4.72”)

195mm
(7.67”)

60mm
(2.36”)

35mm
(1.38”)

Photometric diagrams

23°

F901

35°

F902 F903

52°

30

60

30

60

30

60

TRACK PROJECTORS

120VAC

IP20

BUX2NA
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

BUX2FL
Adjustable barn door flap
Volets orientables anti-éblouissement
Aletas direccionales

Optionals - Accessoires - Accesorios

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

XX XXBU2

BU2 X X XX 9 X X
Body color
Couleur du corps 
Color del cuerpo

Color of the cylinder
Couleur du cylindre
Color del cilindro

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X X9 Beam angle
Angle de faisceau 
Ángulo del haz

No. Circuits
Nu. Circuiti

M 2
W

S 1
35° 3 Circuits

52°

23° 1 Circuit

C Custom
Personnalisée
Personalizado
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BULL 40
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

40W

130mm
(5.12”)

160mm
(6.29”)

250mm
(9.84”)

195mm
(17.67”)

91mm
(3.58”)

35mm
(1.38”)

Photometric diagrams

11°

F904

19°

F905 F906

42°

30

60

30

60

30

60

TRACK PROJECTORS

120VAC

IP20

BUX4NA
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

BUX4FL
Adjustable barn door flap
Volets orientables anti-éblouissement
Aletas direccionales

Optionals - Accessoires - Accesorios

CCT         Flux      CRI
2700K
3000K
3500K
4000K

3400 lm 93

93

93

93

3660 lm

3780 lm

3900 lm

XX XXBU4

BU4 X X XX 9 X X
Body color
Couleur du corps 
Color del cuerpo

Color of the cylinder
Couleur du cylindre
Color del cilindro

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X X9 Beam angle
Angle de faisceau 
Ángulo del haz

No. Circuits
Nu. Circuiti

M 2
W

S 1
19° 3 Circuits

42°

11° 1 Circuit

C Custom
Personnalisée
Personalizado
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BULL 10 PRECISION
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

10W

TRACK PROJECTORS

90mm (3.54”)

239mm
(9.40”)

173mm
(6.81”)

Photometric diagrams

10°

F976

36°

F977 F978

52°

303030

606060

120VAC

IP20

Optionals - Accessoires - Accesorios

- Included With Assembly

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

X XXBP1

BP1 X XX 9 X X
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X X9 Beam angle
Angle de faisceau 
Ángulo del haz

No. Circuits
Nu. Circuiti

M 2
W

S 1
36° 3 Circuits

52°

10° 1 Circuit

C Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

+/-45°
358°
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BULL 20/30 PRECISION
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

20W-30W

TRACK PROJECTORS

90mm (3.54”)

274mm
(10.78”) 208mm

(8.18”)

10°

F979

36°

F980 F981

52°

303030

606060

Photometric diagrams

120VAC

IP20

Optionals - Accessoires - Accesorios

X XXBP

BP X X XX 9 X X
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X X9 Beam angle
Angle de faisceau 
Ángulo del haz

No. Circuits
Nu. Circuiti

M 2
W

S 1
36° 3 Circuits

52°

10° 1 Circuit

- Included With Assembly

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

CCT         Flux      CRI
2700K
3000K
3500K
4000K

2380 lm 93

93

93

93

2560 lm

2645 lm

2730 lm

C Custom
Personnalisée
Personalizado

20W 30W

X Power
Pouissance
Potencia

3
2

30W

20W

+/-45°
358°
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JOS R2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación
500mA (V

f
 2.9V)

Power
Pouissance
Potencia
1.5W

155mm
(6.10”)

20mm
(0.78”)

50mm
(1.96”)

47mm
(1.85”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

IP20
40mm

F
(1.57”)

90˚

360˚

Photometric diagrams

20˚

F701

40˚

F702

30

60

30

60

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

X XXJSR2

JSR2 X XX X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

40°

20°

SEMI-RECESSED PROJECTORS

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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JOS R6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

SEMI-RECESSED PROJECTORS

IP20
40mm

F205mm
(8.07”)

32mm
(1.25”)

50mm
(1.96”)

90˚

360˚

47mm
(1.85”)

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

X XXJSR6

JSR6 X XX X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

45°

25°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Optionals - Accessoires - Accesorios

Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Note: the filter must be ordered 
together with the lighting fixture
Note: le filtre doit être commandé en 
même temps que l’appareil
Nota: el filtro debe pedirse junto con 
la luminaria

18mm
(0.70”)

73mm (2.87”)

LJ02B
Black

LJ02
White
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JOS R10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W 

Photometric diagrams

36˚

F971

46˚

F972 F973

60˚

30

60

30

60

30

60

SEMI-RECESSED PROJECTORS

255mm
(10”)

40mm
(1.57”)

70mm
(2.75”)

90˚

360˚

47mm
(1.85”)

IP20
40mm

F

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

X XXJSR1

JSR1 X XX X
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

M
S

W
46°

36°

60°

C Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

Note: the filter must be ordered 
together with the lighting fixture
Note: le filtre doit être commandé en 
même temps que l’appareil
Nota: el filtro debe pedirse junto con 
la luminaria

18mm
(0.70”)

73mm (2.87”)

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Optionals - Accessoires - Accesorios

Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

LJ01
White

LJ01B
Black
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LAD R6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

SEMI-RECESSED PROJECTORS

IP20
40mm

F

Photometric diagrams

10˚

F412

25˚

F413

40˚

F414

30

60

30

60

30

60

LL02
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Optionals - Accessoires - Accesorios

Note: the filter must be ordered
together with the lighting fixtur
Note: le filtre doit être commandé en
même temps que l’appareil
Nota: el filtro debe pedirse junto con
la luminaria

X XXLADR6

LADR6 X XX X
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
3

1
25°

40°

10°

55mm
(2.16”)

70mm
(2.75”)

49mm
(1.92”)

47mm
(1.85”)

52mm
(2.04”)

90˚

360˚

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

C Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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LAD R10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W 

Photometric diagrams

10˚

F412

25˚

F413

40˚

F414

30

60

30

60

30

60

LL01
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Optionals - Accessoires - Accesorios

Note: the filter must be ordered
together with the lighting fixtur
Note: le filtre doit être commandé en
même temps que l’appareil
Nota: el filtro debe pedirse junto con
la luminaria

SEMI-RECESSED PROJECTORS

IP20
40mm

F

75mm
(2.95”)

49mm
(1.92”)

70mm
(2.75”)

47mm
(1.85”)

63mm
(2.48”)

90˚

360˚

X XXLADR1

LADR1 X XX X
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
3

1
25°

40°

10°

C Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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LAD R10 WALL WASHER
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W 

SEMI-RECESSED PROJECTORS

IP20
40mm

F

Photometric diagrams
F984

30

60

WALL WASHER

49mm
(1.92”)

50mm
(1.96”)

70mm
(2.75”)

60mm
(2.36”)

47mm
(1.85”)

84mm
(3.30”)

90˚

358˚

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

X 9XXLADRW

LADR1 X XX 9
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

C Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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ELIA R6
design: J. Allen

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W 

SEMI-RECESSED PROJECTORS

IP20
40mm

F

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

45°

25°

M
S 24

27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

X XXELIR6

ELIR6 X X XX
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco
Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+
90

446 lm

464 lm

482 lm
416 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

275



SEMI-RECESSED PROJECTORS

ELIA R10
design: J. Allen

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP20F
40mm
(1.57”)

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

30°

15°

M
S 24

27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

X XXELIR10

ELIR10 X X XX
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco
Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

45°

60°

F
W

Photometric diagrams
T407

30°

F973

60°

30

60

15°

T971

60

30

30

60

F407

45°

30

60
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ELIJAH R6
design: J. Allen

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W 

SEMI-RECESSED PROJECTORS

IP20
40mm

F

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

L001 (INCLUDED)
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

45°

25°

M
S 24

27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

X XXELJR6

ELJR6 X X XX
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco
Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+
90

446 lm

464 lm

482 lm
416 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

30mm

75mm
(3”)

 (1.2”)
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SEMI-RECESSED PROJECTORS

ELIJAH R10
design: J. Allen

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP20F
40mm
(1.57”)

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

X XXELJR10

ELJR10 X X XX
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco
Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

L001 (INCLUDED)

30°

15°

M
S

45°

60°

F
W

Photometric diagrams
T407

30°

F973

60°

30

60

15°

T971

60

30

30

60

F407

45°

30

60
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ELO R6
design: J. Allen

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W 

SEMI-RECESSED PROJECTORS

IP20
40mm

F

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

45°

25°

M
S 24

27
30
35
40

2400K

2700K

3000K

3500K

4000K

D

CU

Dim Warm

Custom
Personnalisée
Personalizado

X XXELOR6

ELOR6 X X XX
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco
Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+
90

446 lm

464 lm

482 lm
416 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

F974

30

60

WALL WASHER

Wall 
Wash

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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SEMI-RECESSED PROJECTORS

ELO R10
design: J. Allen

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP20F
40mm
(1.57”)

Photometric diagrams
F973

60°

30

60

15°

T971

60

30

T407

30°

30

60

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

X XXELOR10

ELOR10 X X XX
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco
Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

F974

30

60

WALL WASHER

Wall WashD

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

30°

15°

M
S

45°

60°

F
W

F407

45°

30

60
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BULL 10 BASE
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

10W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

72mm
(2.83”)175mm

(6.88”)

33mm
(1.3”)

110mm
(4.33”)

60mm (2.36”)

170mm
(6.69”)

SURFACE PROJECTORS

500mA (V
f
 18V)

IP20

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

BUX1NA
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

BUX1FL
Adjustable barn door flap
Volets orientables anti-éblouissement
Aletas direccionales

Optionals - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

XX XXBB1

BB1 X X XX 9 X
Color of the cylinder
Couleur du cylindre
Color del cilindro

1

C

5

White
Blanc
Blanco

Custom
Personnalisée
Personalizado

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Please consult manufactory 
for driver option

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Turnable White Phase / 0-10V (Dual Dimming)
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SURFACE PROJECTORS

114mm
(4.48”)195mm

(7.67”)

35mm
(1.38”)

110mm
(4.33”)

60mm (2.36”)

170mm
(6.69”)

BULL 10 BASE DOUBLE
design: Lapo Grassellini

IP20

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

2 x 10W500mA (V
f
 2 x 18V)

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux(x2)   CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

XX XXBB1 DBL

BB1 X X XX 9 X DBL
Color of the cylinder
Couleur du cylindre
Color del cilindro

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

C Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

2 x BUX1NA
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

2 x BUX1FL
Adjustable barn door flap
Volets orientables anti-éblouissement
Aletas direccionales

Optionals - Accessoires - Accesorios

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Please consult manufactory 
for driver option

CCPRO10-A x2
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

CCPRO10-A x2
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

Turnable White Phase / 0-10V (Dual Dimming)
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BULL 20 BASE
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

20W

Photometric diagrams

23°

F901

35°

F902 F903

52°

30

60

30

60

30

60

120mm
(4.72”)

195mm
(7.67”)

90mm
(3.54”)195mm

(7.67”)

35mm
(1.38”)

90mm (3.54”)

SURFACE PROJECTORS

500mA (V
f
 36V)

IP20

XX XXBB2

BB2 X X XX 9 X
Color of the cylinder
Couleur du cylindre
Color del cilindro

1

C

5

White
Blanc
Blanco

Custom
Personnalisée
Personalizado

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
35°

52°

23°

BUX2NA
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

BUX2FL
Adjustable barn door flap
Volets orientables anti-éblouissement
Aletas direccionales

Optionals - Accessoires - Accesorios

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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BULL 40 BASE
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

40W

Photometric diagrams

11°

F904

19°

F905 F906

42°

30

60

30

60

30

60

130mm (5.12”)

160mm
(6.29”)

250mm
(9.84”)

114mm
(4.48”)

195mm
(7.67”)

35mm
(1.38”)

SURFACE PROJECTORS

1050mA (V
f
 36V)

IP20

BUX4NA
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

BUX4FL
Adjustable barn door flap
Volets orientables anti-éblouissement
Aletas direccionales

Optionals - Accessoires - Accesorios

XX XXBB4

BB4 X X XX 9 X
Color of the cylinder
Couleur du cylindre
Color del cilindro

1

C

5

White
Blanc
Blanco

Custom
Personnalisée
Personalizado

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
19°

42°

11°

CCT         Flux      CRI
2700K
3000K
3500K
4000K

3400 lm 93

93

93

93

3660 lm

3780 lm

3900 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

1050mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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BULL 10 LAY
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

10W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

110mm
(4.33”)

60mm (2.36”)

163mm
(6.41”)

28mm
(1.10”)

95mm
(3.74”)

86mm(3.39”)

SURFACE PROJECTORS

500mA (V
f
 18V)

IP20

XX XXBX1

BX1 X X XX 9 X
Color of the cylinder
Couleur du cylindre
Color del cilindro

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

C Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
TW
CU

Dim Warm

Tunable White

Custom
Personnalisée
Personalizado

Dim to Warm

Tunable White
1800K-3000K

2700K-5000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

95
977 lm

1016 lm

1055 lm

725 lm

952 lm

BUX1NA
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

BUX1FL
Adjustable barn door flap
Volets orientables anti-éblouissement
Aletas direccionales

Optionals - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory Please consult manufactory 

for driver option

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Turnable White Phase / 0-10V (Dual Dimming)
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BULL 20 LAY
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

20W

Photometric diagrams

23°

F901

35°

F902 F903

52°

30

60

30

60

30

60

122mm
(4.8”)

110mm(4.33”)

175mm
(6.88”)

90mm (3.54”)

120mm
(4.72”)

35mm
(1.38”)

SURFACE PROJECTORS

500mA (V
f
 36V)

IP20

XX XXBX2

BX2 X X XX 9 X
Color of the cylinder
Couleur du cylindre
Color del cilindro

1

C

5

White
Blanc
Blanco

Custom
Personnalisée
Personalizado

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
35°

52°

23°

BUX2NA
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

BUX2FL
Adjustable barn door flap
Volets orientables anti-éblouissement
Aletas direccionales

Optionals - Accessoires - Accesorios

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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BULL 40 LAY
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

40W

Photometric diagrams

11°

F904

19°

F905 F906

42°

30

60

30

60

30

60

132mm
(5.2”)

35mm
(1.38”)

175mm
(6.88”)

120mm(4.72”)

130mm (5.12”)

160mm
(6.29”)

SURFACE PROJECTORS

1050mA (V
f
 36V)

IP20

BUX4NA
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

BUX4FL
Adjustable barn door flap
Volets orientables anti-éblouissement
Aletas direccionales

Optionals - Accessoires - Accesorios

CCT         Flux      CRI
2700K
3000K
3500K
4000K

3400 lm 93

93

93

93

3660 lm

3780 lm

3900 lm

XX XXBX4

BX4 X X XX 9 X
Color of the cylinder
Couleur du cylindre
Color del cilindro

1

C

5

White
Blanc
Blanco

Custom
Personnalisée
Personalizado

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
19°

42°

11°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

1050mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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MINISASHA 110 DISPLAY
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

3W

SURFACE PROJECTORS

Photometric diagrams

18°

F005

40°

F006

30

60

30

60

45mm (1.77”)76mm
(2.99”)

33mm (1.3”)

97mm
(3.82”)

350mA (V
f
 8.7V)

IP20

CCT         Flux      CRI
2700K
3000K
3500K
4000K

267 lm 98+

98+

98+

98+

279 lm

292 lm

309 lm

X XXMSD11

MSD11 X X XX
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

40°

18° 27
30
35
42
CU

2700K

3000K

3500K

4200K

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

CCPRO10-A
Min. 1
Max. 3

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6
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MINISASHA 130 DISPLAY
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

3 x 3W

SURFACE PROJECTORS

Photometric diagrams

18°

F005

40°

F006

30

60

30

60

33mm (1.3”)

76mm
(2.99”)

45mm (1.77”)

210mm
(8.26”)

350mA (V
f
 3 x 8.7V)

IP20

CCT         Flux(x3)   CRI
2700K
3000K
3500K
4000K

267 lm 98+

98+

98+

98+

279 lm

292 lm

309 lm

X XXMSD13

MSD13 X X XX
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

40°

18° 27
30
35
42
CU

2700K

3000K

3500K

4200K

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

CCPRO10-A
Min. 1
Max. 1

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 2
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MINISASHA 110 U
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

3W

97mm (3.82”)

45mm
(1.77”)

33mm
(1.3”)

SURFACE PROJECTORS

Photometric diagrams

18°

F005

40°

F006

30

60

30

60

350mA (V
f
 8.7V)

IP20

CCT         Flux      CRI
2700K
3000K
3500K
4200K

267 lm 93

93

93

93

279 lm

292 lm

309 lm

X XXMSU11

MSU11 X X XX
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

40°

18° 27
30
35
42
CU

2700K

3000K

3500K

4200K

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

CCPRO10-A
Min. 1
Max. 3

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6
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MINISASHA 130 U
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

3 x 3W

SURFACE PROJECTORS

Photometric diagrams

18°

F005

40°

F006

30

60

30

60

210mm
(8.26”)

45mm
(1.77”)

33mm
(1.3”)

350mA (V
f
 3 x 8.7V)

IP20

CCT         Flux(x3)   CRI
2700K
3000K
3500K
4200K

267 lm 93

93

93

93

279 lm

292 lm

309 lm

X XXMSU13

MSU13 X X XX
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

40°

18° 27
30
35
42
CU

2700K

3000K

3500K

4200K

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

CCPRO10-A
Min. 1
Max. 1

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 2
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SASHA 110 DISPLAY
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

6.5W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

53mm
(2.09”)

110mm
(4.33”)

125mm
(4.92”)

110mm
(4.33”)

SURFACE PROJECTORS

350mA (V
f
 18V)

IP20

X XXSD11

SD11 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

CCT         Flux      CRI
2700K
3000K
3500K
4000K

690 lm 98+

98+

98+

98+

770 lm

780 lm

790 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

CCPRO10-A
Min. 1
Max. 1

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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SURFACE PROJECTORS

X XXSD12

SD12 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

SASHA 120 DISPLAY
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

2 x 6.5W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

110mm
(4.33”)

125mm
(4.92”)

53mm
(2.09)

195mm
(17.67”)

350mA (V
f
 2 x 18V)

IP20

CCT         Flux(x2)   CRI
2700K
3000K
3500K
4000K

690 lm 98+

98+

98+

98+

770 lm

780 lm

790 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

CCPRO10-A x2
Min. 1
Max. 1

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

304



SASHA 130 DISPLAY
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

3 x 6.5W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

110mm
(4.33”)

125mm
(4.92”)

53mm (2.09”)

275mm
(10.82”)

SURFACE PROJECTORS

350mA (V
f
 3 x 18V)

IP20

CCT         Flux(x3)   CRI
2700K
3000K
3500K
4000K

690 lm 98+

98+

98+

98+

770 lm

780 lm

790 lm

X XXSD13

SD13 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A x2
Min. 1
Max. 1

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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SASHA 150 DISPLAY
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

5 x 6.5W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

110mm (4.33”)

445mm
(17.51”)

125mm
(4.92”)

53mm (2.09”)

SURFACE PROJECTORS

350mA (V
f
 5 x 18V)

IP20

CCT         Flux(x5)   CRI
2700K
3000K
3500K
4000K

690 lm 98+

98+

98+

98+

770 lm

780 lm

790 lm

X XXSD15

SD15 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

CCPRO10-A x5
Min. 1
Max. 1

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A x2
Min. 1
Max. 1
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SASHA 110 U
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

6.5W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

110mm
(4.33”)

110mm
(4.33”)

125mm
(4.92”)

55mm
(2.17”)

SURFACE PROJECTORS

350mA (V
f
 18V)

IP20

CCT         Flux      CRI
2700K
3000K
3500K
4000K

690 lm 98+

98+

98+

98+

770 lm

780 lm

790 lm

X XXSU11

SU11 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 1

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

309



SASHA 120 U
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

2 x 6.5W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

110mm
(4.33”)

55mm
(2.17”)125mm

(4.92”)

195mm
(7.67”)

350mA (V
f
 2 x 18V)

IP20

CCT         Flux(x2)   CRI
2700K
3000K
3500K
4000K

690 lm 98+

98+

98+

98+

770 lm

780 lm

790 lm

X XXSU12

SU12 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

SURFACE PROJECTORS

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A x2
Min. 1
Max. 1

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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SASHA 130 U
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

3 x 6.5W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

110mm
(4.33”)

55mm
(2.17”)

125mm
(4.92”)

275mm
(10.82”)

SURFACE PROJECTORS

350mA (V
f
 3 x 18V)

IP20

CCT         Flux(x3)   CRI
2700K
3000K
3500K
4000K

690 lm 98+

98+

98+

98+

770 lm

780 lm

790 lm

X XXSU13

SU13 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

CCPRO10-A x2
Min. 1
Max. 1

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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SASHA 150 U
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

Power
Pouissance
Potencia

5 x 6.5W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

110mm
(4.33”)

55mm
(2.17”)

125mm
(4.92”)

445mm
(17.51”)

SURFACE PROJECTORS

350mA (V
f
 5 x 18V)

IP20

CCT         Flux(x5)   CRI
2700K
3000K
3500K
4000K

690 lm 98+

98+

98+

98+

770 lm

780 lm

790 lm

X XXSU15

SU15 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

CCPRO10-A x5
Min. 1
Max. 1

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A x2
Min. 1
Max. 1
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TULIP
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

SURFACE PROJECTORS

16°

F948 F949

28°

60

30

60

30

60

30

F950

42°

Photometric diagrams

66mm
(2.59”)

28mm
(1.10”)

90mm (3.54”)

358°

90° IP20F

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

977 lm

1016 lm

1055 lm

X XXTP1

TP1 X XX 9 X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
28°

42°

16°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

CU Custom
Personnalisée
Personalizado

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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PUFF
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación
250mA (V

f
 8.7V)    

Power
Pouissance
Potencia
2W

SURFACE PROJECTORS

min. 60mm (2.36”)
max. 340mm (13.38”)

21mm
(0.82”)

22mm
(0.87”)

24mm
(0.94”)

Photometric diagrams

20°

F701

40°

F702

30

60

30

60

IP20F

X XXPU

PU X X XX X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
42
CU

2700K

3000K

3500K

4200K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X XBeam angle
Angle de faisceau 
Ángulo del haz

Low luminace louvre
Filtre basse luminace 
Filtro de baja luminancia

2
O

1 L
40°

No
Non

18° Yes
Oui
Sí

CCT         Flux      CRI
2700K
3000K
3500K
4200K

178 lm 93

93

93

93

186 lm

194 lm

206 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 4

250mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6
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ELIA S6
design: J Allen

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

IP20F

SURFACE PROJECTORS

Photometric diagrams

25°

F002

30

60

F407

45°

30

60

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+
90

446 lm

464 lm

482 lm
416 lm

Canopée
Cubierta

1 Mini

Standard

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

X XXELS6

ELS6 X X XX X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco
Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X XBeam angle
Angle de faisceau 
Ángulo del haz

M
S

45°

25°

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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SURFACE PROJECTORS

ELIA S10
design: J Allen

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP20F

Photometric diagrams
F973T407

60°30°

30

60

15°

T971

60

30

30

60

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

Canopée
Cubierta

1 Mini

Standard

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

X XXELS10

ELS10 X X XX X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco
Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X XBeam angle
Angle de faisceau 
Ángulo del haz

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

30°

15°

M
S

45°

60°

F
W

F407

45°

30

60
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ELIJAH S6
design: J Allen

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

IP20F

SURFACE PROJECTORS

Photometric diagrams

25°

F002

30

60

F407

45°

30

60

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+
90

446 lm

464 lm

482 lm
416 lm

Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria DCVI.B.1

24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Canopée
Cubierta

1 Mini24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

X XXELJS6

ELJS6 X X XX X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco
Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X XBeam angle
Angle de faisceau 
Ángulo del haz

M
S

45°

25°

Standard

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

L001 (INCLUDED)
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SURFACE PROJECTORS

ELIJAH S10
design: J Allen

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP20F

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

Canopée
Cubierta

1 Mini24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

X XXELJS10

ELJS10 X X XX X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco
Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X XBeam angle
Angle de faisceau 
Ángulo del haz

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Standard

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

L001 (INCLUDED)

30°

15°

M
S

45°

60°

F
W

Photometric diagrams
T407

30°

F973

60°

30

60

15°

T971

60

30

30

60

F407

45°

30

60
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ELO S6
design: J Allen

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

IP20F

SURFACE PROJECTORS

Photometric diagrams
F974

30

60

WALL WASHER
Dim to Warm

1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+
90

446 lm

464 lm

482 lm
416 lm

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria DCVI.B.1

24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

D Wall Washer

Canopée
Cubierta

1 Mini24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

X XXELOS6

ELOS6 X X XX X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco
Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X XBeam angle
Angle de faisceau 
Ángulo del haz

Standard

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

M
S

45°

25°

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

25°

F002

30

60

F407

45˚

30

60
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SURFACE PROJECTORS

ELO S10
design: J Allen

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP20F

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria DCVI.B.1

24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Canopée
Cubierta

1 Mini24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

X XXELOS10

ELOS10 X X XX X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco
Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X XBeam angle
Angle de faisceau 
Ángulo del haz

Standard

D Wall Washer

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

30°

15°

M
S

45°

60°

F
W

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

F973

60°

30

60

15°

T971

60

30

T407

30°

30

60

F974

30

60

WALL WASHER

F407

45°

30

60

Photometric diagrams
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JOS S2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

20mm
(0.78”)

IP20F

SURFACE PROJECTORS

Photometric diagrams

20˚

F701

40˚

F702

30

60

30

60

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

127mm (5”)50mm (2”)

155mm
(6.10”)

11mm
(0.45”) 11mm

(0.45”)

358˚

90˚

X XXJSS2

JSS2 X XX X X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

40°

20°

Canopée
Cubierta

1 Mini

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

Standard

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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JOS S6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

IP20F

SURFACE PROJECTORS

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

127mm (5”)50mm (2”)

32mm (1.25”)

205mm
(8.93”)

11mm
(0.45”) 11mm

(0.45”)

358˚

90˚

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+
90

446 lm

464 lm

482 lm
416 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

X XXJSS6

JSS6 X XX X X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

45°

25°

Canopée
Cubierta

1 Mini24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Standard

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

LJ02
White

LJ02B
Black
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JOS S10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W 

IP20F

SURFACE PROJECTORS

Photometric diagrams

36˚

F971

46˚

F972 F973

60˚

30

60

30

60

30

60

X XXJSS1

JSS1 X XX X X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

M
S

W
46°

36°

60°

127mm (5”)50mm (2”)

40mm (1.57”)

255mm
(10”)

11mm
(0.45”) 11mm

(0.45”)

358˚

90˚

Canopée
Cubierta

1 Mini24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

Standard

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Low luminance louvre
Filtre basse luminace Filtro 
de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

Optionals - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

LJ01
White

LJ01B
Black

Optionals - Accessoires - Accesorios
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LAD S6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W 

IP20F

SURFACE PROJECTORS

52mm
(2.04”)

122mm
(4.80”)

48mm
(1.88”)

55mm
(2.16”)

LL02
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Photometric diagrams

10˚

F412

25˚

F413

40˚

F414

30

60

30

60

30

60

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+
90

446 lm

464 lm

482 lm
416 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

127mm (5”)50mm (2”)

11mm
(0.45”) 11mm

(0.45”)

358˚

90˚

X XXLADS6 Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
3

1
25°

40°

10°

LADS6 X XX X X

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Canopée
Cubierta

1 Mini

Standard

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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LAD S10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W 

IP20F

SURFACE PROJECTORS

Photometric diagrams

10˚

F412

25˚

F413

40˚

F414

30

60

30

60

30

60

LL01
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

63mm
(2.48”)

133mm
(5.23”)

48mm
(1.88”)

75mm
(2.95”)

127mm (5”)50mm (2”)

11mm
(0.45”) 11mm

(0.45”)

358˚

90˚

X XXLADS1

LADS1 X XX X X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
3

1
25°

40°

10°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Canopée
Cubierta

1 Mini

Standard

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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LAD S10 WALL WASHER
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W 

IP20F

SURFACE PROJECTORS

Photometric diagrams
F984

30

60

WALL WASHER

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

50mm
(1.96”)

154mm
(6.06”)

84mm
(3.30”)

48mm
(1.88”)

60mm
(2.36”)

127mm (5”)50mm (2”)

11mm
(0.45”) 11mm

(0.45”)

358˚

90˚

X 9XXLADSW Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto LADS1 X XX 9 X

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Canopée
Cubierta

1 Mini

Standard

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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JOS X2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

1.5W

IP20F

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 98+

98+

98+

98+

133 lm

143 lm

154 lm

LINEAR SYSTEM

20mm
(0.78”)

155mm
(6.10”)

112mm (4.40”)

X XXJSX2

JSX2 X XX X
Finishing
Finitions 
Acabados

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

40°

20°

358˚

90˚

Photometric diagrams

20˚

F701

40˚

F702

30

60

30

60

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+

CV2496A
Min. 1
Max. 60

Static White 0-10V/Phase
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LINEAR SYSTEM

JOS X6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

4.5W

IP20F

32mm
(1.25”)

205mm
(8.07”)

112mm (4.40”)

358˚

90˚

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

X XXJSX6

JSX6 X XX X
Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

45°

25°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+
90

446 lm

464 lm

482 lm
416 lm

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+

CV2496A
Min. 1
Max. 20

Static White/DW 0-10V/Phase

Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

LJ02
White

LJ02B
Black
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LINEAR SYSTEM

JOS X10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

10W

IP20F
255mm
(10.03”)

112mm (4.40”)

X XXJSX1

JSX1 X XX X
Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

M
S

W
46°

36°

60°

358˚

90˚

40mm (1.57”)

Photometric diagrams

36˚

F971

46˚

F972 F973

60˚

30

60

30

60

30

60

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+

CV2496A
Min. 1
Max. 9

Static White/DW 0-10V/Phase

Low luminance louvre
Filtre basse luminace Filtro 
de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

LJ01
White

LJ01B
Black

Optionals - Accessoires - Accesorios
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LAD X6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

4.5W

IP20F

LL02
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

LINEAR SYSTEM

52mm
(2.04”)

48mm
(2.04”)

55mm
(2.16”)

112mm (4.40”)

358˚

90˚

Photometric diagrams

10˚

F412

25˚

F413

40˚

F414

30

60

30

60

30

60

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+
90

446 lm

464 lm

482 lm
416 lm

X XXLADX6

LADX6 X XX X
Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
3

1
25°

40°

10°1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+

CV2496A
Min. 1
Max. 20

Static White/DW 0-10V/Phase
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LINEAR SYSTEM

48mm
(2.04”)

LAD X10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

10W

IP20F

75mm
(2.95”)

63mm
(2.48”)

112mm (4.40”)

Photometric diagrams

10˚

F412

25˚

F413

40˚

F414

30

60

30

60

30

60

358˚

90˚

LL01
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Note: versions with extended arm length are available upon request
Nota: versioni con lunghezza del braccetto maggiorata disponibili su richiesta 
Note: versions avec longueur du bras majorée disponibles sur demande 

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

X XXLADX1

LADX1 X XX X
Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
3

1
25°

40°

10°1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+

CV2496A
Min. 1
Max. 9

Static White/DW 0-10V/Phase
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LAD X10 WALL WASHER
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

10W

IP20F

LINEAR SYSTEM

Photometric diagrams
F984

30

60

WALL WASHER

358˚

90˚

48mm
(2.04”)

84mm
(3.30”)

50mm
(1.96”)

60mm
(2.36”)

112mm (4.40”)

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

X 9XXLADXW

LADX1 X XX 9
Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+

CV2496A
Min. 1
Max. 9

Static White/DW 0-10V/Phase

344



LV TRACK SS
design: Flexalighting NA

Supply current
Courant d’alimentation
Corriente de alimentación

2 Circuits
24VDC
Max. 2 x 4.1A

Power
Pouissance
Potencia

Max. 2 x 96W, 
Class 2

IP20F

Mechanical Accessories - Accessoires - Accesorios

LINEAR SYSTEM

XLVMT-SS

LVMT-SS X X
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Code Construction
Construction du code produit  
Construcción del código de producto

X Length
Longitud 
Longueur

1 8’ 1220mm (4’)
2440mm (8’)

Note

Compatible Fixtures - luminaires compatibles - luminarias compatibles

ELIA X6 / X10 
4.5-10W  IP20  24VDC

ELIJAH X6 / X10      
4.5-10W  IP20  24VDC

ELO X6 / X10 
4.5-10W  IP20  24VDC

JOS X2 / X6 / X10    
1.5-10W  IP20  24VDC

LAD X6 / X10
4.5-10W  IP20  24VDC

ESME X10/20/30/40
10-40W  IP20  24VDC

16.5mm (21/32”)

19mm (3/4”)

26.4mm (1-3/64”)

26.8mm
(1-1/16”)

Electrical Accessories - Accessoires - Accesorios

LFS-X
Live Feed
B-Black, W-White

MC-ST
Mechanical Connector
Straight

MLC
Mechanical Connector
L Bracket

EC-SS-X
End Cap for SS
Dead End
B-Black, W-White

ECH-SS-X
End Cap for SS
With Hole
B-Black, W-White

ESC-X
Electrical Straight Connector 
B-Black, W-White

LCR-X
90° Inverted Electrical Connector 
B-Black, W-White

LC-X
L Electrical Connector
B-Black, W-White

MLCR
Mechanical Connector 
90° Inverted L Bracket

CVR-SS-X
Aluminium Track Cover, 4’ (1200mm)
B-Black, W-White

SK-015-X
Suspension Kit, 60” (1500mm)
B-Black, W-White
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LV TRACK SD
design: Flexalighting NA

IP20F

LINEAR SYSTEM

XLVMT-SD

LVMT-SD X X
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Code Construction
Construction du code produit  
Construcción del código de producto

X Length
Longitud 
Longueur

1 8’ 1220mm (4’)
2440mm (8’)

Note

Compatible Fixtures - luminaires compatibles - luminarias compatibles

ELIA X6 / X10 
4.5-10W  IP20  24VDC

ELIJAH X6 / X10      
4.5-10W  IP20  24VDC

ELO X6 / X10 
4.5-10W  IP20  24VDC

JOS X2 / X6 / X10    
1.5-10W  IP20  24VDC

LAD X6 / X10
4.5-10W  IP20  24VDC

ESME X10/20/30/40
10-40W  IP20  24VDC

16.5mm
(21/32”)

22.8mm (57/64”)

19mm (3/4”)

26.4mm (1-3/64”)

25m
m

 (63/64”)
53m

m
 (2-3/32”)

Supply current
Courant d’alimentation
Corriente de alimentación

2 Circuits
24VDC
Max. 2 x 4.1A

Power
Pouissance
Potencia

Max. 2 x 96W, 
Class 2

Mechanical Accessories - Accessoires - Accesorios Electrical Accessories - Accessoires - Accesorios

LFS-X
Live Feed
B-Black, W-White

MC-ST
Mechanical Connector
Straight

MLC
Mechanical Connector
L Bracket

EC-SD-X
End Cap for SD
Dead End
B-Black, W-White

ECH-SD-X
End Cap for SD
With Hole
B-Black, W-White

ESC-X
Electrical Straight Connector 
B-Black, W-White

LCR-X
90° Inverted Electrical Connector 
B-Black, W-White

LC-X
L Electrical Connector
B-Black, W-White

MLCR
Mechanical Connector 
90° Inverted L Bracket

CVR-SS-X
Aluminium Track Cover, 4’ (1200mm)
B-Black, W-White

SK-015-X
Suspension Kit, 60” (1500mm)
B-Black, W-White
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LINEAR SYSTEM

LV TRACK RD
design: Flexalighting NA

IP20F

XLVMT-RD

LVMT-RD X X
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Code Construction
Construction du code produit  
Construcción del código de producto

X Length
Longitud 
Longueur

1 8’ 1220mm (4’)
2440mm (8’)

Note

Compatible Fixtures - luminaires compatibles - luminarias compatibles

ELIA X6 / X10 
4.5-10W  IP20  24VDC

ELIJAH X6 / X10      
4.5-10W  IP20  24VDC

ELO X6 / X10 
4.5-10W  IP20  24VDC

JOS X2 / X6 / X10    
1.5-10W  IP20  24VDC

LAD X6 / X10
4.5-10W  IP20  24VDC

ESME X10/20/30/40
10-40W  IP20  24VDC

22.8mm (57/64”)

25mm
(63/64”)

42.5mm (1-53/64”)

52
.5

m
m

 (2
-1

/1
6”

)

32mm (1-17/64”)

Supply current
Courant d’alimentation
Corriente de alimentación

2 Circuits
24VDC
Max. 2 x 4.1A

Power
Pouissance
Potencia

Max. 2 x 96W, 
Class 2

Mechanical Accessories - Accessoires - Accesorios Electrical Accessories - Accessoires - Accesorios

LFS-X
Live Feed
B-Black, W-White

MC-R-ST
Mechanical Connector 
Straight for RD track

MLC
Mechanical Connector
L Bracket

EC-RD-X
End Cap for RD
Dead End
B-Black, W-White

ECH-RD-X
End Cap for RD
With Hole
B-Black, W-White

ESC-X
Electrical Straight Connector 
B-Black, W-White

LCR-X
90° Inverted Electrical Connector 
B-Black, W-White

LC-X
L Electrical Connector
B-Black, W-White

MLCR
Mechanical Connector 
90° Inverted L Bracket

CVR-SS-X
Aluminium Track Cover, 4’ (1200mm)
B-Black, W-White

SK-015-X
Suspension Kit, 60” (1500mm)
B-Black, W-White

347



LV TRACK TD
design: Flexalighting NA

IP20F

LINEAR SYSTEM

XLVMT-TD

LVMT-TD X X
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Code Construction
Construction du code produit  
Construcción del código de producto

X Length
Longitud 
Longueur

1 8’ 1220mm (4’)
2440mm (8’)

Note

Compatible Fixtures - luminaires compatibles - luminarias compatibles

ELIA X6 / X10 
4.5-10W  IP20  24VDC

ELIJAH X6 / X10      
4.5-10W  IP20  24VDC

ELO X6 / X10 
4.5-10W  IP20  24VDC

JOS X2 / X6 / X10    
1.5-10W  IP20  24VDC

LAD X6 / X10
4.5-10W  IP20  24VDC

ESME X10/20/30/40
10-40W  IP20  24VDC

22.8mm (57/64”)

26.4mm (1-3/64”)

54
m

m
 (2

-1
/8

”)

3mm
(1/8”)

50mm (1-31/32”)

Supply current
Courant d’alimentation
Corriente de alimentación

2 Circuits
24VDC
Max. 2 x 4.1A

Power
Pouissance
Potencia

Max. 2 x 96W, 
Class 2

Mechanical Accessories - Accessoires - Accesorios Electrical Accessories - Accessoires - Accesorios

LFS-X
Live Feed
B-Black, W-White

MC-ST
Mechanical Connector
Straight

MLC
Mechanical Connector
L Bracket

EC-TD-X
End Cap for TD
Dead End
B-Black, W-White

ECH-TD-X
End Cap for TD
With Hole
B-Black, W-White

ESC-X
Electrical Straight Connector 
B-Black, W-White

LCR-X
90° Inverted Electrical Connector 
B-Black, W-White

LC-X
L Electrical Connector
B-Black, W-White

MLCR
Mechanical Connector 
90° Inverted L Bracket

CVR-SS-X
Aluminium Track Cover, 4’ (1200mm)
B-Black, W-White

SK-015-X
Suspension Kit, 60” (1500mm)
B-Black, W-White
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ELIA X6
design: J. Allen

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

4.5W

IP20F

LINEAR SYSTEM

Photometric diagrams

25°

F002

30

60

F407

45°

30

60

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+
90

446 lm

464 lm

482 lm
416 lm

X XX

ELIX6 X X XX
Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

M
S

45°

25°1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

ELIX6 Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+

CV2496A
Min. 1
Max. 20

Static White/DW 0-10V/Phase
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LINEAR SYSTEM

ELIA X10
design: J. Allen

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

10W

IP20F

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

X XX

ELIX10 X X XX
Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

ELIX10 Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+

CV2496A
Min. 1
Max. 9

Static White/DW 0-10V/Phase

30°

15°

M
S

45°

60°

F
W

Photometric diagrams
T407

30°

F973

60°

30

60

15°

T971

60

30

30

60

F407

45°

30

60
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ELIJAH X6
design: J. Allen

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

4.5W

LINEAR SYSTEM

IP20F

Photometric diagrams

25°

F002

30

60

F407

45°

30

60

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+
90

446 lm

464 lm

482 lm
416 lm

X XX

ELJX6 X X XX
Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

M
S

45°

25°1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

ELJX6 Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+

CV2496A
Min. 1
Max. 20

Static White/DW 0-10V/Phase

Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

L001 (INCLUDED)
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LINEAR SYSTEM

ELIJAH X10
design: J. Allen

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

10W

IP20F

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

X XX

ELJX10 X X XX
Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

ELJX10 Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+

CV2496A
Min. 1
Max. 9

Static White/DW 0-10V/Phase

Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

L001 (INCLUDED)

30°

15°

M
S

45°

60°

F
W

Photometric diagrams
T407

30°

F973

60°

30

60

15°

T971

60

30

30

60

F407

45°

30

60
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ELO X6
design: J. Allen

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

4.5W

LINEAR SYSTEM

Photometric diagrams
F974

30

60

WALL WASHER

IP20F

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+
90

446 lm

464 lm

482 lm
416 lm

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

X XX

ELOX6 X X XX
Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

ELOX6 Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+

D Wall Washer

M
S

45°

25°

CV2496A
Min. 1
Max. 20

Static White/DW 0-10V/Phase
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LINEAR SYSTEM

ELO X10
design: J. Allen

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

10W

IP20F

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

X XX

ELOX10 X X XX
Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

1

5

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

ELOX10 Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+D Wall Washer

CV2496A
Min. 1
Max. 9

Static White/DW 0-10V/Phase

30°

15°

M
S

45°

60°

F
W

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

F973

60°

30

60

15°

T971

60

30

T407

30°

30

60

F974

30

60

WALL WASHER

F407

45°

30

60

Photometric diagrams

354



ESME PRECISION X10
Fixed Low Voltage Linear Track Light

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

10W

LINEAR SYSTEM

286mm
(11.25”)

22.4mm
(0.88”)

26.6mm
(1.04”)

IP20F

X XXLS1024

LS1024 X X XX
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35

2700K

3000K

3500K

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
3

1
45°

60°

25°

CCT         Flux        CRI
2700K
3000K
3500K

1029 lm 95+

95+

95+

1093 lm

1176 lm

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

F973

60°

30

60

design: J. Allen

4 70° (Batwing) 40 4000K

95+1258 lm4000KF175

70° Batwing

30

60
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Fixed Low Voltage Linear Track Light

LINEAR SYSTEM

565mm
(22.25”)

22.4mm
(0.88”)

26.6mm
(1.04”)

ESME PRECISION X20 Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

20W

X XXLS2024

LS2024 X X XX
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35

2700K

3000K

3500K

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
3

1
45°

60°

25°

IP20F

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

F973

60°

30

60

CCT         Flux        CRI
2700K
3000K
3500K

2058 lm 95+

95+

95+

2186 lm

2352 lm

design: J. Allen

4 70° (Batwing) 40 4000K

95+2516 lm4000KF175

70° Batwing

30

60

356



ESME PRECISION X30
Fixed Low Voltage Linear Track Light

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

30W

LINEAR SYSTEM

845mm
(33.25”)

22.4mm
(0.88”)

26.6mm
(1.04”)

IP20F

X XXLS3024

LS3024 X X XX
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35

2700K

3000K

3500K

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
3

1
45°

60°

25°

design: J. Allen

CCT         Flux        CRI
2700K
3000K
3500K

3087 lm 95+

95+

95+

3279 lm

3528 lm

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

F973

60°

30

60

4 70° (Batwing) 40 4000K

95+3775 lm4000K

F175

70° Batwing

30

60
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Fixed Low Voltage Linear Track Light

LINEAR SYSTEM

1122mm
(44.25”)

22.4mm
(0.88”)

26.6mm
(1.04”)

ESME PRECISION X40 Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

40W

X XXLS4024

LS4024 X X XX
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35

2700K

3000K

3500K

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

2
3

1
45°

60°

25°

IP20F

design: J. Allen

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

F973

60°

30

60

CCT         Flux        CRI
2700K
3000K
3500K

4116 lm 95+

95+

95+

4372 lm

4704 lm

4 70° (Batwing) 40 4000K

95+5032 lm4000K

F175

70° Batwing

30

60
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ESME X10
Diffused Fixed Low Voltage Linear Track Light

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

10W

LINEAR SYSTEM

286mm
(11.25”)

22.4mm
(0.88”)

26.6mm
(1.04”)

IP20F

X XXLD1024

LD1024 X X XX
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35

2700K

3000K

3500K

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

4 120°

CCT         Flux        CRI
2700K
3000K
3500K

978 lm 95+

95+

95+

1038 lm

1117 lm

design: J. Allen

Photometric diagrams
F036

120°

30

60

40 4000K

95+1183 lm4000K
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Diffused Fixed Low Voltage Linear Track Light

LINEAR SYSTEM

565mm
22.25”)

22.4mm
(0.88”)

26.6mm
(1.04”)

ESME X20 Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

20W

X XXLD2024

LD2024 X X XX
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35

2700K

3000K

3500K

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

4 120°

IP20F

CCT         Flux        CRI
2700K
3000K
3500K

1956 lm 95+

95+

95+

2076 lm

2234 lm

design: J. Allen

Photometric diagrams
F036

120°

30

60

40 4000K

95+2366 lm4000K
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ESME X30
Diffused Fixed Low Voltage Linear Track Light

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

30W

LINEAR SYSTEM

845mm
(33.25”)

22.4mm
(0.88”)

26.6mm
(1.04”)

IP20F

X XXLD3024

LD3024 X X XX
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35

2700K

3000K

3500K

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

4 120°

design: J. Allen

CCT         Flux        CRI
2700K
3000K
3500K

3087 lm 95+

95+

95+

3279 lm

3528 lm

Photometric diagrams
F036

120°

30

60

40 4000K

95+3549 lm4000K

361



Diffused Fixed Low Voltage Linear Track Light

LINEAR SYSTEM

1122mm
(44.25”)

22.4mm
(0.88”)

26.6mm
(1.04”)

ESME X40 Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

40W

X XXLD4024

LD4024 X X XX
Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35

2700K

3000K

3500K

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

4 120°

IP20F

design: J. Allen

CCT         Flux        CRI
2700K
3000K
3500K

4116 lm 95+

95+

95+

4372 lm

4704 lm

Photometric diagrams
F036

120°

30

60

40 4000K

95+4732 lm4000K

362



LINEAR SYSTEM

MAGGY 36
design: J. Allen

MG36-ST01
12” (305mm)

Custom Length
Modules Are Available

*

MG36-ST04
48” (1220mm)

MG36-ST02
24” (610mm)

5.3” (135mm)

3.5” (89mm)

1.7” (43mm)1.24” (31.5mm)

ø0.875” (22.2mm)

8.6” (220mm)

MG36-ST06
72” (1829mm)

MG36-LM
L Module

MG36-TM
T Module

13.9” (3
53.06mm)

13.35” (3
39mm)

15.5” (393.7mm)

12” (305mm)
6” (1

52.4mm)

6” (1
52.4mm)

MG36-EC
End Cap

8” (2
03.2mm)

6” (1
52.4mm)

9.5” (2
41.3mm)

Compatible Fixtures
luminaires compatibles
luminarias compatibles

LEONARD 36       
4.5W  IP20  24VDC

DAVID 36       
10W  IP20  24VDC

PRINCE 36  
10W  IP20  24VDC

BEN 36       
15W  IP20  24VDC
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Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

4.5W

LINEAR SYSTEM

360°

45° 28mm
(1.10”)

106mm (4.17”)

IP20F

LEONARD 36
design: Lapo Grassellini

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

30

60

A113

-+

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

CV2496A
Min. 1
Max. 20

Static White/DW 0-10V/Phase

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

98+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

XXLN36

LN36 XX 9 X
Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

S

D
M

25°

45°

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

20+55°
(Elliptical)

20+55° (Elliptical)
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LINEAR SYSTEM

DAVID 36
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

10W

120mm (4.72”)

IP20F

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

-+

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Dim to Warm
1800K-3000K

CCT      Flux     CRI

2700K
3000K
3500K
4000K

769 lm 98+

98+

98+

98+

95

812 lm

869 lm

893 lm

725 lm

28mm (1.1”)

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

XXDA36

DA36 XX 9 X
Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
S

45°

25°27
30
35
40

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

CV2496A
Min. 1
Max. 9

Static White/DW 0-10V/Phase
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PRINCE 36
design: Lapo Grassellini

360°

75°

70mm
(2.76”)

106mm (4.17”)

49mm (1.92”)

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

10W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

IP20F

LINEAR SYSTEM

-+

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

98+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

XXPR36

PR36 XX 9 X
Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

CV2496A
Min. 1
Max. 9

Static White/DW 0-10V/Phase

367



LINEAR SYSTEM

BEN 36
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

15W

Photometric diagrams

120°

F034

30

60

500mm (19.68”)

IP20         F

XXBE360

BE360 XX
Color Temp.
Température couleur
Temperatura de color

27
30
35
40

2700K

3000K

3500K

4000K

Code Construction
Construction du code produit  
Construcción del código de producto

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1050 lm 95+

95+

95+

95+

1071 lm

1093 lm

1112 lm

-+

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

CV2496A
Min. 1
Max. 6

Static White 0-10V/Phase
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MAGGY 72
design: J. Allen

6.75” (171.45mm)

4.25” (108mm)

1.7” (43mm)2.8” (71mm)

ø0.875” (22.2mm)

9.75” (247.65mm)

LINEAR SYSTEM

MG72-ST01
12” (305mm)

Custom Length
Modules Are Available

*

MG72-ST04
48” (1220mm)

MG72-ST02
24” (610mm)

MG72-ST06
72” (1829mm)

MG72-LM
L Module

MG72-TM
T Module

13.9” (3
53.06mm)

13.35” (3
39mm)

15.5” (393.7mm)

12” (305mm)
6” (1

52.4mm)

6” (1
52.4mm)

MG72-EC
End Cap

8” (2
03.2mm)

6” (1
52.4mm)

9.5” (2
41.3mm)

Compatible Fixtures
luminaires compatibles
luminarias compatibles

LEONARD 72       
10W  IP20  24VDC

DAVID 72      
20W  IP20  24VDC

PRINCE 72  
20W  IP20  24VDC

BEN 72       
30W  IP20  24VDC
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LEONARD 72
design: Lapo Grassellini

LINEAR SYSTEM

360°

45°

100mm (3.93”)

IP20F

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

10W

-+

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

98+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

49mm
(1.92”)

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

XXLN72

LN72 XX 9 X
Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

CV2496A
Min. 1
Max. 9

Static White/DW 0-10V/Phase
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LINEAR SYSTEM

DAVID 72
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

20W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

160mm (6.29”)

IP20F

XXDA72

DA72 XX 9 X
Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

-+

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

50mm (1.96”)

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

CV2496A
Min. 1
Max. 4

Static White 0-10V/Phase
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Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

20W

IP20F

XXPR72

PR72 XX 9 X
Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
35°

52°

23°

LINEAR SYSTEM

PRINCE 72
design: Lapo Grassellini

360°
75°

120mm
(4.72”)

106mm (4.17”)

90mm (3.54”)

Photometric diagrams

23°

F901

35°

F902 F903

52°

30

60

30

60

30

60

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

-+

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

CV2496A
Min. 1
Max. 4

Static White 0-10V/Phase
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LINEAR SYSTEM

BEN 72
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

30W

Photometric diagrams

120°

F034

30

60

500mm (19.68”)
IP20         F

XXBE720

BE720 XX
Color Temp.
Température couleur
Temperatura de color

27
30
35
40

2700K

3000K

3500K

4000K

Code Construction
Construction du code produit  
Construcción del código de producto

CCT         Flux      CRI
2700K
3000K
3500K
4000K

2100 lm 95+

95+

95+

95+

2142 lm

2186 lm

2224 lm

-+

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

CV2496A
Min. 1
Max. 3

Static White 0-10V/Phase
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PUCK
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

350mA (V
f
 2.9V)

Power
Pouissance
Potencia

1W

IP67
25mm

F
(0.98”)

30mm 
(1.18”)

30mm 
(1.18”)

30mm 
(1.18”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

81 lm 93

93

93

93

81 lm

110 lm

107 lm

IP RATED DOWNLIGHTS

Photometric diagrams

20˚

F701 F702

40˚

60

30

60

30

60

30

F734

120˚

XX XXPK

PK X X XX X
Finishing
Finitions 
Acabados

Shape
Forma
Forme

B1

N

Z

C

2

White
Blanc
Blanco

Round
Rond
Redondo

Black
Noir
Negro

INOX
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

9
40°

20°

120°

CSTY01
Recessing box
Boîtier d’encastrement 
Caja de empotrar

80mm
(3.15”) 60mm (2.36”)

25mm
(0.98”)

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

Optionals - Accessoires - Accesorios

T-Bar Installation

IC Housings

IC064RO1025
Recessed Box for 
Insulated Ceiling 
with 25mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1025
Mounting Plate
with 25mm Hole

C

B

A

MP-R025
Mounting Plate
with 25mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 25mm (0.98”) 

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 25mm (0.98”) 

AT064RO1025
Air Tight Recessed 
Box for Insulated 
Ceiling with 
25mm Hole

C

B

A

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 9

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18

375



376



TYTUS
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

350mA (V
f
 2.9V)

Power
Pouissance
Potencia

1W

IP67
25mm

F
(0.98”)

30mm 
(1.18”)

72mm 
(2.83”)

IP RATED DOWNLIGHTS

Photometric diagrams

20˚

F701 F702

40˚

60

30

60

30

60

30

F734

120˚

XXX Finishing
Finitions 
Acabados

B

N

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado K

C

COR-TEN

Custom
Personnalisée
Personalizado

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

9
40°

20°

120°

TYU

TYU X XX X
Code Construction
Construction du code produit  
Construcción del código de producto

CCT         Flux      CRI
2700K
3000K
3500K
4000K

81 lm 93

93

93

93

81 lm

100 lm

107 lm

T-Bar Installation

IC Housings

IC064RO1025
Recessed Box for 
Insulated Ceiling 
with 25mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1025
Mounting Plate
with 25mm Hole

C

B

A

MP-R025
Mounting Plate
with 25mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 25mm (0.98”) 

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 25mm (0.98”) 

AT064RO1025
Air Tight Recessed 
Box for Insulated 
Ceiling with 
25mm Hole

C

B

A

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 9

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18

377



378



TYZAN
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

350mA (V
f
 2.9V)

Power
Pouissance
Potencia

1W

IP67F30mm 
(1.18”)

84mm 
(3.30”)

IP RATED DOWNLIGHTS

Photometric diagrams

20˚

F701 F702

40˚

60

30

60

30

60

30

F734

120˚

XXXTZ Finishing
Finitions 
Acabados

B

N

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

X Beam angle
Angle de faisceau 
Ángulo del haz

2
1

9
40°

20°

120°

TZ X XX X
Code Construction
Construction du code produit  
Construcción del código de producto

CCT         Flux      CRI
2700K
3000K
3500K
4000K

81 lm 93

93

93

93

81 lm

100 lm

107 lm

T-Bar Installation

IC Housings

IC064RO1045
Recessed Box for 
Insulated Ceiling 
with 45mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1045
Mounting Plate
with 45mm Hole

C

B

A

MP-R045
Mounting Plate
with 45mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 45mm (1.77”) 

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 45mm (1.77”)  

AT064RO1045
Air Tight Recessed 
Box for Insulated 
Ceiling with 
45mm Hole

C

B

A

Accessories - Accessoires - Accesorios

ZQC001
Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Hole Cut:
45mm 
(1.77”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

85mm (3.34”)

35mm
(1.38”)

Hole Cut:
34mm 
(1.34”)

ZQC001.BMK
Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

CCPRO10-A
Min. 1
Max. 9

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18

379



380



ALPHA 2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

Photometric diagrams

5˚

F400

30

60

IP RATED DOWNLIGHTS

IP67F
40mm
(1.57”)

50mm 
(1.96”)

50mm 
(1.96”)

90mm 
(3.54”)

Optionals - Accessoires - Accesorios

CSBU01
Recessing box
Boîtier d’encastrement 
Caja de empotrar

140mm
(5.51”)

104mm (4.09”)

43mm
(1.69”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

X 5X XXAP1

AP1 X X XX 5
Finishing
Finitions 
Acabados

Shape
Forma
Forme

B1

N

Z

C

2

White
Blanc
Blanco

Round
Rond
Redondo

Black
Noir
Negro

INOX
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

Beam angle
Angle de faisceau 
Ángulo del haz

5 5°

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18

381



382



ALPHA 10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP67
60mm

F
(2.36”)

Photometric diagrams

10˚

F001

30

60

70mm 
(2.75”)

70mm 
(2.75”)

107mm 
(4.21”)

IP RATED DOWNLIGHTS

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

977 lm

1016 lm

1055 lm

X 9 1X XXAP2

AP2 X X XX 9 1
Finishing
Finitions 
Acabados

Shape
Forma
Forme

B1

N

Z

C

2

White
Blanc
Blanco

Round
Rond
Redondo

Black
Noir
Negro

INOX
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

Beam angle
Angle de faisceau 
Ángulo del haz

1 10°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

CU Custom
Personnalisée
Personalizado

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

Optionals  Accessoires   Accesorios

CSXJ01
Recessing box
Boîtier d’encastrement
Caja de empotrar 

115mm
(4.53”)

93mm (3.66”)

62mm
(2.44”)

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

T-Bar Installation

IC Housings

IC086RO2060
Recessed Box for 
Insulated Ceiling with 
60mm Hole

RO2060
Mounting Plate
with 60mm Hole

C

B

A

MP-R060
Mounting Plate
with 60mm Hole A - 609.6mm (24”)

B - 101.6mm (4”)
C - 60mm (2.36”)  

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 60mm (2.36”)      

AT086RO2060
Air Tight Recessed Box 
for Insulated Ceiling with 
60mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

383



384



BETA 2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

Photometric diagrams

5˚

F400

30

60

Optionals - Accessoires - Accesorios

IP RATED DOWNLIGHTS

IP67F
40mm
(1.57”)

45mm 
(1.77”)

120mm 
(4.72”)

CSBU01
Recessing box
Boîtier d’encastrement 
Caja de empotrar

140mm
(5.51”)

104mm (4.09”)

43mm
(1.69”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

X 5XXET1

AP1 X XX 5
Finishing
Finitions 
Acabados

B

N

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K

C

COR-TEN

Custom
Personnalisée
Personalizado

Beam angle
Angle de faisceau 
Ángulo del haz

5 5°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

T-Bar Installation

IC Housings

IC086RO2040
Recessed Box for 
Insulated Ceiling with 
40mm Hole

RO2040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)      

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 40mm (1.57”) 

AT086RO2040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18

385
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MAE 2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

Photometric diagrams

5˚

F400

30

60

IP RATED DOWNLIGHTS

IP67F
37mm 
(1.45”)

120mm 
(4.72”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

X 5XXME1

ME1 X XX 5
Finishing
Finitions 
Acabados

B

N

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

Beam angle
Angle de faisceau 
Ángulo del haz

5 5°

95mm (3.74”)

35mm
(1.38”)

Accessories - Accessoires - Accesorios

ZQT00U
Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Hole Cut:
50mm 
(1.97”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

T-Bar Installation

IC Housings

IC086RO2050
Recessed Box for 
Insulated Ceiling with 
50mm Hole

RO2050
Mounting Plate
with 40mm Hole

C

B

A

MP-R050
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 50mm (1.97”)      

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 50mm (1.97”) 

AT086RO2050
Air Tight Recessed 
Box for Insulated 
Ceiling with 
50mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”) ZQT00U.BMK
Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

Hole Cut:
42mm 
(1.65”)

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18

387



388



LOTUS 2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

Photometric diagrams

10°

F001

25°

F002 F003

60°

30

60

30

60

30

60

F034

120°

50mm
(1.97”)

50mm
(1.97”)

80mm
(3.15”)

IP RATED DOWNLIGHTS

IP67
40mm

F
(1.57”)

CSXT01
Recessing box
Boîtier d’encastrement 
Caja de empotrar

100mm
(3.93”)

70mm (2.76”)

42mm
(1.65”)

Optionals - Accessoires - Accesorios

XX XXLT1

LT1 X X XX X
Finishing
Finitions 
Acabados

Shape
Forma
Forme

B1

N

Z

C

2

White
Blanc
Blanco

Round
Rond
Redondo

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X Beam angle
Angle de faisceau 
Ángulo del haz

1
2
9

0
25°

60°

120°

10°

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18

389
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LOTUS 6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

CSXT01
Recessing boot
Boîtier d’encastrement 
Caja de empotrar

100mm
(3.93”)

70mm (2.76”)

42mm
(1.65”)

50mm
(1.97”)

50mm
(1.97”)

80mm
(3.15”)

IP RATED DOWNLIGHTS

IP67
40mm

F
(1.57”)

Optionals - Accessoires - Accesorios

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

XX XXLT2

LT2 X X XX X E
Finishing
Finitions 
Acabados

Shape
Forma
Forme

B1

N

Z

C

2

White
Blanc
Blanco

Round
Rond
Redondo

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X EBeam angle
Angle de faisceau 
Ángulo del haz

1
2

25°

45°

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

391
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BABUS 2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

CSBU01
Recessing box
Boîtier d’encastrement 
Caja de empotrar

45mm
(1.77”)

109mm
(4.29”)

43mm
(1.69”)

104mm
(4.09”)

140mm
(5.51”)

IP RATED DOWNLIGHTS

Photometric diagrams

10°

F001

25°

F002 F003

60°

30

60

30

60

30

60

F034

120°

30

60

IP67F
40mm
(1.57”)

Optionals - Accessoires - Accesorios

XXXBT1

BT1 X XX X
Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

B

N

White
Blanc
Blanco

Black
Noir
Negro

K

C

COR-TEN

Custom
Personnalisée
Personalizado

X Beam angle
Angle de faisceau 
Ángulo del haz

1
2
9

0
25°

60°

120°

10°

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

T-Bar Installation

IC Housings

IC086RO2040
Recessed Box for 
Insulated Ceiling with 
40mm Hole

RO2040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)      

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 40mm (1.57”) 

AT086RO2040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18

393
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BABUS 6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

45mm
(1.77”)

109mm
(4.29”)

IP RATED DOWNLIGHTS

IP67F
40mm
(1.57”)

CSBU01
Recessing box
Boîtier d’encastrement 
Caja de empotrar

43mm
(1.69”)

104mm
(4.09”)

140mm
(5.51”)

Optionals - Accessoires - Accesorios

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

XXXBT2

BT2 X XX X E
Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X EBeam angle
Angle de faisceau 
Ángulo del haz

1
2

25°

45°
24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

B

N

White
Blanc
Blanco

Black
Noir
Negro

K

C

COR-TEN

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

T-Bar Installation

IC Housings

IC086RO2040
Recessed Box for 
Insulated Ceiling with 
40mm Hole

RO2040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)      

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 40mm (1.57”) 

AT086RO2040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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ZERUS 2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

37mm
(1.45”)

112mm
(4.40”)

IP RATED DOWNLIGHTS

Photometric diagrams

10°

F001

25°

F002 F003

60°

30

60

30

60

30

60

F034

120°

30

60

IP67F

XXXZT1

ZT1 X XX X
Finishing
Finitions 
Acabados

B

N

C

White
Blanc
Blanco

Black
Noir
Negro

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

1
2
9

0
25°

60°

120°

10°

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari ZQT00U

95mm (3.74”)

35mm
(1.38”)

Accessories - Accessoires - Accesorios

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Hole Cut:
50mm 
(1.97”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

ZQT00U.BMK
Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

Hole Cut:
42mm 
(1.65”)

T-Bar Installation

IC Housings

IC086RO2050
Recessed Box for 
Insulated Ceiling with 
50mm Hole

RO2050
Mounting Plate
with 40mm Hole

C

B

A

MP-R050
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 50mm (1.97”)      

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 50mm (1.97”) 

AT086RO2050
Air Tight Recessed 
Box for Insulated 
Ceiling with 
50mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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ZERUS 6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

37mm
(1.45”)

112mm
(4.40”)

IP RATED DOWNLIGHTS

IP67F

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

ZQT00U

95mm (3.74”)

35mm
(1.38”)

Accessories - Accessoires - Accesorios

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Hole Cut:
50mm 
(1.97”)

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

XXXZT2

ZT2 X XX X E
Finishing
Finitions 
Acabados

B

N

C

White
Blanc
Blanco
Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X EBeam angle
Angle de faisceau 
Ángulo del haz

1
2

25°

45°

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

ZQT00U.BMK
Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

Hole Cut:
42mm 
(1.65”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

T-Bar Installation

IC Housings

IC086RO2050
Recessed Box for 
Insulated Ceiling with 
50mm Hole

RO2050
Mounting Plate
with 40mm Hole

C

B

A

MP-R050
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 50mm (1.97”)      

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 50mm (1.97”) 

AT086RO2050
Air Tight Recessed 
Box for Insulated 
Ceiling with 
50mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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JUPITER
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

7.5W

IP RATED DOWNLIGHTS

58mm
(2.28”)

58mm
(2.28”)

87mm
(3.42”)

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

F036

120°

30

60

IP67
51mm

F
(2”)

XX XXJP1

JP1 X XX 9 X X
Finishing
Finitions 
Acabados

Shape
Forma
Forme

B1

N

Z

C

2

White
Blanc
Blanco

Round
Rond
Redondo

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

24
27
30
35
40
CU

2400K

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W
X

S
46°

60°

120°

36°

CSDS10
Recessing box
Boîtier d’encastrement 
Caja de empotrar

110mm
(4.33”)

105mm (4.14”)

55mm
(2.17”)

Optionals - Accessoires - Accesorios

T-Bar Installation

IC Housings

IC064RO1051
Recessed Box for 
Insulated Ceiling 
with 51mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1051
Mounting Plate
with 51mm Hole

C

B

A

MP-R051
Mounting Plate
with 51mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 51mm (2”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 51mm (2”) 

AT064RO1051
Air Tight Recessed 
Box for Insulated 
Ceiling with 
51mm Hole

C

B

A

L0D1
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

560 lm

580 lm

95+

98+

98+

98+

98+

610 lm

625 lm

640 lm

DLM.100
Min. 1
Max. 12

DLM.60
Min. 1
Max. 7

DLM.30
Min. 1
Max. 3

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Static White 0-10V/Phase

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+
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ERIS
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

7.5W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

30

60

F036

120°

54mm
(2.12”)

126mm
(4.96”)

IP67F

XXXER1

ER1 XX 9 X X
Finishing
Finitions 
Acabados

B

N

C

White
Blanc
Blanco

Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

24
27
30
35
40
CU

2400K

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W
X

S
46°

60°

120°

36°

L0D1
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari ZTC10U

120mm (4.72”)

44mm
(1.73”)

Accessories - Accessoires - Accesorios

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre

Hole Cut:
70mm 
(2.76”)T-Bar Installation

IC Housings

IC086RO2070
Recessed Box for 
Insulated Ceiling with 
70mm Hole

RO2070
Mounting Plate
with 70mm Hole

C

B

A

MP-R070
Mounting Plate
with 70mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 70mm (2.76”) 

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 70mm (2.76”)  

AT086RO2070
Air Tight Recessed 
Box for Insulated 
Ceiling with 
70mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

560 lm

580 lm

95+

98+

98+

98+

98+

610 lm

625 lm

640 lm

DLM.100
Min. 1
Max. 12

DLM.60
Min. 1
Max. 7

DLM.30
Min. 1
Max. 3

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Static White 0-10V/Phase

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+

IP RATED DOWNLIGHTS

Hole Cut:
59mm (2.32”)

Cajetín para placas de yeso

ZTC10U.BMK
Backmount frame
Pierre/bois montage arrière 
Roca/madera montaje trasero
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SLOT 6
design Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

60mm
F

(2.36”)

X XXSL6

SL6 X XX X E
Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

27
24

30
35
40
DW

2700K

2400K

3000K

3500K

4000K

Dim to Warm

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

M
S

45°

25°B

N

Z

White
Blanc
Blanco

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

K COR-TEN

Dim to Warm
1800K-3000K

CCT      Flux     CRI

CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90
446 lm

464 lm

482 lm

416 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

T-Bar Installation

IC Housings

IC086RO2060
Recessed Box for 
Insulated Ceiling with 
60mm Hole

RO2060
Mounting Plate
with 60mm Hole

C

B

A

MP-R060
Mounting Plate
with 60mm Hole A - 609.6mm (24”)

B - 101.6mm (4”)
C - 60mm (2.36”)  

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 60mm (2.36”)      

AT086RO2060
Air Tight Recessed Box 
for Insulated Ceiling with 
60mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

60

30

F035

120°

Photometric diagrams

25°

F002

60

30

F407

45˚

60

30

69mm (2.71”)

80mm
(3.14”)

+/- 45˚

Optionals  Accessoires   Accesorios

CSXJ01
Recessing box
Boîtier d’encastrement
Caja de empotrar 

115mm
(4.53”)

93mm (3.66”)

62mm
(2.44”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

C Custom
Personnalisée
Personalizado

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

IP65

IP RATED DOWNLIGHTS
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DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals  Accessoires   Accesorios

SLOT 10
design Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

75mm
F

(2.95”)

X XXSL1

SL1 X XX 9 X
Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
46°

60°

36°

Photometric diagrams

83mm (3.26”)

93mm
(3.66”)

+/- 45˚

F971 F972

36˚ 46˚

30

60

30

60

30

60

30

60

60˚ 120˚

F973 F036

T-Bar Installation

IC Housings

IC064RO1075
Recessed Box for 
Insulated Ceiling with 
75mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1075
Mounting Plate
with 75mm Hole

C

B

A

MP-R075
Mounting Plate
with 75mm Hole A - 609.6mm (24”)

B - 101.6mm (4”)
C - 75mm (2.95”)  

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 75mm (2.95”)  

AT064RO1075
Air Tight Recessed Box 
for Insulated Ceiling with 
75mm Hole

C

B

A

B

N

Z

White
Blanc
Blanco

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

K COR-TEN

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Dim to Warm
1800K-3000K

CCT      Flux     CRI

CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95977 lm

1016 lm

1055 lm

725 lm

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

CSSL01
Recessing box
Boîtier d’encastrement
Caja de empotrar 

130mm
(5.11”) 10

9m
m

 (4
.2

9”
)

79
m

m
 (3

.1
1”

)

130mm
(5.11”)

Please consult manufactory 
for driver option

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

500mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Turnable White Phase / 0-10V (Dual Dimming)

IP65

IP RATED DOWNLIGHTS
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VENUS
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC 

Power
Pouissance
Potencia

7.5W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

F036

120°

30

60

58mm
(2.28”)

127mm
(5”)

IP RATED DOWNLIGHTS

IP67
51mm

F
(2”)

CSBT10
Recessing box
Boîtier d’encastrement 
Caja de empotrar

53mm
(2.09”)

115mm
(4.53”)

150mm
(5.90”)

Optionals - Accessoires - Accesorios

XXXVN1

VN1 XX 9 X X
Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

24
27
30
35
40
CU

2400K

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W
X

S
46°

60°

120°

36°B

N

White
Blanc
Blanco

Black
Noir
Negro

K

C

COR-TEN

Custom
Personnalisée
Personalizado

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

560 lm

580 lm

95+

98+

98+

98+

98+

610 lm

625 lm

640 lm

DLM.100
Min. 1
Max. 12

DLM.60
Min. 1
Max. 7

DLM.30
Min. 1
Max. 3

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Static White 0-10V/Phase

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+

T-Bar Installation

IC Housings

IC086RO2051
Recessed Box for 
Insulated Ceiling with 
51mm Hole

RO2051
Mounting Plate
with 51mm Hole

C

B

A

MP-R051
Mounting Plate
with 51mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 51mm (2”)      

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 51mm (2”)  

AT086RO2051
Air Tight Recessed 
Box for Insulated 
Ceiling with 
51mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

CSBT10.CPW
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)
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WOTAN 5
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

250mA (V
f
 18V)

Power
Pouissance
Potencia

5W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

F036

120°

30

60

48mm
(1.89”)

48mm
(1.89”)

90mm
(3.54”)

IP RATED DOWNLIGHTS

IP67
40mm

F
(1.57”)

XX XXWT5

WT5 X XX 9 X X
Finishing
Finitions 
Acabados

Shape
Forma
Forme

B1

N

Z

C

2

White
Blanc
Blanco

Round
Rond
Redondo

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W
X

S
46°

60°

120°

36°

CCT         Flux      CRI
2700K
3000K
3500K
4000K

492 lm 98+

98+

98+

98+

521 lm

542 lm

563 lm

T-Bar Installation

IC Housings

IC064RO1040
Recessed Box for 
Insulated Ceiling 
with 40mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)     

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 40mm (1.57”)  

AT064RO1040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

L0D5
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

CSDS05
Recessing box
Boîtier d’encastrement 
Caja de empotrar

90mm (3.54”)

44mm
(1.73”)

95mm
(3.74”)

Optionals - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

24 2400K

CCPRO10-A
Min. 1
Max. 2

250mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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WOTAN 10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

F036

120°

30

60

58mm
(2.28”)

58mm
(2.28”)

95mm
(3.74”)

IP RATED DOWNLIGHTS

IP67
51mm

F
(2”)

Dim to Warm
1800K-3000K

CCT      Flux     CRI

CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95977 lm

1016 lm

1055 lm

725 lm

T-Bar Installation

IC Housings

IC064RO1051
Recessed Box for 
Insulated Ceiling 
with 51mm Hole

101.6mm
(4”)

152.4mm (6”)

RO1051
Mounting Plate
with 51mm Hole

C

B

A

MP-R051
Mounting Plate
with 51mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 51mm (2”)      

A - 152.4mm (6”)
B - 152.4mm (6”)
C - 51mm (2”) 

AT064RO1051
Air Tight Recessed 
Box for Insulated 
Ceiling with 
51mm Hole

C

B

A

L0D1
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

CSDS10
Recessing box
Boîtier d’encastrement 
Caja de empotrar

110mm
(4.33”)

105mm (4.14”)

55mm
(2.17”)

Optionals - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

XX XXWT1

WT1 X XX 9 X X
Finishing
Finitions 
Acabados

Shape
Forma
Forme

B1

N

Z

C

2

White
Blanc
Blanco

Round
Rond
Redondo

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W
X

S
46°

60°

120°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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WOTAN 20
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 36V)

Power
Pouissance
Potencia

20W

CSDS20
Recessing box
Boîtier d’encastrement 
Caja de empotrar

160mm
(6.29”)

165mm (6.5”)

95mm
(3.74”)

100mm
(3.93”)

140mm
(5.51”)

IP RATED DOWNLIGHTS

IP67
90mm

F
(3.54”)

Optionals - Accessoires - Accesorios

XXXWT2

WT2 XX 9 X X
Finishing
Finitions 
Acabados

B

N

Z

C

White
Blanc
Blanco

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X9 Beam angle
Angle de faisceau 
Ángulo del haz

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

L0D2
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

T-Bar Installation

IC Housings

IC086RO2090
Recessed Box for 
Insulated Ceiling 
with 90mm Hole

RO2090
Mounting Plate
with 90mm Hole

C

B

A

MP-R090
Mounting Plate
with 90mm Hole

A - 609.6mm (24”)
B - 152.4mm (6”)
C - 90mm (3.54”) 

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 90mm (3.54”) 

AT086RO2090
Air Tight Recessed 
Box for Insulated 
Ceiling with 
90mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Photometric diagrams

23°

F901

35°

F902 F903

52°

60

30

60

30

60

30

60

30

F904

120°10°

F001

60

30

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

M
W
X

S
35°

52°

120°

23°

XS 10°
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BATAN 5
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

250mA (V
f
 18V)

Power
Pouissance
Potencia

5W

48mm
(1.89”)

133mm
(5.23”)

IP RATED DOWNLIGHTS

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

F036

120°

30

60

IP67
40mm

F
(1.57”)

XXXBN5

BN5 XX 9 X X
Finishing
Finitions 
Acabados

B

N

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K
C

COR-TEN

Custom
Personnalisée
Personalizado

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W
X

S
46°

60°

120°

36°

T-Bar Installation

IC Housings

IC086RO2040
Recessed Box for 
Insulated Ceiling with 
40mm Hole

RO2040
Mounting Plate
with 40mm Hole

C

B

A

MP-R040
Mounting Plate
with 40mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 40mm (1.57”)      

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 40mm (1.57”) 

AT086RO2040
Air Tight Recessed 
Box for Insulated 
Ceiling with 
40mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

492 lm 98+

98+

98+

98+

521 lm

542 lm

563 lm

L0D5
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari CSBT05

Recessing box
Boîtier d’encastrement 
Caja de empotrar

45mm
(1.77”)

105mm
(4.14”)

135mm
(5.31”)

Optionals - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

24 2400K

CCPRO10-A
Min. 1
Max. 2

250mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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BATAN 10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

58mm
(2.28”)

132mm
(5.2”)

IP RATED DOWNLIGHTS

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

F036

120°

30

60

IP67
51mm

F
(2”)

Dim to Warm
1800K-3000K

CCT      Flux     CRI

CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95977 lm

1016 lm

1055 lm

725 lm

T-Bar Installation

IC Housings

IC086RO2051
Recessed Box for 
Insulated Ceiling with 
51mm Hole

RO2051
Mounting Plate
with 51mm Hole

C

B

A

MP-R051
Mounting Plate
with 51mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 51mm (2”)      

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 51mm (2”)  

AT086RO2051
Air Tight Recessed 
Box for Insulated 
Ceiling with 
51mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

L0D1
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

XXXBN1

BN1 XX 9 X X
Finishing
Finitions 
Acabados

B

N

White
Blanc
Blanco

Black
Noir
Negro

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

K

C

COR-TEN

Custom
Personnalisée
Personalizado

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W
X

S
46°

60°

120°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

CSBT10
Recessing box
Boîtier d’encastrement 
Caja de empotrar

53mm
(2.09”)

115mm
(4.53”)

150mm
(5.90”)

Optionals - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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ZETAN 5
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

250mA (V
f
 18V)

Power
Pouissance
Potencia

5W

45mm
(1.77”)

129mm
(5.07”)

IP RATED DOWNLIGHTS

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

F036

120°

30

60

IP67F

XXXZN5

ZN5 XX 9 X X
Finishing
Finitions 
Acabados

B

N

C

White
Blanc
Blanco
Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
24

30
35
40
CU

2700K

2400K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W
X

S
46°

60°

120°

36°

ZTC05U

T-Bar Installation

IC Housings

IC086RO2060
Recessed Box for 
Insulated Ceiling with 
60mm Hole

RO2060
Mounting Plate
with 60mm Hole

C

B

A

MP-R060
Mounting Plate
with 60mm Hole A - 609.6mm (24”)

B - 101.6mm (4”)
C - 60mm (2.36”)      

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 60mm (2.36”)      

AT086RO2060
Air Tight Recessed Box 
for Insulated Ceiling with 
60mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

492 lm 98+

98+

98+

98+

521 lm

542 lm

563 lm

Accessories - Accessoires - AccesoriosL0D5
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

Hole Cut:
60mm 
(2.36”)

ZTC05U.BMK
Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

Hole Cut:
51mm (2”)

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

250mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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ZETAN 10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

54mm
(2.12”)

130mm
(5.12”)

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

F036

120°

30

60

IP67F

Accessories - Accessoires - Accesorios

L0D1
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Hole Cut:
70mm (2.76”)

Hole Cut:
59mm (2.32”)

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

ZTC10U.BMK
Backmount frame
Pierre/bois montage arrière
Roca/madera montaje trasero

18mm
(0.70”)

73mm (2.87”)

T-Bar Installation

IC Housings

IC086RO2070
Recessed Box for 
Insulated Ceiling with 
70mm Hole

RO2070
Mounting Plate
with 70mm Hole

C

B

A

MP-R070
Mounting Plate
with 70mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 70mm (2.76”)      

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 70mm (2.76”)     

AT086RO2070
Air Tight Recessed 
Box for Insulated 
Ceiling with 
70mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

Dim to Warm
1800K-3000K

CCT      Flux     CRI

CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

977 lm

1016 lm

1055 lm

725 lm

XXXZN1

ZN1 XX 9 X X
Finishing
Finitions 
Acabados

B

N

C

White
Blanc
Blanco
Black
Noir
Negro
Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W
X

S
46°

60°

120°

36°24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

IP RATED DOWNLIGHTS

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Optionals - Accessoires - Accesorios

ZTC10U
Plasterboard 
recessing frame
Boîtier d’encastrement 
pour plaques de plâtre
Cajetín para placas de yeso

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

418



TYRONE 6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

IP RATED DOWNLIGHTS

IP67F

T-Bar Installation

IC Housings

IC086RO2060
Recessed Box for 
Insulated Ceiling with 
60mm Hole

RO2060
Mounting Plate
with 60mm Hole

C

B

A

MP-R060
Mounting Plate
with 60mm Hole A - 609.6mm (24”)

B - 101.6mm (4”)
C - 60mm (2.36”)      

A - 203.2mm (8”)
B - 203.2mm (8”)
C - 60mm (2.36”)      

AT086RO2060
Air Tight Recessed Box 
for Insulated Ceiling with 
60mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

69mm (2.71”)

100mm
(3.93”)

60mm
(2.36”)

+/- 45˚

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

60

30

F035

120°

Photometric diagrams

25°

F002

60

30

F407

45˚

60

30

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

X EXXTR6

TY X X XX X E
Finishing
Finitions 
Acabados

B

N

Z

C

White
Blanc
Blanco

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X Beam angle
Angle de faisceau 
Ángulo del haz

2
9

1
45°

120°

25° 24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Optionals  Accessoires   Accesorios

CSXJ01
Recessing box
Boîtier d’encastrement
Caja de empotrar 

115mm
(4.53”)

93mm (3.66”)

62mm
(2.44”)

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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IP RATED DOWNLIGHTS

Photometric diagrams

36°

F971

46°

F972 F973

60°

30

60

30

60

30

60

F036

120°

30

60

TYRONE 10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP67F

112mm
(4.40”)

83mm (3.26”)

+/- 45˚

Dim to Warm
1800K-3000K

CCT      Flux     CRI

CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95977 lm

1016 lm

1055 lm

725 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

XXXTR1

TR1 XX 9 X X
Finishing
Finitions 
Acabados

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W
X

S
46°

60°

120°

36°B

N

Z

C

White
Blanc
Blanco

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero
Custom
Personnalisée
Personalizado

K COR-TEN

Optionals - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

75mm
(2.95”)

T-Bar Installation

IC Housings

IC086RO2075
Recessed Box for 
Insulated Ceiling 
with 75mm Hole

RO2075
Mounting Plate
with 75mm Hole

C

B

A

MP-R075
Mounting Plate
with 75mm Hole

A - 609.6mm (24”)
B - 101.6mm (4”)
C - 75mm (2.95”)      

A - 204.2mm (8”)
B - 204.2mm (8”)
C - 75mm (2.95”)      

AT086RO2075
Air Tight Recessed 
Box for Insulated 
Ceiling with 
75mm Hole

C

B

A

152.4mm
(6”)

203.2mm (8”)

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

CSSL01
Recessing box
Boîtier d’encastrement
Caja de empotrar 

130mm
(5.11”) 10

9m
m

 (4
.2

9”
)

79
m

m
 (3

.1
1”

)

130mm
(5.11”)

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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FLY6 X X  XX X

FLY6

F

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

FLY 6
design: Rod&Todd

IP67

S
M
W

N
24°

36°

60°

X 120°

15°

58mm
(2.28”)

86mm
(3.38”)

58mm
(2.28”)

L601

421



F

FLY 10
design: Rod&Todd

IP67

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

FLY1 X XX 9  X  X

FLY1 9

S
M
W

N
24°

36°

60°

X 120°

15°

70mm
(2.75”)

90mm
(3.54”)

70mm
(2.75”)

L101

422



29

423



424



JAN 2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

Photometric diagrams

5˚

F400

30

60

IP67F50mm 
(1.96”)

50mm 
(1.96”)

90mm 
(3.54”)

UPLIGHTS & PATHLIGHTS

IK10 IK09

INOX

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

Optionals - Accessoires - Accesorios

CSXT01
Recessing box
Boîtier d’encastrement
Caja de empotrar

100mm
(3.93”)

70mm (2.76”)

42mm
(1.65”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

X 5X XXJN1

JN1 X X XX 5
Finishing
Finitions 
Acabados

Shape
Forma
Forme

1 N

Z

C

2

Round
Rond
Redondo

Black
Noir
Negro

INOX
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

Beam angle
Angle de faisceau 
Ángulo del haz

5 5°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CSXT01.CP
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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JAN 10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP67F

Photometric diagrams

10˚

F001

30

60

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

UPLIGHTS & PATHLIGHTS

70mm 
(2.75”)

70mm 
(2.75”)

107mm 
(4.21”)

IK10 IK09

INOX

X 9 1X XXJN2

JN2 X X XX 9 1
Finishing
Finitions 
Acabados

Shape
Forma
Forme

1 N

Z

C

2

Round
Rond
Redondo

Black
Noir
Negro

INOX
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

Beam angle
Angle de faisceau 
Ángulo del haz

1 10°

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

977 lm

1016 lm

1055 lm

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Optionals  Accessoires   Accesorios

CSXJ01
Recessing boot
Boîtier d’encastrement
Caja de empotrar 

115mm
(4.53”)

93mm (3.66”)

62mm
(2.44”)

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CSXJ01.CP
Concrete pour
Coulée de béton
Vertido de hormigón

291mm
(11.45”)

128mm
(5.03”)

115mm
(4.52”)

48mm
(1.88”)

200mm (7.87”)

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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BUNGA
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

Optionals - Accessoires - Accesorios

IP67F

XX XXBG

BG X X XX
Finishing
Finitions 
Acabados

Emission
Émission 
Emisión

1 N

Z

C

2

Single
Unique
Único

Black
Noir
Negro

INOX
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Double
Doble

Color Temp.
Température couleur
Temperatura de color

27
30
40
CU

2700K

3000K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

UPLIGHTS & PATHLIGHTS

IK10 IK09

INOX

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición CSXT01

Recessing box
Boîtier d’encastrement   
Caja de empotrar

100mm
(3.93”)

70mm (2.76”)

42mm
(1.65”)

44mm 
(1.73”)

44mm 
(1.73”)

55mm 
(2.16”)

15mm 
(0.59”)

CCT         Flux      CRI
2700K
3000K

4000K

128 lm 93

93

93

133 lm

154 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CSXT01.CP
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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TYLA
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

350mA (V
f
 2.9V)

Power
Pouissance
Potencia

1W

CSTY01
Recessing box
Boîtier d’encastrement 
Caja de empotrar

Photometric diagrams

20°

F701 F702

40°

60

30

60

30

60

30

F734

120°

80mm
(3.15”) 60mm (2.36”)

25mm
(0.98”)

UPLIGHTS & PATHLIGHTS

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP67F
IK10 IK09

INOX

Optionals - Accessoires - Accesorios

XX XXTY

TY X X XX X
Finishing
Finitions 
Acabados

Shape
Forma
Forme

1 N

Z

C

2

Round
Rond
Redondo

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X Beam angle
Angle de faisceau 
Ángulo del haz

2
9

1
40°

120°

20°

CCT         Flux      CRI
2700K
3000K
3500K
4000K

81 lm 93

93

93

93

81 lm

100 lm

107 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CSTY01.CP
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)

CCPRO10-A
Min. 1
Max. 9

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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FATBOY 2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

CSFB01
Recessing box
Boîtier d’encastrement 
Caja de empotrar

Photometric diagrams

10°

F001

25°

F002 F003

60°

60

30

60

30

60

30

60

30

F034

120°

60mm
(2.36”)

60mm
(2.36”)

56mm
(2.20”)

46mm
(1.81”)

95mm
(3.74”)

75mm
(2.95”)

UPLIGHTS & PATHLIGHTS

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP67F
IK10 IK09

INOX

Optionals - Accessoires - Accesorios

XX XXFB1

FB1 X X XX X
Finishing
Finitions 
Acabados

Shape
Forma
Forme

1 N

Z

C

2

Round
Rond
Redondo

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X Beam angle
Angle de faisceau 
Ángulo del haz

2
9

1
0

60°

120°

25°

10°

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CSFB01.CP
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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TERA 2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

50mm
(1.97”)

50mm
(1.97”)

80mm
(3.15”)

Photometric diagrams

10°

F001

25°

F002 F003

60°

60

30

60

30

60

30

60

30

F034

120°

UPLIGHTS & PATHLIGHTS

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP67F
IK10 IK09

INOX

XX XXXT1

XT1 X X XX X
Finishing
Finitions 
Acabados

Shape
Forma
Forme

1 N

Z

C

2

Round
Rond
Redondo

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X Beam angle
Angle de faisceau 
Ángulo del haz

2
9

1
0

60°

120°

25°

10°

Optionals - Accessoires - Accesorios

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CSXT01.CP
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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TERA 6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

50mm
(1.97”)

50mm
(1.97”)

80mm
(3.15”)

UPLIGHTS & PATHLIGHTS

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP67F
IK10 IK09

INOX

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

Optionals - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

X EX XXXT2

XT2 X X XX X E
Finishing
Finitions 
Acabados

Shape
Forma
Forme

1 N

Z

C

2

Round
Rond
Redondo

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X Beam angle
Angle de faisceau 
Ángulo del haz

2
3

1
45°

120°

25° 24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

60

30

F035

120°

Photometric diagrams

25°

F002

60

30

F407

45˚

60

30

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CSXT01.CP
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

437



413
438



BREE
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

7.5W

CSDS10
Recessing box
Boîtier d’encastrement
Caja de empotrar

110mm
(4.33”)

105mm (4.14”)

55mm
(2.17”)

Photometric diagrams

36°

F971

46°

F972 F973

60°

60

30

60

30

60

30

60

30

F036

120°

56mm
(2.20”)

56mm
(2.20”)

87mm
(3.42”)

UPLIGHTS & PATHLIGHTS

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP67F
IK10 IK09

INOX

XX XXBR1

BR1 X XX 9 X X
Finishing
Finitions 
Acabados

Shape
Forma
Forme

1 N

Z

C

2

Round
Rond
Redondo

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

24
27
30
35
40
CU

2400K

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W
X

S
46°

60°

120°

36°

Optionals - Accessoires - Accesorios

L0D1
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

560 lm

580 lm

95+

98+

98+

98+

98+

610 lm

625 lm

640 lm

DLM.100
Min. 1
Max. 12

DLM.60
Min. 1
Max. 7

DLM.30
Min. 1
Max. 3

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Static White 0-10V/Phase

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+

CSDS10.CP
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)
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DESERT 5
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

250mA (V
f
 18V)

Power
Pouissance
Potencia

5W

CSDS05
Recessing box
Boîtier d’encastrement
Caja de empotrar

Photometric diagrams

36°

F971

46°

F972 F973

60°

60

30

60

30

60

30

60

30

F036

120°

90mm (3.54”)

44mm
(1.73”)

95mm
(3.74”)

48mm
(1.89”)

48mm
(1.89”)

90mm
(3.54”)

UPLIGHTS & PATHLIGHTS

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP67F
IK10 IK09

XX XXDS5

DS5 X XX 9 X X
Finishing
Finitions 
Acabados

Shape
Forma
Forme

1 N

Z

C

2

Round
Rond
Redondo

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W
X

S
46°

60°

120°

36°

Optionals - Accessoires - Accesorios

CCT         Flux      CRI
2700K
3000K
3500K
4000K

492 lm 98+

98+

98+

98+

521 lm

542 lm

563 lm

L0D5
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CSDS05.CP
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)

CCPRO10-A
Min. 1
Max. 2

250mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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DESERT 10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

Photometric diagrams

36°

F971

46°

F972 F973

60°

60

30

60

30

60

30

60

30

F036

120°

58mm
(2.28”)

58mm
(2.28”)

95mm
(3.74”)

UPLIGHTS & PATHLIGHTS

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP67F
IK10 IK09

INOX

XX XXDS1

DS1 X XX 9 X X
Finishing
Finitions 
Acabados

Shape
Forma
Forme

1 N

Z

C

2

Round
Rond
Redondo

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Square
Carrè
Cuadrado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W
X

S
46°

60°

120°

36°

L0D1
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

CSDS10
Recessing box
Boîtier d’encastrement
Caja de empotrar

110mm
(4.33”)

105mm (4.14”)

55mm
(2.17”)

Optionals - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CSDS10.CP
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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DESERT 20
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 36V)

Power
Pouissance
Potencia

20W

Photometric diagrams

23°

F901

35°

F902 F903

52°

60

30

60

30

60

30

60

30

F904

120°

100mm
(3.93”)

140mm
(5.51”)

UPLIGHTS & PATHLIGHTS

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP67F
IK10 IK09

INOX

XXXDS21

DS21 XX 9 X X
Finishing
Finitions 
Acabados

N

Z

C

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W
X

S
35°

52°

120°

23°

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

CSDS20
Recessing box
Boîtier d’encastrement 
Caja de empotrar

160mm
(6.29”)

165mm (6.5”)

95mm
(3.74”)

Optionals - Accessoires - Accesorios

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

L0D2
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CSDS20.CP
Concrete pour
Coulée de béton
Vertido de hormigón

291mm
(11.45”)

128mm
(5.03”)

115mm
(4.52”)

48mm
(1.88”)

200mm (7.87”)

10°

F001

60

30

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

XS 10°

445



421
446



JENA 2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

Photometric diagrams

10°

F001

25°

F002 F003

60°

60

30

60

30

60

30

70mm (2.76”)

93mm
(3.66”)

UPLIGHTS & PATHLIGHTS

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

CSXJ01
Recessing box
Boîtier d’encastrement
Caja de empotrar 

115mm
(4.53”)

93mm (3.66”)

62mm
(2.44”)

IP67F
IK10 IK09

INOX

XXXXJ11

XJ11 X XX X
Finishing
Finitions 
Acabados

N

Z

C

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X Beam angle
Angle de faisceau 
Ángulo del haz

1
2

0
25°

60°

10°

Optionals - Accessoires - Accesorios

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

+/-20°

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CSXJ01.CP
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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JENA 6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

82mm (3.22”)

115mm
(4.53”)

UPLIGHTS & PATHLIGHTS

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP67F
IK10 IK09

INOX

+/-20°

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

X EXXXJ21

XJ21 X XX X E
Finishing
Finitions 
Acabados

N

Z

C

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

X Beam angle
Angle de faisceau 
Ángulo del haz

1
2

25°

45°
24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

CSXJ02
Recessing box
Boîtier d’encastrement 
Caja de empotrar

104mm (4.09”)140mm
(5.51”)

75mm
(2.95”)

Optionals - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Photometric diagrams

25°

F002

60

30

F407

45˚

60

30

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CSXJ02.CP
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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MAL 10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

100mm
(3.93”)

85mm
(3.34”)

UPLIGHTS & PATHLIGHTS

Photometric diagrams
F975

60

30

WALL WASHER

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP67F
IK10 IK09

INOX

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

XXXMA1

MA1 XX 9 X
Finishing
Finitions 
Acabados

N

Z

C

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

9 Beam angle
Angle de faisceau 
Ángulo del haz

9 Wall Washer24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

CSDS20
Recessing box
Boîtier d’encastrement 
Caja de empotrar

160mm
(6.29”)

165mm (6.5”)

95mm
(3.74”)

Optionals - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CSDS20.CP
Concrete pour
Coulée de béton
Vertido de hormigón

291mm
(11.45”)

128mm
(5.03”)

115mm
(4.52”)

48mm
(1.88”)

200mm (7.87”)

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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MAL 20
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 36V)

Power
Pouissance
Potencia

20W

100mm
(3.93”)

115mm
(4.52”)

UPLIGHTS & PATHLIGHTS

Photometric diagrams
F975

60

30

WALL WASHER

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP67F
IK10 IK09

INOX

XXXMA2

MA2 XX 9 X
Finishing
Finitions 
Acabados

N

Z

C

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

9 Beam angle
Angle de faisceau 
Ángulo del haz

9 Wall Washer

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

CSDS20
Recessing box
Boîtier d’encastrement 
Caja de empotrar

160mm
(6.29”) 165mm (6.5”)

95mm
(3.74”)

Optionals - Accessoires - Accesorios

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CSDS20.CP
Concrete pour
Coulée de béton
Vertido de hormigón

291mm
(11.45”)

128mm
(5.03”)

115mm
(4.52”)

48mm
(1.88”)

200mm (7.87”)

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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MINIAIR
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

49mm
(1.93”)

49mm
(1.93”)15mm

(0.59”)

55mm
(2.17”)

CSXT01
Recessing box
Boîtier d’encastrement
Caja de empotrar

100mm
(3.93”)

70mm (2.76”)

42mm
(1.65”)

UPLIGHTS & PATHLIGHTS

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP67F
IK10 IK09

INOX

XX XXMXR

MXR X X XX
Finishing
Finitions 
Acabados

Emission
Émission 
Emisión

1 N

Z

C

2

Single
Unique
Único

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Double
Doble

Color Temp.
Température couleur
Temperatura de color

27
30
40
CU

2700K

3000K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

Optionals - Accessoires - Accesorios

CCT         Flux      CRI
2700K
3000K
4000K

128 lm 93

93

93

133 lm

154 lm

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CSXT01.CP
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18

455



431
456



AIR 6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

UPLIGHTS & PATHLIGHTS

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP67F
IK10 IK09

INOX

70mm
(2.76”)

18mm
(0.70”)

73mm
(2.87”)

XX XXXR2

XR2 X X XX
Finishing
Finitions 
Acabados

Emission
Émission 
Emisión

1 N

Z

C

2

Single
Unique
Único

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Custom
Personnalisée
Personalizado

Double
Doble

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

CSXT01
Recessing box
Boîtier d’encastrement
Caja de empotrar

100mm
(3.93”)

70mm (2.76”)

42mm
(1.65”)

Optionals - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CSXT01.CP
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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KING
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W64mm (2.51”)

22mm
(0.87”)62mm

(2.44”)

UPLIGHTS & PATHLIGHTS

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP67F
IK09

CCT         Flux      CRI
2700K
3000K
3500K
4000K

540 lm 98+

98+

98+

98+

600 lm

610 lm

620 lm

CSDS10
Recessing box
Boîtier d’encastrement 
Caja de empotrar

110mm
(4.33”)

105mm (4.14”)

55mm
(2.17”)

Optionals - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

X XXKG0

KG0 X XX
Finishing
Finitions 
Acabados

N

Z

Black
Noir
Negro

INOX 
AISI 316L
Steel
Acier
Acero

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

K COR-TEN

C Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CSDS10.CP
Concrete pour
Coulée de béton
Vertido de hormigón

230mm
(9.05”)

75mm
(2.95”)

115mm
(4.52”)

40mm
(1.57”)

126mm (4.96”)

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6
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UPLIGHTS & PATHLIGHTS

GLASS 6
design Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

IP67F39mm
(1.53”)

77mm
(3.03”)

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

XXGS6

GS6 X XX
Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

1
2

25°

45°

CSGS01
Recessing box with trim
Note: Recessing box needed 
for installation

90mm (3.54”)

50
m

m
 (1

.9
6”

)

44
m

m
 (1

.7
3”

)

IK09

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+
90

446 lm

464 lm

482 lm
416 lm

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

Photometric diagrams

25°

F002

60

30

F407

45˚

60

30

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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UPLIGHTS & PATHLIGHTS

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

XXGS1

GS1 X XX
Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

S
M
W

36°

46°

60°

CSGS07
Recessing box with trim
Note: Recessing box needed 
for installation

66
m

m
 (2

.5
9”

)

90mm (3.54”)

60
m

m
 (2

.3
6”

)

L001
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

GLASS 10
design Roberto Mantovani

84mm
(3.30”) 55mm

(2.16”)

Photometric diagrams

36˚

F971

46˚

F972 F973

60˚

60

30

60

30

60

30

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95

977 lm

1016 lm

1055 lm

725 lm

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP67F
IK09

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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DIG6 X X  XX X

DIG6

DIG 6
design: Rod&Todd

S
M
W

N
24°

36°

60°

X 120°

15°

F58mm
(2.28”)

58mm
(2.28”)

86mm
(3.38”)

F446 F447 F448 F449 F450

60

30

60

30

60

30

60

30

60

30

60° 120°36°24°15°

Photometric diagrams

L601
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DIG 10
design: Rod&Todd

70mm
(2.75”)

70mm
(2.75”)

90mm
(3.54”)

F446 F447 F448 F449 F450

60

30

60

30

60

30

60

30

60

30

60° 120°36°24°15°

Photometric diagrams

F

DIG1 X XX 9  X  X

DIG1 9

S
M
W

N
24°

36°

60°

X 120°

15°

L101

464
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OLU 2 Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

IP65F

64mm 
(2.51”)

44mm 
(1.73”)

69mm 
(2.71”)

IP RATED PROJECTORS

X XXXLU1

LU1 X XX X
Finishing
Finitions 
Acabados

2

5

6

C

Aluminum
Aluminium
Aluminio

Black
Noir
Negro
Bronze
Bronce

Custom
Personnalisée
Personalizado

Beam angle
Angle de faisceau 
Ángulo del haz

S
N

F
W

25°

10°

60°

120°

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

Photometric diagrams

10˚

F001

25˚

F002 F003

60˚

30

60

30

60

30

60

F034

120˚

30

60

design: Roberto Mantovani

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

CP0022
Earth spike
Piquet de terre
Pico de la tierra

120mm
(4.72”)

31.5mm
(1.24”)

41.5mm
(1.62”)

Optionals - Accessoires  - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18

XNTC02 XNTC05 XNTC06 Antiglare Snoot
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OLU 6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

IP65F

64mm 
(2.51”)

44mm 
(1.73”)

69mm 
(2.71”)

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP RATED PROJECTORS

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

Dim to Warm
1800K-3000K

CCT      Flux     CRI CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+

90

446 lm

464 lm

482 lm

416 lm

X X EXXLU2

LU2 X XX X E
Finishing
Finitions 
Acabados

2

5

6

C

Aluminum
Aluminium
Aluminio

Black
Noir
Negro
Bronze
Bronce

Custom
Personnalisée
Personalizado

Beam angle
Angle de faisceau 
Ángulo del haz

S
F

25°

45°

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

CP0022
Earth spike
Piquet de terre 120mm

(4.72”)

31.5mm
(1.24”)

41.5mm
(1.62”)

Optionals - Accessoires  - Accesorios

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

Pico de la tierra

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter 
0-10V / Phase / Dim to Warm 
Compatible, 13W

L0D1
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

XNTC02 XNTC05 XNTC06 Antiglare Snoot
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MAHALO
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

7.5W

IP RATED PROJECTORS

Photometric diagrams

36°

F971

46°

F972 F973

60°

60

30

60

30

60

30

60

30

F036

120°

55mm
(2.17”)

80mm
(3.15”)

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP65F

Optionals - Accessoires - Accesorios

XXMH1

MH1 X XX 9 X
Color Temp.
Température couleur
Temperatura de color

24
27
30
35
40
CU

2400K

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W
X

S
46°

60°

120°

36°

X Finishing
Finitions 
Acabados

2

5

Aluminum
Aluminium
Aluminio
Black
Noir
Negro

6

C

Bronze
Bronce

Custom
Personnalisée
Personalizado

CP0022
Earth spike
Piquet de terre
Pico de la tierra

120mm
(4.72”)

31.5mm
(1.24”)

41.5mm
(1.62”)

L0D1
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

560 lm

580 lm

95+

98+

98+

98+

98+

610 lm

625 lm

640 lm

DLM.100
Min. 1
Max. 12

DLM.60
Min. 1
Max. 7

DLM.30
Min. 1
Max. 3

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Static White 0-10V/Phase

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+
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YAGA
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

350mA (V
f
 2.9V)

Power
Pouissance
Potencia

1W

34mm
(1.33”)

27mm
(1.06”)

22mm
(0.86”)

10mm
(0.39”)

IP RATED PROJECTORS

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP65F

XP00MY
Earth spike
Piquet de terre
Pico de la tierra

Optionals - Accessoires - Accesorios

Photometric diagrams

20˚

F701 F702

40˚

30

60

30

60

30

60

F734

120˚

XXYG1

YG1 X XX X
Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
40°

120°

20°

X Finishing
Finitions 
Acabados

2

5

Aluminum
Aluminium
Aluminio
Black
Noir
Negro

6

C

Bronze
Bronce

Custom
Personnalisée
Personalizado

200mm
(7.87”)

25mm
(0.98”)

10mm
(0.39”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 9

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18

CCTCCT         Flux      
2700K
3000K
3500K
4000K

81 lm 93

93

93

93

81 lm

100 lm

107 lm

XNTY02 XNTY05 XNTY06 Antiglare Snoot
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ZOOM
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

Adjustable optics
Optique réglable
Óptica ajustable

10-55°

100mm
(3.93”)

32mm
(1.25”)

68mm
(2.68”)

IP RATED PROJECTORS

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

IP65F

Base

XP0011
Earth spike
Piquet de terre
Pico de la tierra

XP0200
Aluminum
Aluminium
Aluminio

Black
Noir
Negro

XP0500
Bronze
Bronce

XP0600

14mm
(0.55”)

30mm
(1.18”)

100mm
(3.93”)

69mm (2.72”)

20mm
(0.79”)

Optionals - Accessoires - Accesorios

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

XXZM1

ZM1 X XX
Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Finishing
Finitions 
Acabados

2

5

Aluminum
Aluminium
Aluminio
Black
Noir
Negro

6

C

Bronze
Bronce

Custom
Personnalisée
Personalizado

10-55°

Adjustable optics
Optique réglable
Óptica ajustable

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 18
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ZOOM 10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

Adjustable optics
Optique réglable
Óptica ajustable

10-55°

10-55°

100mm
(3.93”)

160mm
(6.29”)

64mm
(2.51”)

IP RATED PROJECTORS

IP65F

XXZM2

ZM2 X XX
Color Temp.
Température couleur
Temperatura de color

Adjustable optics
Optique réglable
Óptica ajustable

Code Construction
Construction du code produit  
Construcción del código de producto

X Finishing
Finitions 
Acabados

2

5

Aluminum
Aluminium
Aluminio
Black
Noir
Negro

6

C

Bronze
Bronce

Custom
Personnalisée
Personalizado

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

977 lm

1016 lm

1055 lm

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

CU Custom
Personnalisée
Personalizado

Optionals - Accessoires - Accesorios

CP0022
Earth spike
Piquet de terre
Pico de la tierra 120mm

(4.72”)

31.5mm
(1.24”)

41.5mm
(1.62”)

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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BRUTUS 10
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

IP RATED PROJECTORS

IP65F

Dim to Warm
1800K-3000K

CCT      Flux     CRI

CCT Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

95977 lm

1016 lm

1055 lm

725 lm

Optionals - Accessoires - Accesorios

CP0022
Earth spike
Piquet de terre
Pico de la tierra 120mm

(4.72”)

31.5mm
(1.24”)

41.5mm
(1.62”)

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

102mm
(4.01”)

96mm
(3.77”)

69mm
(2.71”)

Photometric diagrams

15˚

F437 F438

24˚

F439

45˚

30303030

60606060

F440

120˚

XXBRT1

BRT1 X XX 9 X
Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
F
W

S
24°

45°

120°

15°

X Finishing
Finitions 
Acabados

2

5

Aluminum
Aluminium
Aluminio
Black
Noir
Negro

6

C

Bronze
Bronce

Custom
Personnalisée
Personalizado

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

DW
CU

Dim Warm

Custom
Personnalisée
Personalizado

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

CCPRO10-A
Min. 1
Max. 1

400mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3

LBRT101
Low luminance louvre
Filtre basse luminace
Filtro de baja luminancia

XNTB102 XNTB105 XNTB106 Antiglare Snoot
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BRUTUS 20
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 36V)

Power
Pouissance
Potencia

20W

IP RATED PROJECTORS

IP65F

Optionals - Accessoires - Accesorios

CP0022
Earth spike
Piquet de terre
Pico de la tierra 120mm

(4.72”)

31.5mm
(1.24”)

41.5mm
(1.62”)

XXBRT2

BRT2 X XX 9 X
Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
F
W

S
36°

52°

120°

10°

X Finishing
Finitions 
Acabados

2

5

Aluminum
Aluminium
Aluminio
Black
Noir
Negro

6

C

Bronze
Bronce

Custom
Personnalisée
Personalizado

Note: the filter must be ordered together with the lighting fixture
Note: le filtre doit être commandé en même temps que l’appareil
Nota: el filtro debe pedirse junto con la luminaria

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

27
30
35
40

2700K

3000K

3500K

4000K

CU Custom
Personnalisée
Personalizado

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

Photometric diagrams

10˚

F441

36˚

F442 F443

52˚

303030

606060

30

60

F444

120˚

89mm
(3.50”)

124mm
(4.88”)

120mm
(4.72”)

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1

LBRT201
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

XNTB202 XNTB205 XNTB206 Antiglare Snoot
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CLIO 10
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 18V)

Power
Pouissance
Potencia

10W

57mm
(2.24”)

114mm
(4.48”)

140mm
(5.51”)

88mm
(3.46”)

16°

F948 F949

28°

60

30

60

30

60

30

F950

42°

Photometric diagrams

IP RATED PROJECTORS

IP65F

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

837 lm

921 lm

95+

98+

98+

98+

98+

977 lm

1016 lm

1055 lm

XXCP1

CP1 X XX 9 X
Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
28°

42°

16°

X Finishing
Finitions 
Acabados

2

5

Aluminum
Aluminium
Aluminio
Black
Noir
Negro

6

C

Bronze
Bronce

Custom
Personnalisée
Personalizado

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

CU Custom
Personnalisée
Personalizado

Optionals - Accessoires - Accesorios

CP0022
Earth spike
Piquet de terre
Pico de la tierra 120mm

(4.72”)

31.5mm
(1.24”)

41.5mm
(1.62”)

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 1

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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CLIO 20
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 36V)

Power
Pouissance
Potencia

20W
62mm
(2.44”)

160mm
(6.29”)

105mm
(4.14”)

185mm
(7.28”)

15°

T971 F972

36°

60

30

60

30

60

30

F973

46°

Photometric diagrams

IP RATED PROJECTORS

IP65F

XXCP2

CP2 X XX 9 X
Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X9 Beam angle
Angle de faisceau 
Ángulo del haz

M
W

S
36°

46°

15°

X Finishing
Finitions 
Acabados

2

5

Aluminum
Aluminium
Aluminio
Black
Noir
Negro

6

C

Bronze
Bronce

Custom
Personnalisée
Personalizado

CCT         Flux      CRI
2700K
3000K
3500K
4000K

1659 lm 93

93

93

93

1752 lm

1873 lm

1925 lm

Optionals - Accessoires - Accesorios

CP0022
Earth spike
Piquet de terre
Pico de la tierra 120mm

(4.72”)

31.5mm
(1.24”)

41.5mm
(1.62”)

DCVI.B.2
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 26W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 1
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IP RATED PROJECTORS

OLU 6 POLE
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

69mm 
(2.71”)

44mm 
(1.73”)

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

X X EXXLUP2

LUP2 X XX X E
Finishing
Finitions 
Acabados

1

5

9

White
Blanc
Blanco

Black
Noir
Negro
COR-TEN

Beam angle
Angle de faisceau 
Ángulo del haz

S
F
W

25°

45°

120°

Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom

Code Construction
Construction du code produit  
Construcción del código de producto

XXPL

PL X X
Finishing
Finitions 
Acabados

Finishing
Finitions 
Acabados

1A

B

C

D

5

9

White
Blanc
Blanco

415mm
(16.33”)

615mm
(24.21”)
1215mm
(47.83”)

1615mm
(63.58”)

Black
Noir
Negro
COR-TEN

Code Construction
Construction du code produit  
Construcción del código de producto

14mm 
(0.55”)

14mm 
(0.55”)

14mm 
(0.55”)

14mm 
(0.55”)

120mm 
(4.72”)

415mm 
(16.33”)

615mm 
(24.21”)

1215mm 
(47.83”)

1615mm 
(63.58”)

120mm 
(4.72”)

120mm 
(4.72”)

120mm 
(4.72”)

ZCP001
Anchor bolt for concrete plinth

300mm 
(11.81”)

120mm 
(4.40”)

30

60

F035

120°

Photometric diagrams

25°

F002

30

60

F407

45˚

30

60

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

Optionals - Accessoires - Accesorios

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Dim to Warm
1800K-3000K

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

472 lm

421 lm

95+

98+

98+

98+

98+
90

446 lm

464 lm

482 lm
416 lm

IP65F

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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IP RATED PROJECTORS

MAHALO POLE
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

7.5W

74mm 
(2.91”)

59mm 
(2.32”)

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

X X9XXMHP1

MHP1 X XX 9 X
Finishing
Finitions 
Acabados

1

5

9
C

White
Blanc
Blanco

Black
Noir
Negro
COR-TEN

Beam angle
Angle de faisceau 
Ángulo del haz

S
M
W
X

36°

46°

60°

120°

Color Temp.
Température couleur
Temperatura de color

Code Construction
Construction du code produit  
Construcción del código de producto

XXPL

PL X X
Finishing
Finitions 
Acabados

Finishing
Finitions 
Acabados

1A

B

C

D

5

9

White
Blanc
Blanco

415mm
(16.33”)

615mm
(24.21”)
1215mm
(47.83”)

1615mm
(63.58”)

Black
Noir
Negro
COR-TEN

Code Construction
Construction du code produit  
Construcción del código de producto

14mm 
(0.55”)

14mm 
(0.55”)

14mm 
(0.55”)

14mm 
(0.55”)

120mm 
(4.72”)

415mm 
(16.33”)

615mm 
(24.21”)

1215mm 
(47.83”)

1615mm 
(63.58”)

120mm 
(4.72”)

120mm 
(4.72”)

120mm 
(4.72”)

ZCP001
Anchor bolt for concrete plinth

300mm 
(11.81”)

120mm 
(4.40”)

Optionals - Accessoires - Accesorios

Photometric diagrams

36˚

F971

46˚

F972 F973

60˚

30

60

30

60

30

60

F036

120˚

30

60

CCT      Flux     CRI
2400K
2700K
3000K
3500K
4000K

560 lm

580 lm

95+

98+

98+

98+

98+

610 lm

625 lm

640 lm

DLM.100
Min. 1
Max. 12

DLM.60
Min. 1
Max. 7

DLM.30
Min. 1
Max. 3

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Static White 0-10V/Phase

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+

L0D1
Low luminance louvre
Filtre basse luminace 
Filtro de baja luminancia

Note: the filter must be ordered together with the lighting fixtu
Note: le filtre doit être commandé en même temps que l’apparei
Nota: el filtro debe pedirse junto con la luminari

24
27
30
35
40

2400K

2700K

3000K

3500K

4000K

CU Custom
Personnalisée
Personalizado

Custom
Personnalisée
Personalizado

IP65F
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MU6 X XX X

MU6

F

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

MAUNA 6
design: Rod&Todd

IP65

S
M
W

N
24°

36°

60°

X 120°

15°

68mm
(2.67”)

50mm
(1.96”)

75mm
(2.95”)

L601

Tree strap

XNTM02

XXT01

XNTM05 XNTM06 Antiglare Snoot
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MU1 X XX X

MU1

F

Photometric diagrams
F973

60°

30

60

F972

36°

60

30

15°

F005

30

60

F438

24°

30

60

MAUNA 10
design: Rod&Todd

IP65

S
M
W

N
24°

36°

60°

X 120°

15°

L101

Tree strap

XNTX202

XXT01

XNTX205 XNTX206 Antiglare Snoot

76mm
(2.99”)

82mm
(3.22”)

59mm
(2.32”)

489



33

490



ELLE 2
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 2.9V)

Power
Pouissance
Potencia

1.5W

ZC001
Anchor bolt for concrete plinth
oulon d’ancrage pour socle en béton
Perno de anclaje para zócalo de hormigón

48mm
(1.89”)

34mm
(1.34”)

100mm
(3.93”)

75mm
(2.95”)

400mm
(15.74”)

150mm
(5.90”)

60mm

(2.36”)
40mm(1.57”)

BOLLARDS

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

150mm
(5.90”)

600mm
(23.62”)

60mm

(2.36”)
40mm(1.57”)

IP65F

Optionals - Accessoires - Accesorios

XXBLS

BLS X X XX
Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Height
Hauteur
Altura

6

4

60cm
(23.62”)

40cm
(14.74”)

X Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

9

C

COR-TEN

Custom
Personnalisée
Personalizado

CCT         Flux      CRI
2700K
3000K
3500K
4000K

128 lm 93

93

93

93

133 lm

143 lm

154 lm

CP0022
Earth spike
Piquet de terre
Pico de la tierra

120mm
(4.72”)

31.5mm
(1.24”)

41.5mm
(1.62”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 6

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 20
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ELLE 6
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

500mA (V
f
 8.7V)

Power
Pouissance
Potencia

4.5W

400mm
(15.74”)

150mm
(5.90”)

60mm

(2.36”)
40mm(1.57”)

BOLLARDS

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

150mm
(5.90”)

600mm
(23.62”)

60mm

(2.36”)
40mm(1.57”)

IP65F

XXBLP

BLP X X XX
Color Temp.
Température couleur
Temperatura de color

27
30
35
40
CU

2700K

3000K

3500K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

X Height
Hauteur
Altura

6

4

60cm
(23.62”)

40cm
(14.74”)

X Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco

Black
Noir
Negro

9
C

COR-TEN

Custom
Personnalisée
Personalizado

CCT         Flux      CRI
2700K
3000K
3500K
4000K

384 lm 93

93

93

93

300 lm

433 lm

462 lm

ZC001
Anchor bolt for concrete plinth
oulon d’ancrage pour socle en béton
Perno de anclaje para zócalo de hormigón

48mm
(1.89”)

34mm
(1.34”)

100mm
(3.93”)

75mm
(2.95”)

Optionals - Accessoires - Accesorios

CP0022
Earth spike
Piquet de terre
Pico de la tierra

120mm
(4.72”)

31.5mm
(1.24”)

41.5mm
(1.62”)

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 2

500mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 6

CCPRO10-A
Min. 1
Max. 2

250mA

Dim to Warm Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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SIGN
design: Lapo Grassellini

Supply current
Courant d’alimentation
Corriente de alimentación

350mA (V
f
 15V)

Power
Pouissance
Potencia

5W

50mm
(1.97”)

350mm
(13.77”)

90mm
(3.54”)

Photometric diagrams
F007

30

60

BOLLARDS

IP65F

X XXSG1

SG1 XX X
Finishing
Finitions 
Acabados

B

K
C

White
Blanc
Blanco

COR-TEN

Custom
Personnalisée
Personalizado

Color Temp.
Température couleur
Temperatura de color

30
40
CU

3000K

4000K

Custom
Personnalisée
Personalizado

Code Construction
Construction du code produit  
Construcción del código de producto

N Black
Noir
Negro

CCT         Flux      CRI
3000K
4000K

93

93

250 lm

285 lm

DCVI.B.1
24VDC Constant Voltage to 
Constant Current Converter
0-10V / Phase / Dim to Warm 
Compatible, 13W

18mm
(0.70”)

73mm (2.87”)

Optionals - Accessoires - Accesorios

Series wiring 
Câblage en série 
Cableado en serie

Drivers (Remote)
Alimentateurs
Alimentadores

-+

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

CCPRO10-A
Min. 1
Max. 1

350mA

Static White Phase / 0-10V (Dual Dimming)

CCPRO40-A
Min. 1
Max. 3
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BOLLARDS

DUSK
design: Roberto Mantovani

Supply current
Courant d’alimentation
Corriente de alimentación

24VDC

Power
Pouissance
Potencia

8.2W

120mm
(4.72”)

120mm
(4.72”)

120mm
(4.72”)

120mm
(4.72”)

IP67F

CCT         Flux      CRI
2700K
3000K

560 lm 98+

98+610 lm

400mm
(15.75”)

600mm
(23.62”)

1200mm
(47.24”)

1600mm
(62.99”)

XXDU

DU X X XX
Color Temp.
Température couleur
Temperatura de color

27
30

2700K

3000K

Code Construction
Construction du code produit  
Construcción del código de producto

X Height
Hauteur
Altura

B

D

A

C

60.0cm
(23.62”)

160.0cm
(62.99”)

40.0cm
(15.75”)

120.0cm
(47.24”)

X Finishing
Finitions 
Acabados

1

5

White
Blanc
Blanco
Black
Noir
Negro

9 COR-TEN

Optionals - Accessoires - Accesorios

ZCP001
Anchor bolt for concrete plinth
oulon d’ancrage pour socle en béton 
Perno de anclaje para zócalo de hormigón

112mm
(4.40”)

300mm
(11.81”)

Note: cable cut to measure on request 
Note: câble sur mesure disponible sur demande  
Nota: cable a medida disponible a petición

DLM.100
Min. 1
Max. 12

DLM.60
Min. 1
Max. 7

DLM.30
Min. 1
Max. 3

Parallel wiring 
Câblage en parallèle 
Cableado en paralelo

Drivers (Remote)
Alimentateurs
Alimentadores

Static White 0-10V/Phase

For other driver options -
including Lutron, Dali and DMX - 
please consult factory

-+
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Configurable Constant Current LED Drive
0-10V and Phase Dim, 10W

Configurable Constant Current LED Drive
0-10V and Phase Dim, 40W

CCPRO10-A

CCPRO40-A

Electrical
Input
Power Factor
Output
Drive Current Presets
Max. LED Power Output
Certifications

Control
No. of Channels
Control Protocols
Dimming Range
Dimming Curve

Mechanical
Housing Materials
Fixing Type
Connection Type

Environmental
Ingress Protection
Operating Temperature
Lifetime
Integrated Protection

Electrical
Input
Power Factor
Output
Max. LED Power Output
Certifications

Control
No. of Channels
Control Protocols
Dimming Range

Mechanical
Housing Materials
Fixing Type
Connection Type

Environmental
Ingress Protection
Operating Temperature
Lifetime
Integrated Protection

100-277VAC, 50/60 HZ
0.95
3-42VDC Constant Current, Class 2
150, 200, 250, 350, 400, 450, 500mA 
10W
CLASS P, SELV, TYPE HL, CULUS

1
Phase, 0-10V
100% - 1%
Linear

PMMA, Polycarbonate
Screw Down
12-22 AWG screw terminal block

IP20
-20°C ~ +45°C
50,000 HR
Thermal cutoff, short circuit,
Overload, and reverse polarity

100-277VAC, 50/60 HZ
0.95
3-60vdc Constant Current, Class 2
40W
CLASS P, SELV, TYPE HL, CULUS

1
Phase, 0-10V
100% - 1%

PMMA, Polycarbonate
Screw Down
12-22 AWG Screw Terminal Block

IP20
-20°C ~ +45°C
50,000 HR
Thermal Cutoff, Short Circuit,
Overload, And Reverse Polarity

DRIVERS

150mA

3-42V

6W

200mA

3-42V

8W

250mA

3-40V

10W

300mA

3-33V

10W

350mA

3-29V

10W

400mA

3-25V

10W

450mA

3-22V

10W

500mA

3-20V

10W

250mA

3-60V

15W

300mA

3-60V

18W

350mA

3-60V

21W

400mA

3-60V

24W

450mA

3-60V

27W

500mA

3-60V

30W

550mA

3-60V

33W

600mA

3-60V

36W

650mA

3-60V

39W

700mA

3-57V

40W

750mA

3-53V

40W

800mA

3-50V

40W

850mA

3-47V

40W

900mA

3-45V

40W

1050mA

3-38V

40W

1400mA

3-29V

40W

163.7
[6-7/16”]

20
[25/32”]

54
 [2-1/8”]

165
[6-15/32”]

127
[5”]

20
 [25/32”]

30
 [1-3/16”]

135
[5-5/16”]

F IP20

F IP20
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Constant Voltage 24VDC LED Driver
0-10V and Phase Dim, 96W

Constant Voltage to Constant Current LED Lighting Converter

CV2496A

DCVI.B1/B2

Electrical
Input
Power Factor
Output
Max. LED Power Output
Certifications

Control
No. of Channels
Control Protocols
Dim Modes
Dimming Range
Dimming Curve
Turnable VOUT

Mechanical
Housing Materials
Fixing Type

Environmental
Ingress Protection
Operating Temperature
Lifetime
Integrated Protection

Electrical
Input
Efficiency
Max. Standby Power
Output (B.1 / B.2)
Programmable Drive Current
Drive Current Tolerance
Max. LED Output Power (B.1 / B.2)

Control
No. of Channels
Selectable Control Protocols
Dimming Range
Dimming Curve

Environmental
Ingress Protection
Operating Temperature
Lifetime
Integrated Protection

24VDC Constant Voltage Class 2
91% At Full Load
< 5mw
3-27vdc / 28-42vdc Constant Current
50-700mA
+/- 5%
13W / 26W

1
Phase (Voltage Reduction), 0-10V
100% - 1%
Linear (Default)

IP20
-20°C ~ +45°C
50,000 HR
Thermal Cutoff, Short Circuit, Overload, And Reverse Polarity

100-277VAC, 50/60 HZ
0.95
24VDC CONSTANT CURRENT, CLASS 2
96W
CLASS P, SELV, TYPE HL

1
Phase, 0-10V
VRD (voltage reduction) or PWM (pulse width modulation)
1 - 100%
Linear (default)
17-25VDC Adjustable

Powdercoated (Ppc) Carbon Steel
Screw Down

IP64
-20°C ~ +45°C
50,000 HR
Thermal Cutoff, Short Circuit, Overload, And Reverse Polarity

220 
[8-21/32”]

40
 [1-37/64”]

94.5
[3-23/32”]

19 
[3/4”]

92
 [3-5/8”]

18 [45/64”]
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